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ABSTRACT

Design 1luidance is presented for use by experienced engineers. The contents
include: excavations; compaction, earthwork, and hydraulic fills; analysis
of walls and retaining structures; shallow foundations; and deep foundations.
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FOREWORD

This design manual for Foindations and Earth Structures is one of a series
that has been developed from an extensive re-evaluation of the relevant
portions of Soil Mechanics, Foundations, and Earth Structures, NAVFAC DM-7
of March 1971, from surveys of available new materials and construction
methods, and from selection of the best design practices of the Naval
Facilities Engineering Command, other Government agencies, and private
industry. This manual includes a modernization of the former criteria and
the maximum use of national professional society, association and institute I

codes. Deviations from these criteria should not be ma4e without the prior
approval of the Naval Facilities Engineering Command Headquarters (NAVFAC
HQ).

Design cannot remain static any more than can the naval functions it serves,
or the technologies it uses. Accordingly, this design manual, Foundations
and Earth Structures, NAVFAC DM-7.2, along with the companion manuals, Soil
Mechanics NAVFAC DM-7.1 and Soil Dynamics, Deep Stabilization, and Special
Geotechnical Construction, NAVFAC DM-7.3, cancel and supersede Soil
Mechanics, Foundations, and Earth Structures, NAVFAC DM-7 of Mar-ch 1971 in
its entirety, and all changes issued.

W. M. /obel\
Rear idmiral\ CEC, U. S. Navy
Commander
Naval Facilities Engineering Command - --
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PREFACE

This manual covers the application of basic engineering prir.:iples of soilmechanics in the design of foundations and earth structures for naval shore

facilities. Companion manuals (NAVFAC DM-7.1 and DM-7.3) cover the princi-
ples of soil mechanics and special aspects of geotechnical engineering. These
criteria, together with the definitive designs and guideline specifications
of the Naval Facilities Engineering Command, constitute the Command's design 2
guidance. These standards are based on functional requirements, engineering
judgment, knowledge of materials and equipment, and the experience gained by
the Naval Facilities Engineering Command and other commands and bureaus of
the Navy in the design, construction, operation, and maintenance of naval
shore facilities.

The design manual series presents criteria that shall be used in the design .
of facilitiea under the cognizance of the Naval Faeilities Engineering

*. Command. The direction and standards for procedures, methods, dimensions,
materials, loads and stresses will be included. Design manuals are not text-
books, but are for the use of experienced architects and engineers. Many
criteria and standards appearing in technical texts issued by Government
agencies, professional architectitral and engineering groups, and trade and
industry groups are suitable for, and have been made integral parts of, this
series. The latest edition of each publication source shall be used.

Bibliographies of publications containing background information and addi-
tional reading on the various subjects are included in the manuals. This
material, however, is not a part of the criteria, nor is a reading of these -

* sources necessary for the use of the criteria presented in the manuals.

To avoid duplication and to facilitate future revisions, criteria are pre-
sented only once in this series as far as possible. Criteria having general
applications appear in the basic manuals numbered DM-1 through DM-1O (numbers
DM-11 through DM-20 were unassigned in the original issues). Manuals num--
bered DM-21 and above contain criteria that usually are applicable only to *.
the specific facility class covered by each manual. When criteria for ore

facility also have an application in another facility class, the basic rtle
has been to present such criteria in the basic, or lowest numbered, manual
and cite it by reference where required in later manuals.

The specific design manuals (DM-21 and above), with but three exceptions,
list design criteria for specific facilities in the order of the category
codes. The exceptions are:

(1) Drydocking Facilities, NAVFAC DM-29, which includes both Category
Codes 213 and 223.

(2) Criteria for facility class 800, Utilities and Ground Improvements,
which have been included in the basic rmanuals on mechanical,
electrical, and civil engineering.

7.2-vtt
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1'3) Weight Handling Equipment and Service Craft, NAVFAC DM-38, which
includes the deeign criteria for these facilities under the cogni-
zance of the Naval Facilities Engineering Command that are not clas-
sified as real property. These include weight and line handling __
equipment, dredges, yard craft, and piledriving equipment.

For the effective use of these criteria, the designer must have access to: J

(1) The basic and specific design manuals applicable to the project.
See list on page ix.

(2) Published criteria sources.

(3) Applicable definitive designs, Definitive Designs for Naval Shore
Facilities, NAVFAC P-272.

(4) Command guideline specifications.

7.2-vii i

- .1



F *UW.

LIST OF DESIGN MANUALS

BASIC MANUALS

Title Number

Arcitetue.... .. .. .. OSSS ** ... .... .*. .. .. .. . . .NAVFAC DI+-1
Civil Eineig...ge.................. NAVFAC DZI-5
Cold Regions ngeeig.................., NAVFAC Da-9
CostDta for Military Construction........6................... NAVFAC DM-10
Drawings and Sefiais.................. NAVFAC DI4-6
Electrical Eniern.............. ..... .. NAYFAC DM-4

* ~Foundations and Earth Structures..... ........... NAVFAC DM-7.2
Fire Protectionngnrng................. NAVFAC DM-8

Soil Dy1aauics, Deep Stabilization and
Special Geutechnical Construction..............,............ NAVFAC DI-7.3

Soil Mmhnc,.....................** AYFAC DN-7.1
Structural Eniern......... . ....... ... NAVFA(. DII-2

SPECIFIC MANUALS

Administrative Fclte... ... ........... NAVFAC D*,34
Airfield Pavements........................ NAVFAC DM-21
Communications, Navigational Aids, and Airfield Lighting ...... NAVFAC D*..23

L Drydocking Faiiis......................................NAVFAC DM-29* Family K...... ..................... AYFAC DM-35- -

Habrad osa NAVFAC DI+26

Supplyracitional ...................... NAVFAC DM4-24
TrinudFeig n ipning Facilities.. ........ ...................... NAVFAC D14-22
MitroonHusng.ce ..................... NAVFAC DI(-28

Watefron Opci rationles.i................* NAVFAC DM-32
WeaiinghtHnigEupn n evc rf........ NAVFACA DM-27

Cumulati Handling Eq.pu an Sevc Craft..... ..... . . . ............. *. NAVFAC DM-38

7.*2-ix



CONTENTS

Page

CHAPTER 1e EXCAVATIONS

Section 1. Introduction.....................................7.2-1
Section 2. Open Cute.......... ... ... *......... .. . ...... 7.2-1
Section 3. Trenching.... ..... . . . ......... .. ............ .7,2-2
Section 4. Braced Excavations................................. .7.2-13
Section 5. Rock Excavation......... .. ,. ................ ... 7.2-19Scin6* Groundwater Cnrl722Section 6. Grudae oto........ 4 ............... •...., ... .7.-27

Section 7. Excavation Stabilixation, lonitoring, and Safety....7.2-27

CHAPTER 2. COMPACTION, EARTHWORK, ;MND HYDRAULIC FILLS

Section 1. Introduction osooeoooooooooooooo*7 2-37 -:.Seto . Itouin. ............ ee....... 0.....•..........e..723

Section 2. Embankment Cross-Section Design.............. .... .7.2-38
Section 3. Compaction Requirements and Procedures ............ 7.2-45
Section 4. Embankment Compaction Control............ ......... ,7,2-50
Section 5. Borrow Excavation...............................7.2-52
Section 6. Hydraulic and Underwater Fills .......... ... e.......7.2-54

CHAPTER 3. ANALYSIS OF WALLS AND RETAINING STRUCTURES

Section 1. Introduction... cc...... e .. *ccccec*c. eec... eoeoc 7.2-59

Section 2. Computation of Wall Pressures.......................7.2-59
Section 3. Rigid Retaining Walls................................7.2-82
Section 4. Design of Flexible Walls............................7.2-85
Section 5. Cfedm 7216'i

Seto . Cfedm. ... 0.0 ......... e. .eoeeo..e .00... ... e.c... .7.2-116_

CHAPTER 4. SHALLOW FOUNDATIONS

Section 1. Introduction. eoec . e ccc...... c ccc.... c.. 7.2 129
Section 2. Bearing Capacity Analysis............. .............. 7.2-129Section 3. Spread Footing Design Considerations .......... eo....7.2-146, •

Section 4. Mat and Continuous Beam Foundations.................7.2-150 .

Section 5. Foundationo on Engineered Fill ............... ....... 7.2-159.
Section 6. Foundations on Expansive Soils ...... ............ 7.2-159
Section 7. Foundation Waterproo fing......................... 7.2-163
Section 8. Uplift Resistancec... ......... .... ........ 7.2-16.

72w

7.2-x

LV

.



Page

CHAPTER 5. DEEP FOUNDATIONS

Section 1. Introduction, .,. o,,..,...,. ..... ,, .,,.., .7.2-177
Section 2. Foundation Types and Design Criteria.....,.........7.2-178
Section 3. Bearing Capacity and Settlement...,,...... ,.......7.2-191
Section 4. Pile Installation and Load Tests.... ,,0.....,.,,..7.2-213
Section 5. Distribution of loads on Pile Groups.,...,.,...,,,...7,2-230
Section 6. Deep Foundations on Rock ..... ,......... • ,, ,,•,•.7,2-232
Section 7.• Lateral Load Capiictty..,.,,.o, oo........ ,.., . ... ,.7.2-234

-..--BILIOGAP.................... ,..... °,°.o........... ,,o ........ o..... °....- *72-B-I __

APPENDIX A - Lsting of Computer P:rogras........... ............. 7.2-A-.

•i ~ ~GLOSSARY. ....... ... .......... ,,.e...... ...... .... e.g..,.... m...... ,... .... 7 *2-0-1 i,,.'-

SYMBOLS. ......... . ........ ,.,e,.... a.e.. .... e........e. e .... e........ e.7.2-Si.

ee

r

t 'I

7.2-x:L



--U

FIGURES

Figure TI tle Page . .

CHAPrER 1I~

1 Sliding Trench Shield.. ...... ..... ................. 2-7
2 Skeleton Shoring.... ......................... ............ 7.2-10
3 Close (Tight) Sheeting.. .... e . . ..... e..... .... .... 7.2-11
4 Box Shoring.. e...... ..... e...e.........eec.....e......
5 Telescopic Shoring ...... . S.... ................. e...7.212

6 Support System - Walled Excavation..e.e.......................e.7.2-15
7 General Guidance for Underpinning..e..e..e..e..e..e...... ..... e.7.2-20
8 Rippability of Subsurface Materials Related to Longitudinal

Seismic Velocity for a Heavy Duty Ripper (Tractor-Mounted)....7.2-22
9 Suggested Guide for Base of Excavation.....................e....7.2-23

10 Cube Root Scaling Versus Maximum Particle Velocity..............7.2-24
11 Guideline for Assessing Potential for Damage Induced by

Blasting Vibration to Residential Structure Founded on
Dense Snil or Rock. . ........... . ....... 7.2-25.

12 Guide for Predicting Human Response to Vibrations and
Blasting Effects. .... e . e e ee ee e.e.e.7*26

13 Methods of ConstructionDewaterine.....e... .. ............. 7.2-31
14 Limits of Dewatering Methods Applicable to Different Soils......7.2-33

CHAPTER 2

*I Resistance of Earth Dam Embankment Materials to Piping and

CHAPTER 3 -

I Effect of Wall Movement on Wall Pressures.......................7.2-60
2 Computation of Simple Active and Passive Pressures..............7.2-62
3 Active and Passive Coefficients, Sloping Backfill

(Granular Soils) 7.264 - '
* 4 Position of Failurc Surface for Active and Passive Wedges

(Granular Soils) 7.2-65
5 Active and Passive Coefficients with Wall Friction j

(Sloping Wall). ............. .......... e.... o ....... .. 7.2-66
6 Active and Passive Coefficients with Wall Friction

(Sloping Backfill)................ ... ee.... . ............ 7.2-67
7 Computation of General Active Pressures.......... ........ 7.2-68 -

8 Coefficients KA and K for Walls with Sloping Wall and
Friction, and Sloping Backfill ................................. 29

"9 Computation of General Passive Pressures........................7.2-71
10 Effect of Groundwater Conditions on Wall Pressuresee...........7.2-72
11 Horizontal Pressures on Rigid Wall from Surface Load............7.2-74

* 12 Lateral Pressure on an Unyielding Wall Due to Uniform
Rectangular Surface Load 7 2-75

7.2-xii
•,S

-,-*b- - '- - - '



Figure Title Page

CHAPTER 3 (continued)

13 Horizontal Pressure on Walls from Compaction Effort.............7.2-77
14a Values of F for Determination of Dynamic Lateral Pressure

14b Example Calculations for Dynamic Loading on Walls8..............7.2-80
15 Design Criteria for Rigid Retaining Wals........l..... ....... 7.2-83
16 Design Loads for Low Retaining Walls (Straight Slope Backfill)..7.2-86
17 Design Loads for Low Retaining Walls (Broken Slope Backfill)....7.2-87
18 Design Criteria for Anchored Bulkhead (Free Earth Support).,,..,7.2-88
19 Reduction in Bending Moments in Anchored Bulkhead from Wall

Flexibility ......... 7289
20 Design Criteria for Deadman Anchorage ....... ,,., ........ ... ,.7,2-91
21 Example of Analysis of Anchored Bulkhead............. r.....7,2-93
22 Sand Dike Scheme for Controlling Active Pressure..,,...........7.2-94
23 Analysis for Cantilever Wall...... ,.. .......... ......... 7.2-95
24 Cantilever Steel Sheet Pile Wall in Homogeneous Granular Soil...7.2-97
25 Cantilever Steel Sheet Pile Wall in Cohesive Soil with

Granular Backfill ........... . ........ ... 729

26 Pressure Distribution for Brace Loads in Internally Braced
Flexible Walls .... . ............. ...... . ............... ... . .7.2-100 -

27 Design Criteria for Braced Flexible Walls..,...,.,...., .... ,..7.2-102
28 Stability of Base for Braced Cut.......... .................... 7.2-104
29 Pressure Distribution for Tied-Back Walls., ..................... 7.2-105
30 Example of Analysis of Pressures on Flexible Wall of Narrow

Cut in Clay - Undrained Conditions....... ............. • • . .7.2-107
31 Example of Excavation in Stages........ ............ o...,7,2-108
32 Culmann Method for Determining Passive Resistance of Earth

Berm (GranularSol .... .e 72-1
33 Passive Pressure Distribution for Soldier Piles..........,..,7.2-114
34 Gabion Wall.......... ....
35 Reinforced Earth....... ....... , .................. ...... ,.7.2-117
36 Design Criteria for Crib and Bin Walls.................... .. 7.2-I18
37 Design Criteria for Cellular Cofferdams... .... ......... ....... 7,2-119

CHAPTER 4

I Ultimate Bearing Capacity of Shallow Footings with Concentric

2 Ultimate Bearing Capacity with Groundwater Effect..-............7,2-132
3a Ultimate Bearing Capacity of Continuous Footings with Inclined

LoEcetiadl.... aded.. oo.....g.................... •..................7.2-133 P
3b Eccentrically Loaded Footings oot..,,,,oseoooeo7.2 134 "

4a Ultimate Bearing Capacity for Shallow Footing Placed on or
Near a Slope..................................................7,2-135

4b Bearing Capacity Factors for Shallow Footing Placed on or
Near a Slope ....... . .................................... 7.2-136

5 Ultimate Bearing Capacity of Two Layer Cohesive Soil (0-0)......7.2-137
6 Examples of Computation of Allowable Bearing Capacity Shallow p

Footings on Cohesive Soils ....... , ..... ................ .7.2-139 ...

7.2-xiii

-



Figure Title Page

CHAPTER 4 (contitikced)

7 Examples of Compuit t' 'on of Allowable Bearing Capacity Shallow
Footings on Granular Soils.... .................... o*..........7.2-140

8 Allowable Bearing Pressure for Spand from '3tatic Cone

9 Example of Proportioning Footing Size to Equalize Settlements ... 7.2-148

10 Computation of Shear, Moment, and Deflection, Berms on

ElaFuntion for SharMmnadDfetionooooooooo , Booemson ~oElastic *.21

12 Functions for Shear, Moment, and Deflections, Meats on Elastic

13 Limits of Compaction Beneath Square and Continuous Footings**...7.2-160
14 Construction Details for Swelling Soils .........................*7.2-162
15 Typical Foundation Drainage and Waterproofing...................7.2-167
16 Capacity of Anchor Rods in Fractured Rock.....~o................7.2-170
17 Resistance of Footings and Anchorages to Combined Transient

18 Tower Guy Anchorage in Soil by Concrete Deadman'*,.............7*2-172

CHAPTER 5

1 Load Carryin~g Capacity of Single Pile in Granular Soils ......... 7.2-193

2 Ultimate Load Capacity of Single Pile or Pier in Cohesive

3 P 'ring Capacity of Pile Groups in Cohesive Soils..,..ea.....,.7.2-206I.4 & :lement of Pile Groups.......e....o.......,..................7.2-210
5 Principles of Operation ofPile Drivers.........................7.2-222
6 Interpretation of Pile Load Test................ .....ooooo~oooo.7.2-229
7 Load Test Analysis Where Downdrag Acts on Piles..e...ee.........7.2-231
8 Example Problem - Batter Pile Group as Guy Anchorage.**....,....7*2-233
9 Coefficient of Variation of Subgrade Reaction.....,............7.2-236
10 Design Procedure for Laterally Loaded Pes.............7.2-237
11 Influence Values for Pile with Applied Lateral Load and

C , Moment (Case I. Flexible Cap or Hinged End Condition) ... 99...7.2-238
12 Influence Values for Laterally Loaded Pile (Case II. Fixed
12 Against Rotation atGround Surface)........... e.eeeeeseeee .... 7.2-239

13 Slope Coefficient for Pile with Lateral Load or Moment*****,,...7*2-240

7.2-xiv



a .- -- a

"TABLES

Table Title Page

CHAPTER 1

1 Factors Controlling Stability of Sloped Cut in Some
Problem Suils.-,

2 Factors Controlling Excavation Stability........................7.2-4
3 OSHA Requirements (Minimum) for Trench Shoring ............... 7.2-8
4 Types of Wls7214 TpsoWal......ooze.............coo .........oo~ ... oooo..o.. • . , '-1.

5 Factors Involved in Choice of a Support System For a Deep
Excavation (> 20 feet)............................. . ......... 7.2-16

6 Design Considerazions for Braced and Tieback Walls............7.2-17 " -

7 Methods of Groundwater Control..................................7.2-28

CHAPTER 2

* :: 1 Typical Properties of CompactedSoils..........................7.2-39
2 Relative Desirability of Soils as Compacted Fill................7.2-40
3 Clay Dispersion Potential........... . ........................... 7.2-44
4 Compaction kequirements ................... ...................... 7.2-4.
5 Compaction Equipment and Methods ................................ 7.2-48
6 Methods of Fill Placement Underwatr ............................ 7.2-55

CHAPTER 3

1 Friction Factors and Adhesion for Dissimilar Materials.........7.22-63

CHAPTER 4

I Presumptive Values of Allowable Bearing Pressure for Spread

2 Selection of Allowable Bearing Pressures for Spread

3 Definitions and Procedures, Analysis of Beams on Elastic

4 Definitions and Procedures, Mats on Elastic Foundat.ions.........7.2-155
5 Requirements for Foundation Waterproofing and Dampproofing......7.2-164 -. -.

CHAPTER 5 "

1 Desgn Criteria for Bearing Piles................................2-179
2 Characteristics of Common Excavated/Drilled Foundations.........7.2-184
3 Design Parameters for Side Friction for Drilled Piers in... ::.. ~Cohesive Soils. ........................... 7298,,;-i
4 Application of Pile Driving Resistance Formulas.................7.2-203.

.2-xv

• '7.*2-xv

w

U -n- - -



4..

Table Title Page

CHAPTER 5 (continued)I 5 Typical Values of Coefficient C for Estimating Settlement
p-of a Single Pile..............................................7.2-208 -

*: 6 General Criteria for Installation of Pile Foundations ........... 7.2-214 ,
7 Supplementary Procedures and Appurtenances Used in Pile

S~~Driving ....................................................... 7.2-213
S~~8 Impact and Vibratory Pile-Driver Datao....... .o*0......'.....7.2-219

9 Treatment of Field Problems Encountered During Pile Driving.....7.2-226 :
10 Drilled Piers: Construction Problems.......................... 7.2-227

7.2:.vi

I

7.2-xviI

V qp



- - , , -.- ,

ACKNOWLEDGEMENTS

Figure or Table Acknowledgement

Figure 13, Mazurkiewicz, D.K., Design and Construction of Dry Docks,
Chantor 1 Trans Tech Publications, Aockport, MA., 1980.

Figure 1, Sherard, J.L., :nfluence of Soil Properties and
Chapter 2 Construction Methods on the Performance of Homogeneous 4

Earth Dams, Technical Memorandum 645, U.S. Department of
the Interior, Bureau of Reclamation.

Figures 5, 6 & Caquot, A., and Kerisel, J., Tables for the Calculation of,
7, Chapter 3 Passive Pressure, Active Pressure and Bearing Capacity of

Foundations, Gauthier-Villars, Paris.

Figure 16 & 17 Terzaghi, K. and Peck, R.B., Soil Mechanics in Engiviering
Chapter 3 Practice, John Wiley & Sons, Inc., New York, NY.

Figures 23, 24 U.S. Steel, Sheet Piling Design Manual, July, 1975. r, *, J
& 25, Chapter 3 P

Figure 36, Portland Cement Association, Concrete Crib Retinin•u .
Chapter 3 Walls, Concrete Information No. St. 46, Chicago, IL., May, . ]

1952.

Figures 10 & Hetenyi, M., Beams on Elastic Foundation, The University
11, Chapter 4 of Michigan Press, Ann Arbor, MI.

Figure 14, Parcher, J.V., and Means, R..E., Soil Mechanics and
Chapter 4 Foundations, Charles E. Merril Publishing Company,'

Vigure 2, Columbus, OH., 1968.

Chapter 5 Skempton, A.W., The Bearing Capacity of Clays,
(upper panel, Proceedings, Building Research Congress, London, 1951.
right)

7.2-xvii



CiHAPTER 1. EXCAVATIONS

Section 1. INKRODUCTION

,. SCOPE. This chapter cov:ers the methods of ev&luating the stability of
shallow and deep excavations. There are two basic types of excavations: (a)
"open excavations" where stability is achieved by providing stable side
slopes, and (b) "braced excavations" where vertical or sloped sides are main-
tained with protective structural systems that can be restrained laterally by r -
internal or external structural elements. Guidance on performance monitoring
is given in DM-.7.1, Chapter 2.

2. METHODOLOGY. In selecting and designing the excavation system, the pri-
mary controlling factors will include: (a) soil type 3nd soil strength
parameters; (b) groundwater conditions; (c) slope procection; (d) side and
bottom stability; and (e) vertical and lateral movements of adjacent areas,

* and effects on existing structures.

3. RELATED CRITERIA. For additional criteria on excavations, see the fol- -
lowing source:

Subject 
Source

Dewatering and Groundwater Control of Deep Excavations....NAVFAC P-418

Section 2. OPEN CUTS

1. SLOPED CUTS.

a. General. The depth and slope of an excavation, and groundwater con-
ditions control the overall stability and movements of open excavations. In
granular soils, instability usually does not extend significantly below the
excavation provided seepage forces are controlled. In rock, stability iscontrol-led by depths and slopes of excavation, particular joint patterns, in

situ stresse•s, and groundwater conditions. In cohesive soils, instability
typically involves side slopes but may also include materials well below the
base of the excavation. Instability below the base of excavation, often 0
re*errel to as bottom heave, is affected by soil type and st.rength, depth of
cut, side slope and/or berm geometry, groundwater conditions, and construc-
tion procedures. Methods for controlling bottom heave are given in DW-7.1,
Chapter 6.

b. Evaluation. Methods described in DM-7.1, Chapter 7 may be used to
evaluate the stability of open excavations in soils where behavior of such
soils can be reasonably determined by field investigation, laboratory test-
ing, and analysis. In certain geologic formations (stiff clays, shales,
sensitive clays, clay tills, etc.) stability is controlled by construction
procedures, side effects during and after excavation, and inherent geologic
planes of weaknesses. Table I (modified from Reference 1, Effects of Con-
struction on Geotechnical Engineering, by Clough and Davidson) presents a
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summary of the primary factors controlling excavaition slopes in some problem
soils. iTable 2 (modified from Reference 1 and Reference 2, Soils and
Geology, Procedures for Foundation Design of Buildings and Other Structures,
Departments of Army and Air Force) summarizes measures that can be used for
excavation protection for both conventional and problem soils.

*2. VERTICAL CUTS. Many cuts ta clays will stand with vertical slopes for a
* - period of time before failure occurs. However, changes in the shear strength

of the clay with time and stress release resulting from the excavation can
lead to progressive deterioration in stability. This process can be rapid in
stiff, highly fissured clays, but relatively slow in softer clays. (See
DM-7.1, Chapter 7 for critical heights for vertical cuts in cohesive soils.)
For cuts in hard unweathered rock, stability is mostly controlled by strength
along bedding planes, groundwater condition, and other factors (see DM-7.1,

* ~~Chapter 6 and Reference 3, Stability of Steep Slopes on Hard Unweathered Rock, .j
by Terzaghi for detailed discussion on the effects of rock discontinuities.).
Cuts in rock can stand vertical without bolting or anchoring depending on rock
quality and Joint pattern.

Section 3. TRENCHING

1. SITE EXPLORATION. Individual trenching projects frequently extend over
long distances. An exploration program shot~ld be performed to define the soil
and groundwater conditions over the full extent of the project, so that the
design of the shoring system can be adjusted to satisfy the varying site con-

*ditions. 4

2. TRENCH STABILITY. Principal factors influencing trench stability are the
lateral earth pressures on the wall support system, bottom heave, and the
pressure and erosive effects of infiltrating groundwater (see Chapter 3 and
DM-7.1, Chapter 6). External factors which influence trench stability
include:

* *a. Surface Surcharge. The application of any additional load between
the edge of the excavation and the intprsection of the ground surface with the
possible failure plane must be considered in the stability analyses for the
excavation.

*b. Vibration Loads. The effects of vibrating machinery, blasting or

other dynamic loads in the vicinity of the excavation must be considered. The
effects of vibrations are cumulative over periods of time and can be particu-
larly dangerous in brittle materials such as clayey sand or gravel.

c. Groundwater Seepage. Improperly dewatered trenches in granular soils V,
can result in quick conditions and a complete loss of soil strength or bottom
heave. (See DM-7.1, Chapter 6.)

d. Surface Water Flow. This can result in increased loads on the wall
support system and reduction of the shear strength of the soil. Site drainage
should be designed to divert water away from trenches. 0
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TABLE 1
Factors Controlling Stab:l.ity of Sloped Cut in Some Problem Soils

SOIL TYPE PRIMARY CONS1DERAMICNS FOR SLOPL DESIGN

Stiff--fissured Clays Field shear resistance may be less than suggested by
and Shales laboratory tests. Slope failures may occur progres-

sively and shear strengths reduced to residual values
compatible with relatively large deformations. Some
case histories suggest that the long-term performance
is controlled by the residual friction angle which for
some shales may be as low as 12%. The most reliable
design procedure wuld involve the use of local
experience and recorded observations.

Loess and Other Strong potential for collapse and erosion of relative-
Collapsible Soils ly dry material ripon wetting. Slopes in loess are

frequently more stable when cut vertical to prevent
infiltration. Benches at intervals can be used to V

reduce effective slope angles. Evaluate potential for
collapse as described in DM 7.1, Chapter 1. (See
DM-7.3, Chapter 3 for further guidance.)

Residual Soils Significant local variations in properties can be
expected depending on the wathering profile from
parent rock. Guidance based on recorded observation
provides prudent basis for design.

Sensitive Clays Considerable loss of strength upon remolding generated
by natural or man-made disturbance. Use analyses
based on unconsolidated undrained tests or field vane
tests.

Talus Talus is characterized by loose aggregation of rock
that accumulates at the foot of rock cliffs. Stable
slopes are commonly between 1-1/4 to 1-3/4 horizontal
to 1 vertical. Instability is associated with abun-
dance of water, mostly when snow is melting.

Loose Sands May settle under blasting vibration, or liquify,
settle, and lose strength if saturated. Also prone to
erosion and piping.

S *w
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3. SUPPORT SYSTEMS. Excavat~ion support systems commonly used are AS fol-
1 uws:

a. Trench Shield. A rigid prefabricated steel unit used in lieu of
snoring, which extends from the bottom of the excavation tc within a few feet
of the top of the cut. Pipes are laid within the shield, which is pulled : -
ahead, aa trenching proceeds, as illustrated in Figure 1 (from Reference 4,
Cave-In! by Petersen). Typically, this system is useful in loose granular or
soft cohesive Roils where excavation depth does not exceed 12 feet. Special --

shields have buen used to depths of 30 feet.

b. Trench Timber Shoring. Table 3 illustrates the Occupitional Safety
and Health Act's minimum requirements for trench shoring. Braces avid shoring
of trench are carried along with the excavation. Braces and diagonal shores
of timber should not be subjected to compressive stresses in excess of: -

S - 1300 - 20 L/D

where: L = unsupported length (inches)

D = least side of the timber (inches) . .!
S = illowable compressive stress in pounds per square

inch of cross section

Maximum Ratio L/D - 50

(1) Skeleton Sho:ing. Used in soils whcre cave-ins are expected. -
Applicable to most soils to depth up to 20 feet. See Figure 2 (from Refer-
ence 4) for illustration and guidance for skeleton shoring,. Structural com-
ponents 6hould be designed to safely withstand earth pressures.

(2) Close (Tight) Sheeting. Used in granular or other running
soils, '-omptree to skeleton shoring, it is applicable to greater depths. See
illustration in Figure 1 (from Reference 4).

(3) Box Shoring. Applicable to trenching in any soil. Depth limit-
ed by structural strength and size of timber. Usually limited to 40 feet.
Sedi illustration in Figure 4 (from Reference 4). -

(4) Telescopic Shoring. Used for e',cessively deep trenches. See
illustrat&'cn in Figure 5 (Reference 4).

c. Steel Sheeting and Bracing. Steel sheeting and bracing can be used
in `eu of timber shoring. Structural members shouid safely withstand water
and lateral earth pressures. Steel sheeting with timber wales and struts have
also been used.
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Requirements for Skeleton Shoring

_ _ IT SI P4 SflTP& JTS

DrIimntal Vertical lbrimontal .1
Width Depth• Size Spacing Size Spiecrm Si.ze SPecln%

UPto 42" 41 to 101 2" x 6" 3' c-.c 2" x 6" (a) 2" x 61.'b) 6 '"

LOer 42" 41 to 10' 2" x 6" 3' c-c 4" x 6" 4' c-c 4" x 6"(b) 6' c-c

Up to 42" 101 to 151 2" x 6" 3' c-c 2" x 6" (c) 2" x 6"(d) 6' c-c

Up to 42" Oyer 15 2" x 6" (lSE 4" x 12" 4 ' c-c 4" x 12" 6' c-c

CLE3mefrs.Sz peigad ie Sacr *@2 c- ~

CLOSE: Close uprights iup tight.
c-c: Center-to-Center

(a) Minimum: Two stringers, one on top and one on bottom.
(b) Minimum: Two struts to 7' depth and three to 10'.
(c) Minimum: Three stringers, placed top, bottom and center.
r(d) Minim.um: Three struts to 13' depth and four to 15'.

FIGURE 2
Skeleton Shoring
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Section 4. BRACED EXCAVATIONS

1. WALL TYPES. Commonly used wall types and limitations to be considered in
* selection are given in Table 4. Schematics of support systems are shown on

Figure 6. A description of wall types listed in Table 4 is presented in
Reference 5, Lateral Support Systems and Underpinning, by Goldberg, et al.

2.* SELECTION OF SUPPORT SYSTEM. Factors to be considered in selecting types
of support systems are given in Table 5.

3. EARTH PRESSURES. The two limiting pressures which may act on the wall
are the states of active pressure and passive pressure. Definitions and
methods for computing earth pressures are presented in Chapter 3.

For most practical cases, criteria for earth pressures do not exactly conform
to the state of active, passive or at rest pressure. Actual earth pressure
depends on wall deformation and this in turn depends on several factors.
Among the principal factors are: (1) stiffness of wall and support systems;
(2) stability of the excavation; and (3) depth of excavation and wall
deflection.

The effects of wall deflection on pressure distribution, and differences be-
*tween strut loads computed from active earth pressure theory and those actual-
*ly measured for deep excavation in soft clay, are illustrated in Reference 6,

Stability of Flexible Structures by Bjerrum, et al.. As many different varia-
* bles affect pressures acting on walls, many types of analyses are available

for special situations. (Details concerning these are given in' Reference 7,
* Braced Excavation by Lambe.) Examples of earth pressure computations are

given in Chapter 3.

4. OTHER DESIGN AND CONSTRUCTION CONSIDERATIONS. Several factors other than

earth pressures affect the selection, design and the performance of braced

excavations. See Table 6 for a summary of these_ factors.

5. LATERAL MOVEMENTS. For wiell constructed strutted excavations in dense
sands and till, maximum lateral wall movements are often less than 0.2% of

*excavation depth. Lateral movements are usually less for tied back wall~s. En
stiff fissured clays, lateral movements may reach 0.5% or higher depending on
quality of construction. In soft clays, a major portion of movement occurs
below excavation bottom. Lateral movement may be in the range of 0.5% to 2%
of excavation depth, depending on the factor of safety against bottom insta-
bility. Higher movements are associated with lesser factors of safety.

6. SOIL SETTLEMENTS BEHIND WALLS. Reference 8, Deep Excavations and Tunnel-

* of settlement behind wall. Settlements up to about 1% of the excavation depth
have been measured behind well constructed walls for cuts in sand and in medi- [
um stiff clays. In softer clays, this may be as high as 2% and considerably
more in very sof t clays.

7.2-13
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TABLE 4
Types of UWlls

_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ I'__ _ _ _ _ _ _ _ _ _

Typical EI Valuec '>1
Name Per Foot (ksf) Comments

(1) Steel Sheeting 900 - 90,000 - Can be impervious
- Easy to handle aad construct

(2) Soldier Pile and 2,000 - 120,000 - Easy to handle and construct
Lagging - Permits drainage

- Can be driven or augered

(3) Cast-in-place 288,000 - 2,300,000 - Can be impervious -

or Pre-cast Con- - Relatively high stiffness
crete Slurry - Can be part of permaneut
Wall (diaphragm struct.ure
walls, see DM- - Can be prestressed
7.3, Chapter 3) - Relatively less lateral wall

movement permitted compared
to (1) and (2)

- High initial cost
- Specialty contractor

required to construct
Very large and heavy wall .,
must be used for deep --

systems
Permits yielding of sub-

I" soils, but precast concrete
usually shows less yielding
than steel sheeting or
soldier pile procedures.

(4) Cylinder Pile 115,000 - 1,000,000 - Secant piles impervious

Wall Relatively high stiffness
- Highly specialized equipment

not needed for tangent piles

Slurry not needed

40'

721
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TABLE 5
Factors Involved in Choice of A Support System

For A Deep Excavation (> 20 feet)

. I

Requirements Lends Itself to Use Of Comments -

1. Open excavation Tiebacks or rakers or
area cantilever walls (shallow

excavation)

2. Low initial cost Soldier pile or sheetpile J
walls; combined soil slope
with wall

3. Use as part of Diaphragm (see DM 7.3 Diaphragm wall most
permanent Chapter 3) or cylinder common as permanent wall.
structure pile walls

4. Deep, soft clay Strutted or raker Tieback capacity not
subsurface con- supported diaphragm or adequate in soft clays.
ditlon3 cylinder pile walls

Sheetpiles may lose

5. Dense, gravelly Soldier pile, diaphragm interlock on hard driving.
sand or clay or cylinder pile!• subsoils

6. Deep, overcon- Struts, long tiebacks or High in situ lateral
solidated clays combination tiebacks and stresses are relieved in

Sstruts. overconsolidated so.ls.
Lateral movements mi.y be
large and extend deep into
soil.

7. Avoid dewatering Diaphragm walls, possibly Soldier pile wall is
sheetpile walls in soft pervious.
subsoils S

8. Minimize High preloads on stiff Analyze for stability of
movements strutted or tied-back wall bottom of excavation.

9. Wide excavation Tiebacks or rakers Tiebacks preferable except
(greater than in very soft clay sub- V

65 feet wide) soils.

10. Narrow excava- Crosslot struts Struts more economical but
tion (less than tiebacks still may be
65 feet wide) preferred to keep exca-

vation open. 4P
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7* PROTECTION OF ADJACENT STRUCTURES. Evaluate the effects of braced exca-
vations on adjacent structures to determine wheLher existing building founda-
tions are to be protected. See DM-7.3, Chapters 2 and 3 on stabilizing foun-
dation soils and methods of underpinning. Figure 71 (modified from Reference
9, Damage to Brick Bearing Wall Structures Caused by Adjacent Braced Cuts and
Tunnels, by O'Rourke, et al.) illustrates areas behind a braced wall w~here
underpinning is or may be required.

* Factors influencing the type of bracing used and the need for underpinning
include:

(a) Lateral distance of existing structure from the braced excavation.
Empirical observations on this can be found in Reference 8.

(b) Lowering groundwater can cause soil consolidation and settlement of
structures.

(c) Dewatering should be properly controlled to ensure there is no
removal of foundation soils outside the excavation.

(d) Tolerance of structures to movement. See DM-7.1, Chapter 5 for
* evaluation of tolerance of structure to vertical movements. Vertical and

lateral movements produce horizontal strains in structure. Guidance on
permissible horizontal strains for structures is given in Reference 9.

Section 5. ROCK EXCAVATION

1. OBJECTIVE. Primary objective is to conduct work in such a manner that a
stable excavation will be maintained and that rock outside the excavation
prism will not be adversely disturbed.

2. PRELIMINARY CONSIDERATIONS. Rock excavation planning must be based on
detailed geological data at the site. To the extent possible, structures to
be constructed in rock should be oriented favorably with the geological set-
ting. For example, tunnels should be aligned with axis perpendicular to the

strike of faults or major fractures. Downslope dip of discontinuities into an
open cut should be avoided.

structing a rock Excavation are as follows; (1) presence of strike, dip of
faults, folds, fractures, and other discontinuities; (2) in situ stresses; (3)
groundwater conditions; (4) nature of material filling joints; (5) depth and
slope of cut; (6) stresses and direction of potential sliding surfaces; (7)

* dynamic loading, if any; (8) design life of cut as compared to weathering or
deterioration rate of rock face; (9) rippability and/or the need for blasting;
and (10) effect of excavation and/or blasting on adjacent structures.

The influence of most of these factors on excavations in rock is similar to
that of excavations in soil, see DM-7.1, Chapter 7.
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TIGHTLY BRACED/TIE
_. • r EXCAVATION WALL -'

BASE OF STABLE AND DEWATERED
C>- EXCAVATION

ZONE A:

FOUNDATIONS WITHIN THIS ZONE GENERALLY REQUIRE UNDERPINNING.

ZONE B:

FOUNDATIONS WITHIN THIS ZONE GENERALLY MAY NOT REQUIRE UNDERPINNING ]
DEPENDING ON TYPE OF STRUCTURE AND LOADING CONDITIONS.

ZONE C:

UNDERPINNING IF USED MUST BE FOUNDED IN THIS ZONE TO APPROPRIATE DEPTHS
ESTABLISHED BY EXPLORATION AND ANALYSIS.

Note: Additional details on underpinning may be found in DM-7.3, Chapter 3.

FIGURE 7 IN
General Guidance for Underpinning
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3. RIPPABILITY. Excavation ease or rippability can be assessed approximate-
ly from field observation In similar materials or by using seismic velocity,
fracture spacing, or point load strength index. Figure 8 (from Reference 10,
Handbook of Ripping, by Caterpillar Tractor Co.) shows an example of charts

* for heavy duty ripper performance (ripper mounted on tracked bulldozer) as
related to seismic wave velocity. Charts similar to Figure 8 are available
from various equipment manufacturers. Figure 8 is for guidance and restricted
in applicability to large tractors heavier than 50 tons with engine horsepower

* greater than 350 Hp. Ripper performance is also related to configuration of
ripper teeth, equipment condition and size, and fracture orientation. -

Another technique of relating physical properties of rock to excavation ease
* is shown on Figure 9 (from Reference 11, Lging the Mechanical Character of

Rock, by Franklin, et al.) where fracture frequency (or spacing) is plotted
against the point load strength index corrected to a reference diameter of 50
mm. (See Reference 12, The Point-Load Strenath Test,, by Brach and Franklin.) -

A third and usefual technique is exploration trenching in which the depth of
unrippable rock can be established by digging test trenches in rock using
rippers (or other excavation equipment) anticipated to be used for the pro-
ject. The sixe and shape of the area to be excavated is a significant factor
in determining the need for blastirg, or the equipment needed to remove the0.
rock.[ structures. The maximum particle velocity (the longitudinal velocity of a

* particle in the direction of the wave that is generated by the blast) is
accepted as a criterion for evaluating the potential for structural damage

depends on the frequency characteristics of the structure, frequency of ground

and rock motion, nature of the overburden, and capability of the structure to
withstand dynamic stress. Figure 10 can be used for estimating the maximum
particle velocity, which can then be used in Figure 11 (from Reference 13,
Blasting Vibratiotts and Their Effects on Structures, by Bureau of Mines) toW
estimate potential damage to residential structures. Guidance for human *

response to blasting vibrations is given in Figure 12 (from Reference 14,
Engineering of Rock Blasting on Civil Projects, by Hendron).

Once iý has been determined that blasting is required, a pre--blasting survey
should be performed. As a minimum, this should include: (a) examination of 4
the site; (b) detailed examination and perhaps photographic records of adja-
cent structures; and (c) establishment of horizontal and vertical survey con-
trol points. In addition, the possibility o~f vibration monitoring should be
considered, and monitoring stations and schedu.Les should be established.
During construction, detailed records should be ke~pt of: (a) charge weight,

q (b) location of blast point and distance from existing structures, (c) delays,
and (d) response as indicated by vibration monitoring. For safety, small
charges should be used initially to establish a site speci.fic relationship
between charge weight, distance, and response.
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Section 6. GROUNDWATER CONTROL

1. APPLICATION. Excavations below the groundwater table require ground-
water control to permit construction in the dry and mainta n the stability of
excavation base and sides. This is accomplished by controiling seepage into
the excavation and controlling artesian water pressures below the bottom of
the excavation.

2. METHOD. See Table 7 (modified from Reference 15, Control of Groundwater
by Water Lowering, by Cashman and Harris) for methods of controlling ground-

water, their applicability, and limitations. Wellpoints, deep wells, and
sumps are most commonly used. Figures 13(A) (from Reference 2) and 13(B)
(from Reference 16, Design and Construction of Dry Docks, by Mazurklewicz)
show a dewatering system using deep wells, and a two stage well point system.
Figures 13(C) and 13(D) (from Reference 16) shows details of a wellpoint
system, and a deep well with electric submersible pump. See Figure 14 (from
Reference 2) for applicable limits of dewatering methods.

3. DESIGN PROCEDURE. See DM-7.1, Chapter 6 for description of design proce-
dures for groundwater control. For additional guidance on groundwater control
see NAVFAC P-418.

Section 7. EXCAVATION STABILIZATION, MONITORING, AND SAFETY

1. STABILIZATION. During the plnnuing and design stage, if analyses indi-
cate potential slope instability, means for slope stabilization or retention
should be considered. Some methods for consideration are given in Chapter 3.

On occasion, the complexity of a situation may dictate using very specialized
stabilization methods. These may include grouting and injection, ground
freezing, deep drainage and stabilization, such as vacuum wells or electro- g
osmosis (see DM-7.3, Chapter 2), and diaphragm walls (see DM-7.3, Chapter 3).

2. MONITORING. During excavation, potential bottom heave, lateral wall or
slope movement, and settlement of areas behind the wall or slope should be
inspected carefully and monitored if critical. Monitoring can be accomplished
by conventional survey techniques, or by more sophisticated means such as
heave points, settlement plates, extensometers or inclinometers, and a variety
of other devices. See DM-7.1, Chapter 2.

3. SAFETY. Detailed safety requirements vary from project to project. As a
guide, safety requirements are specified by OSHA, see Reference 17, Public Law
91-596. A summary of the 1980 requirements follows:

a. OSHA Rules.

(1) Banks more than 4 feet high shall be shored or sloped to the
angle of repose where a danger of slides or cave-ins exists as a result ot

S excavation.
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(2) Sides of trenches in unstable or soft material, 4 feet or more
in depth, shall be shored, sheeted, braced, sloped, or otherwise supported by
means of sufficient strength to protect the employee working within them.

(3) Sides of trenches in hard or compact scii, including embank-
ments, shall be shored or otherwise supported when the trench is more than 4
feec in depth and 8 feet or more in length. In lieu of shoring, the sides of
the trench above the 4-foot level may bc sloped to preclude collapse, but
shall not be steeper than a 1-foot rise to each 1/2-foot horizontal. When the
outside diameter of a pipe is greater than S feet, a bench of 4-foot minimum
shall be provided at the toe of the sloped portion.

(4) Materials used for sheeting and sheet piling, bracing, shoring,
and underpinning shall be in good serviceable condition. Timbers used shall
be sound and free from large or loose knots, and shall be designed and
installed so as to be effective to the bottom of the excavation.

(5) Additional precautions by way of shoring and bracing shall be
taken to pre.rent slides or cave-ins when (a) excavations or trenches are made
in locations adjacent to backfilied excavations; or (b) where excavaticns are
subjected to vibrations from railroad or highway traffic, operation of
machinery, or any other source.

(6) Employees entering bell-bottom pier holes riall be protected by
* the installation of a removable-type casing of sufficient strength to resist

shifting of the surrounding earth. Such temporary protection shall be provid-
ed for the full depth of that part of each pier hole which is above the bell.
A lifeline, suitable for instant rescue and securely fastened to the shafts,-
shall be provided. This lifeline shall be individually manned and separate
from any line used to remove materials excavated from the bell footing.

(7) Minimum requirements for trench timbering shall be in accordance
with Table 3

(8) Where employees are required to be ', trenches 3 feet deep or
more, ladders shall. be provided which extend from ie floor of the trench
excavation to at least 3 feet above the top of thft excavation. They shall be
located to provide means of exit without more than 25 feet of lateral travel.

(9) Bracing or shoring of trenches shall be carried along with the
6 excavation.

(10) Cross braces or trench jacks shall be placed in true horizontal
position, spaced vertically, and secured to prevent sliding, falling, or kick-
outs.

S (11) Portable trench boxes or sliding trench shields may be used for
the protection of employees only. Trench boxes or shields shall be designed,

constructed, and maintained to meet acceptable engineering standards.I
(12) Backfilling and removal of trench supports shall progress

together from the bottom of the trench. Jacks or braces sha.ll be released .
* ~slowly, and in unstable soil, ropes shall be used to pull out t:he jacks or

braces from above after employees have cleared the trench.

7.*2-34

LS



REFERENCES

I. Clough, G.W. and Davidson, R.R., Effects of Construction on ...
Geotechnical Engineering, Specialty Session No. 3, Relationship Between
Design and Construction in Soil Engineering, Ninth International
Conference on Soil Mechanics and Foundation Engineering, Tokyo, 1977.

2. Departments of the Army and the Air Force, Soils and Geology,
Procedures for Foundation Design of Buildings and Other Structures
(Except Hydraulic Structures), TM 51818-1/AFM 88-3, Chapter 7,
Washington, D.C., 1979.

3. Terzaghi, K., Stability of Steep Slopes on Hard Unweathered Rock,
Norwegian Geotechnical Institute, Publication No. 50, 1963.

4. Petersen, E.V., Cave-In!, Roads and Engineering Construction, November
1963, December 1963, January 1964.

5. Goldberg, D.T., Jaworkski, W.E., and Gordon, M.D., Lateral Support
Systems and Underpinning, Vol. II, Design Fundamentals, Vol. III.
Construction Methods, Federal Highway Administration, Report Nos.
FHWA-RD-75-129, 130, 1976.

S6. Bjerzum, L., Clausen, J.F. and Duncan, J.M., Stability of Flexible
Structures, General Report, Proceedings, Fifth International European
Conference on Soil Mechanics and Foundation Engineering, Vol. 11, 1977.

7. Lambe, T.W., Braced Excavation, 1970 Specialty Conference, Lateral r W

Stresses in the Ground and Design of Earth Retaining Structures, June
22-24, Cornell University, ASCE, 1971.

8. Peck, R.B., Deep Excavations and Tunneling in Soft Ground, Proceedings,
Seventh International Conference on Soil Mechanics and Foundation Engi-
neering, Scate-of-the-Art Vol. 1, 1969.

9. O'Rourke, T.P., Cording, E.J. and Boscardin, M., Damage to Brick
Bearing Wall Structures Caused by Adjacent Braced Cuts and Tunnels,
Large Ground Movements, John Wiley & Sons, 1977.

10. Caterpillar Tractor Co., Handbook of Ripping, Fifth Edition, Peoria,
IL., 1975.

11. Franklin, J.A., Broch, E. and Walton, G., Logging the Mechanical
Character of Rock, Transactions, Institution of Mining and Metallurgy,
January 1971.

12. Broch, E. and Franklin, J.A., The Point-load Strength Test, Inter-
national Journal Rock Mechanics and Mining Science, Vol. 9, 1972.

13. Bureau of Mines, Blasting Vibrations and Their Effect on Structures,
United States Department of the Interior, 1971.

7.2-35

p



14. Hendron, A.J., Engineering of Rock Blasting on Civil Projects, Rock
Excavation Seminar Lectures, ASCE, New York, Ocober, n976.

15. Cashman, P.M. and Harris, E.T., Control of Groundwater by Water
Lowering, Conference on Ground Engineering, Institute of Civil
Engineers, London, 1970.

16. Mazurkiewicz, B.K., Design and Construction of Dry Docks, Trans Tech
Publications, Rockport, MA, 1980.

17. Public Law 91-596 (Williams-Steiger Act), Occupational Safety and
Health Act (OSHA) of 1970, Dec. 29, 1970.

S

V-

7 -

7.2-36



CHAPTER 2. COMPACTION, EARTHWORK, AND HYDRAULIC FILLS

Section 1. INTRODUCTION

I. SCOPE. This chapter concerns design and construction of compacted fills
and performance of compacted materials. Compaction requirements are given for
various applications and equipment. Earthwork control procedures and analysis
of control test data are discussed. Guidance on hydraulic fills is also
included.

2. RELATED CRITERIA. For additional criteria concerned with compaction and
earthwork operations, consult the following sources:

Subject Source 4

Pavements ......... .. ... ............. . . *.*.*.. ...... .NAVFAC DM-5.4
Soil Conservatiov ................. .......... . . .......... NAVFAJ DM-5. 11
Flexible Pavement Design for Airfield..... ............. NAVFAC DM-21.3
Dredging . ...................................... .... NAVFAC DM-26
Types of Dredging Equipment..................... ... NAVFAC DM-38

3. PURPOSE OF COMPACTION. '1
* "(1) Reduce material compressibility.

(2) Increase material strength.
(3) Reduce permeability.
(4) Control expansion.
(5) Control frost susceptibility.

4. APPLICATIONS. The principal uses of compacted fill include support of
structures or pavements, embankments for water retention or for lining reser-
voirs and canals, and backfill surrounding structures or buried utilities.

5. TYPES OF FILL.

a. Controlled Compacted Fills. Properly placed compacted fill will be

more rigid and uniform and have greater strength than most natural soils.

b. Hydraulic Fills. Hydraulic fills cannot be compacted during place- 0
ment and therefore it is important that the source materials be selected care-
fully.

c. Uncontrolled Fills. These consist of soils or industrial and domes-
tic wastes, such as ashes, slag, chemical wastes, building rubble, and refuse.
Use of ash, slag, and chemical waste is stringently controlled and current
Environmental Protection Agency or other appropriate regulations must be con-
sidered.
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Section 2. EMBANKMENT CROSS-SECTION DESIGN

1. INFLUENCE OF MATERIAL TYPE. Table I lists some typical properties of
*compacted soils which may be used for preliminary analysis. For final analy-

sis engineering property tests are necessary.

a. Utilization. See Table 2 for relative desirability of various soil
types in earth fill dams, canals, roadways and foundations. Although practi-
cally any nonorganic insoluble soil may be incorporated in an embankment w~hen
modern compaction equipment and control standards are employed, the following
soils may be difficult to use economically:

(1) Fine-grained soils may have insufficient shear strength or ex-
cessive compressibility.

(2) Clays of medium to high plasticity may expand if placed under
* low confining pressures and/or at low moisture contents. See DM-7.l, Chapter

1 for identification of soils susceptible to volume expansion.

(3) Plastic soils with high natural moisture are difficult to pro-
cL..s for proper moisture for compaction.

(4) Stratified soils may require extensive mixing of borrow.

2. EMBANKMENTS ON STABLE FOUNDATION. The side slopes of fills not subjected
to seepage forces ordinarily vary between 1 on 1-1/2 and 1 on 3. The geometry V*
of the slope and berms are governed by requirements for erosion control and
maintenance. See DM-7.1, Chapter 7 for procedures to calculace stability of m[ embankments.

3. EMBANKMENTS ON WEAK FOUNDATIONS. Weak foundation soils may require par-
tial. or complete removal, flattening of embankment slopes, or densification.
Analyze cross-section stability by methods of DM-7.1, Chapter 7. See DM-7.3V
Chapter 2 for methods of deep stabilization, and Chapter 3 for special prob-
lem soils.

4. EMBANKMENT SETTLEMENT. Settlement of an embankment is caused by founda-
tion consolidation, consolidation of the embankment material itself, and

secondary compression in the embankment after its completion.

a. Foundation Settlement. See DM-7.1, Chapter 5 for procedures to
decrease foundation settlement or to accelerate consolidation. See DM-7.3,
Chapter 1ifor guidance on settlement potential under seismic conditions.

b. Embankment Consolidation. Significant excess pore pressures can
develop during construction of fills exceeding about 80 feet in height or for
lower fills of plastic materials placed wet of optimum moisture. Dissipation
of these excess pore pressures after construction results in settlement. For
earth dams and other high fills where settlement is critical, construction
pore pressures should be monitored by the methods of DM-7.1, Chapter 2.
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TABLE 2
Relative Desirability of Soils as Compacted Fill

RELAT IVI DESIRABILITY FOR VARIOUS USES
(No. I is Considered the Best, No. 14 Least Desirable)

Rolled Earth Fill Dams Canal Sections Foundations Roadways

Fills

Group
Symbol Soil Type 9 sc IA I;

Well graded gravels, gravel- '1''-

CW sand mixtures, ilittle or no - - 1 l - I 1 I 3
fines

Poorly-graded gravels,
CP , gravel-sand mixtures, little -2 2 3 3

or no fines .- •

GM Silty gravels, t orly graded 2 4 4 4 1 4 9 5
gravel-sand-silt mixtures

MX Clayey gravels, poorly graded I I 3 1 2 6 5 5 1
gravel-sand-clay mixtures

SW Well-graded sands, gravelly - 3 6 - 2 2 2 4
sands, little or no fines If

gravelly

SP Poorly-graded sands, gravelly 4 7 - - 6 4
sands, little or no fines if if

gravelly gravelly

SM Silty sands, poorly graded 4 5 8 5 3 7 6 10 6"-
sand-silt mixtures if erosion

gravelly critical

SC Clayey sands, poorly graded 3 2 57
sand-clay mixtures

Inorganic silts and very fine
ML sands, rock flour, silty or 6 6 -6 6 9 10 11

clayey fine sands with slight ero.ion
plasticity critical

loorganic clays of low to
CL medhu;n plasticity, gravelly 5 3 9 3 5 10 9 7

clays, sandy clays, silty
clays, lean clays

OL Organic Silts and orAanic 8 8 - -7 it 1 12
silt-clays of low plasticity erosion

criti tal

MN Inoiganic silts, micaceous or 9 9 8 12 12 13
diatomaceous f. ne sandy or

silty soills, elastic silt6

CH Inorganic clays of high 7 7 10 8-vol 9 13 13 8
plasticity, fat clays change

critical

ON Organic clays of medlum high I0 10 0- I 14 14 14 -

plasticity -

- Not appropriate for this type of use.
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ary c. Secondary Compression. Even for well-compacted embankments, second-
ary compression and shear strain can cause slight settlements after comple-
S tion. Normally this is only of significance in high embankments, and can
amount to between 0.1 and 0.2 percent of fill height in tbxee to four years or
between 0.3 and 0.6 percent in 15 to 20 years. The larger values are for r
fine-grained plastic soils.

5. EARTH DAM EMBANKMENTS. Evaluate stability at three cr:itical stages; the
end of construction stage, steady state seepage stage, and rapid drawdown
stage. See DM-7.1, Chapter 7 for pore pressure distribution at these stages.
Seismic forces must be included in the evaluation. Requirements for seepage r- 4

* cutoff and stability dictate design of cross section and utilization of borrow
materials.

a. Seepage Control. Normally the earthwork of an earth dam is zoned
with the least pervious, fine-grained soils in the central zone and coarsest,
most stable material in the shell. Analyze seepage by the methods of DM-7.1,
Chapter 6.

(1) Cutoff Trench. Consider the practicability of a positive cut-
off trench extending to impervious strata beneath the embankment and into the
abutments.

(2) Intercepting Seepage. For a properly designed and constructed
zoned earth dam, there is little danger from seepage through the embankment.

- . Drainage design generally is dictated by necessity for intercepting seepage
through the foundation or abutments. Downstream seepage conditions are more
critical for homogeneous fills. See DM-7.1, Chapter 6 for drainage and fil-
ter requirements.

b. Piping and Cracking. A great danger to'earth dams, particularly

those of zoned construction, is the threat of cracking and piping. Serious
cracking may result from tension zones caused by differences in stress-strain
properties of zoned material. See Figure 1 (Reference 1, Influence of Soil *1
Properties and Construction Methods on the Performance of Homogeneous Earth
Dams, by Sherard) for classification of materials according to resistance to
piping or cracking. Analyze the embankment section for potential tension zone
development. Place an internal drainage layer immediately downstream of the
core to control seepage from possible cracking if foundation settlements are
expected to be high. !

c. Dispersive Soil. Dispersive clays should not be. used in dam embank-

ments. Determine the dispersion potential using Table J or the method outlin-
ed in Reference 2, Pinhole Test for Identifying Dispersive Soils, by Sherard,
et al. A hole through a dispersive clay will increase in size as water flows
through (due to the breakdown of the soil structure), whereas the size of a
hole in a non-dispersive clay would remain essentially constant. Therefore, P V

dams constructed with dispersive clays are extremely susceptible to piping. -
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CATIoRY MATERIAL CHARACTERISTICS

CRACKING FWSIW-

OA CH WITH 05 0 (OD2MM AND HIGH POSTCONSTRUCTION SETTLEMENT, PARTICULARLY IF
P1 )20 COMPACTED DRY. HAS SUFFICIENT DEFORMABILITY

TO UNDERGO LARGE %SEAR STRAINS FROM DIFFERENTIAL
SETTLEMENT WITHOUT CRACKING.

XC,SC, SM, SP WITH SMALL POSTOONSTRUCTION SETTLEMENT. LITTLE
D5 0 ) 0IS MM CHANCE FOR CRACKING UNLESS POORLY COMPACTED

AND LARGE SETTLEMENT IS IMPOSED ON EMBANK-

MENT BY CONSOLIDATION OF THE FOUNDATION.
0•) , CL,ML *40 SM WITH PH (, MEDIUM TO HIGH POSTCONSTRUCTION SETTLEMENT

D 15 MM) D50))OO2 ;M. AND VULNERABLE TO CRACKING.SHOULD BE
COMPACTED AS IWET Al POSSIBLE CONSISTENT WITH
STRENGTH RIUIREMENTS. J

FIGURE 1 (continued)

Resistance of Earth Dam Embankment Materials To Piping and Cracking
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TABLE 3s
Clay Dispersion Potential

*Percent Dispersion Dispersive Tendency

Over 40 Highly Dispersive (do not use) -

15 to 40 Moderately Dispersive

O to 15 Resistant to DispersionJ

*The ratio between the fraction finer than 0.005 mm in a soil-water suspens!..,n
that has been subjected to a minimum of mechanical agitation, and the total

fraction finer than 0.005 -m determined from a regular hydrometer test x 100.1
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Sec tion 3. COMPACTION REQUIREMENTS AND PROCED#UPES

1. COMPACTION REQUIREMENTS.

a. Summary. See Table 4 for a sum~mary of compaction requirements of
fills for various purposes. Modify these to meet conditions and materials for
specific projects.

b. Specification Provisions. Specify the desired compaction result.
State the required density, moisture limits, and maximum lift thickness,
allowing the contractor freedom in selection of compaction methods and equip-

* ment. Specify special equipment to be used if local experience and available
* materials so dictate.

2. COMPACTION METHODS AND EQUIPMENT. Table 5 lists commonly used compaction
equipment with typical sizes and weights and guidance on use and applicabili-

3. INFLUENCE OF MATERIAL TYPE.

a. Soils Insensitive to Compaction Moisture. Coarse-grained, granular -

well-graded soils with less than 4 percent passing No. 200 sieve (8 percent
* for soil of uniform gradation) are insensitive to compaction moisture. (These

soils have a permeability greater than about 2 x 10-3 f pm.) Place these
*materials at the highest practical moisture content, preferably saturated.

Vibratory compaction generally is the most effective procedure. In these
materials, 70 to 75 percent relative density can be obtained by proper compac-
tion procedures. If this is substantially higher than Standard Proctor maxi-
mum density, use relative density for control. Gravel, cobbles and boulders
are insensitive to compaction moisture. Compaction with smooth wheel vibrat-
ing rollers is the most effective procedure. Use large scale tests, as out-
lined in Reference 3, Control of Earth Rockf ill for Oroville Dam, by Gordon
and Miller.

b. Soils Sensitive to Compaction Moisture. Silts and some silty sands
have steep moisture-density curves, and field moisture must be controlled
within narrow limits for effective compaction. Clays are sensitive to mois-
ture in that if they are too wet they are difficult to dry to optimum mois--
ture, and if they are dry it is difficult to mix the water in uniformly.
Sensitive clays do not respond to compaction because they lose strength upon

* remolding or manipulation.

c. Effect of Oversize. Oversize refers to particles larger than the
* ~maximum size allowed using a given mold (i.e. No. 4 for 4-inch mnold, 3/4 inch
* for 6-inch mold, 2-inch for a 12-inch mold). Large size particles interfere

4 with compaction of the finer soil fraction. For normal embankment compaction
the maximum size cobble should not exceed 3 inches or 50 percent of the com-

*pacted layer thickness. Where economic bcrrow sources contain larger sizes,
* compaction trials should be run before approval.
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Adjust laboratory maximum standard density (from moisture-density
relations test, see DM-7.1, Chapter 3) to provide a reference density to which
field density test results (with oversize) can be compared. Use the following
equations to adjust the laboratory maximum dry density and optimum moisture
content to values to which field test data (with oversize particles) may 'be
compared.

I - (O.05)(F)
Ymax F + I-F

162 Yi

where: Ymax - adjusted maximum dry density pcf

S- laboratory maximum dry density without
oversize, pcf 2

F fraction of oversize particles by weight
(from field density test)

wj - F(wg) + (1-F)wo

where: wj = adjusted optimum mositure content

wg - moisture content of oversize (from field data)

wo = laboratory optimum moisture content without oversize

The density of oversize material is assumed as 162 pcf, obtained from
bulk specific gravity 2.60, multiplied by 62.4.

This method is considered euitable when the weight of oversize is
less than 60% by weight, for well-graded materials. For poorly graded mate-
rials, further adjustment may be appropriate. This method is modified after
that described in Reference 4, Suggested Method for Correcting Maximum Densi-
ty and Optimum Moisture Content of Compacted Soils for Oversize Particles, by
McLeod; also see Reference 5, Scalping and Replacement Effects on the Compac-
tion Characteristics of Earth-Rock Mixtures, by Donaghe and Townsend.

Section 4. EMBANKMENT COMPACTION CONTROL

1. GROUND PREPARATION.

(1) Strip all organics and any other detrimental material from the sur-
face. In prairie soils this may amount to removal of 2 or 3 inches of top-
soil, and in forest covered land between 2 and 5 or more feet. Only the heavy
root mat and the stumps need be removed, not the hair-like roots.

(2) Remove subsurface structures or debris which will interfere with the
compaction or the specified area use.

(3) Scarify the soil, and bring it to optimum moisture content.
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(4) Compact the scarified soil to the specified density.

2. FIELD TEST SECTION. By trial, develop a definite compaction procedure
(equipment, lift thickness, maisture application, and number of passes) which -
will prcduce the specified density. Compaction cannot be controlled adequate-
ly by spot testing unless a well defined procedure is followed.

3. REQUIREMENTS FOR CONTROL TESTS. Perform in-place field density tests
plus sufficient laboratory moisture-density tests to evaluate compaction. For
high embankments involving seepage, settlement, or stability, perform periodic
tests for engineering properties of density test samples, e,g., permeability
tests, shear strength tests. See DM-7.1, Chapter 3 for laboratory moisture
density test procedures and DM-7.1, Chapter 2 for field density test methods.

a. Number of Field Density Tests. Specify the following minimom test
schedule: r i

(1) One test for every 500 cu yd of material placed for embankment -

-* construction.

(2) One test for every 500 to 1,000 cu yd of material for canal or
reservoir linings or other relatively thin fill sections. p .

(3) One test for every 100 to 200 cu yd of backfill in trenches or

around structures, depending upon total quantity of material involved.

(4) At least one test for every full shift of compaction operations
on mass earthwork.

(5) One test whenever there is a definite suspicion of a change in :'
the quality of moisture control or effectiveness of compaction.

b. Field Density Test Methods. See DM-7.1, Chapter 2, for field density
test methods.

Proofrolling (spotting soft spots with a rubber-tired roller or any
loaded earth-moving equipment) may be used in conjunction with density test-
ing, but is practical ornly for extensive earthwork or pavement courses.

c. Laboratory Compaction Tests. Prior to important earthwork opera- p
tions, obtain a family of compaction curves representing typical materials.
Ideally, this family will form a group of parallel curves and each field
density test will correspond to a specific compaction curve.

During construction obtain supplementary compaction curves on field
density test samples, approximately one for every 10 or 20 field tests, p
depending on the variability of materials. '
4. ANALYSIS OF CONTROL TEST DATA. Compare each field determination of mois-
ture and density with appropriate compaction curve to evaluate conformance to
requirements.

P
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a. Statistical Study. overall analysis of control test -4ata will reveal
* general trends in compaction and necessity for altering methor'.s. Inevitably,
* a certain number of field determinations will fall below specified density or

outside specified moisture range. Tabulate field tests, noting the percentage
* difference between field deasity and laboratory maximum density and between

field moisture and optimum.

b. Moisture Control. Close moisture control is evidenced if too-thirds
* ~of all field values fall in a range ± ]. percent about the-median moisture -

content specified. Erratic moisture control is evidenced 1,1 approximately
* two-thirds of all field values fall in a range ± 3 percen." about the median

moisture content specified. To improve moisture control, blend materials from
wet and dry sections of borrow area.

c. Compactive Effort. Suitable compaction methods are being utilized if
approximately two-thirds of all field densities fall in a range of ± 3 U
percent about the percent maximum density required. Insufficient or erratic
compaction is evidenced if approximately two-thirds of all field values fall
in a range of ± 5 percent about the percent maximum density required. To

* ~improve compaction, consider methods for more uniform moisture control, alter a

the number of coverages, weights, or pressures of compaction equipment.

d.- Overcompaction. A given compactive effort yields a maximum dry
density and a corresponding optimum moisture content. If the compactive ef-
fort is increased, the maximum dry density increases but the corresponding
optimum moisture content decreases. Thus, if the compactive effort used in
the field is higher than that used in the laboratory for establishing the

* ~moisture density, relationship, the soil in the field may be compacted above
its optimum moisture content, and the strength of the soil may be lower even - *

though it has been compacted to higher density. This is of particular concern
for high embankments and earth dams. For further guidance see Reference 6,

Sailization of Materials by Compaction, by Turnbull and Foster.

:5. INDIRECT EVALUATION OF COMPACTION IN DEEP FILLS. The extent of compac-
tion accomplished is determined by comparing the results from standard pene-
tration tests and cone penetration tests before and after treatment (DM-7.l,
Chapter 2).

*6. PROBLEM SOILS. The compaction of high volume change soils requires
special treatment. See DM-7.3, Chapter 3.0

V Section 5. BORROW EXCAVATION

1 . BORROW PIT EXPLORATION 1

a. Extent. The number and spacing of borings or test pits for borrow
* exploration must be sufficient to determine the approximate quantity and
* quality of construction materials within an economical haul distance from the

project. For mass earthwork, initial exploration should be on a 200-foot
* ~grid. If variable conditions are found during the initial explorations,

intermediate borings or test pits should be done. Explorations should develop
the following information:
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(1) A reasonably accurate subsurface profile to the anticipated

depth of excavation.

(2) Engineering properties of each material considered for use.

(3) Approximate volume of each material considered for use.

(4) Water level.

(5) Presence of salts, gypsums, or undesirable minerals.

(6) Extent of organic or contaminated soils, if encountered.

2. EXCAVATION METHODS.

a. Equipment. Design and efficiency of excavation equipment improves
"* - each year. Check various construction industry publications for specifica-

tions.

b. Ripping and Blasting. Determine rippability of soil or rock by bor-
ings (RQD and core recovery, see DM-7.1, Chapters 1 and 2), geophysical
exploration, and/or trial excavation. -.

3. UTILIZATION OF EXCAVATED MATERIALS. In the process of earthmoving there
may be a reduction of the volume ("shrinkage") because of waste and densificA-
tion, or an increase of volume ("swell") in the case of rock or dense soils,
because the final density is less than its original density.

a. Borrow Volume. Determine total borrow volume, VB required for com-
pacted fill as follows:

V ( F) WL

where: 'F = dry unit weight of fill

'B =dry unit weight of oorrow

VF required fill volume .1
WL weight lost in stripping, waste, oversize and transportation

(1) Compacted Volume, The volume o* borrow soil required should be
increased according to the volume change indicated above. A "shrinkage" fac-

tor of 10 to 15 percent may be used for estimating purposes.

(2) Exclusions. A large percentage of cobble size material will
increase the waste, because sizes larger than 3 inches are generally excluded.
from compacted fill.

b. Rock Fill.

(1) Maximum Expansion. Maximum expansion ("swell") from in situ
conditions to fill occurs in dense, hard rock with fine fracture systems that
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breaks into uniform sizes. Unit volume in a quarry will produce approxi-
mately 1.5 volumes in fill.

(2) Minimum Expansion. Minimum expansion occurs in porous, friable
rock that breaks into broadly graded sizes with numerous spalls and fines.
Unit volume in quarry will produce approximately 1.1 volumes in fill.

Section 6. HYDRAULIC AND UNDERWATER~ FILLS

1. GENERAL. Where large quantities of soil must be transported and ample
water is available, hydraulic methods are economical. The choice of methods
for placing hydraulic fill is governed by the type of equipment available,

* accessibility of borrow, and environmental regulations; see Table 6 (Refer-
ence 7, Control for Underwater Construction, by Johnson, et al.). Removal or
placement of soil by hydraulic methods must conform to applicable water
pollution control regulations.

2. PLACEMENT KETHODS. Placement, either under water or on land, should be
done in a manner that produces a usable area with minimum environmental ims-
pact.

a. Deep Water Placement (over 75 feet). Most deep water placement is by
bottom dump scows and is unconfined, with no control on turbidity, except by
the rate of dumping.

b. Shallow Water Placement. Placement by pipeline, by mechanical equip-
ment, or by side dumping from deck scnws-are the most common methods in shal-
low water. Sheet pile containment, silt "curtains", or dikes are required to
minimize lateral spreading and environmental impact. Where lateral spreading
is not desired and steeper side slopes are needed, control the method of
placement or use a mixed sand and gravel fill material. With borrow contain-

__ ing about equal amounts of sand and gravel, underw~ater slopes as steep as 1:3
or 1:2-3/4 may be achieved by careful placement. To confine the fill, provide

berms or dikes of the coarsest available material or stone on the fill perime-

pressibility and possible loss of material into the rock.

c. Land Placement. On land, hydraulic fills are commonly placed by
pipeline or by mechanical procedures (i.e. clam shell, dragline1 , etc.). Dikes
with adjustable weirs or drop inlets to control the quality of return water
are used for containment.

3. PERFORMANCE OF HYDRAULIC FILLS.

a. Coarse-Grained Fills. The most satisfactory hydraulically placed
fills a:-e those having less titan 15 percent non-plastic fines or 10 percent
plastic fines because they cause the least turbidity during placement, drain
Lester, and are more suitable for structural support than fine-grained mate-
rial. Relative densities of 50 to 60 percent can be obtained without compac-
tion. Bearing values are in the range of 500 to 2000 pounds per square fout

* depending on the level of permissible settlement. Density, bearing and
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TABLE 6
Methods of Fill Placement Underwater

Methods Characteristics

Bottom-dump scows I. Limited to minimum depths of about 15 ft.
because of scow and tug drafts.

2. Rapid; quick discharge entraps air and mini-
mizes segregation.

Deck scows i. Usable in shallow water. , .

" 2. Unloading in slow, by dozer, clamshell, or
hydraulic jets.

3. Inspection of material being placed may be
difficult.

Dumping at land edge of 1. Fines in material placed below water tend tofill and pushing mate- separate and accumulate in front of advancing
rial into water by fill.
bulldozer

2. Work arrangement sho~uld resualt in central V
portion being in advance of side portions to
displace sideways any soft bottom materials.

3. In shallow water, bulldozer blade can shove

materials downward to assist displacement of
soft materials.

7.2-55



-• 4 .•. .. - ij- • - -. J - -w - j. -"" . . - -r -• -. -.-- y-. • -- -'.-- .., . . . . - . . . .-• r -- *. . . .. -'- -. - . . . . -• . . . . .- . •

resistance to seismic liquef~crion may be increased substantially by vibro-
probe methods. See DM-7.3, Chapter 2.

b. Fine-Grained Fills. Hydraulically placed, bottom silts and clays ..
such as produced by maintenance dredging will iniLially be at very high water
contents. Depending on measures taken to inauce surface drainage, it will
take approximately 2 years before a crust sufficienc to support light equip- -,

ment is formed and the water content of the underlying materials approaches
the liquid limit. Placing 1 to 3 feet of additional granular borrow will
improve these areas rapidly so that they can support surcharge fills, with or
without vertical sand drains to accelerate consolidatiorn. Care must be ener-
cised in applying the surcharge so that the shear strength of the soil is not
exceeded.

4. CONSOLIDATION OF HYDRAULIC FILLS. If the coefficient of permeability of 1
a hydraulic fill is less than 0.002 feet per minute, the consolidacion time
for the fill will be long and prediction of the behavior of the completed fill
will be difficult, For coarse-grained materials, fill consolidation and
strength build-up will be rapid and reasonable strength estimates can be made.
Where fill and/or foundation soils are fine-grained, it way be desirable to
monitor settlement and pore water pressure dissipation if structures are
planned. Settlement plates may be placed both on the underlying soil and
within the fill to observe settlement rates and amounts.
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CHAPTER 3. ANALYSIS OF WALLS AND RETAINING STRUCTURES

Section 1. INTRODUCTION

1. SCOPE. Methods of determining earth pressures acting on walls and
retaining structures are summarized in this chapter. Types of walls
considered include concrete retaining walls and gravity walls that move
rigidly as a unit, braced or tied bulkheads of thin sheeting that deflect
according to the bracing arrangement, and double-wall cofferdams of thin
sheeting to confine earth or rock fill.

2. RELATED CRITERIA. Additional criteria relating to the design and
utilization of walls appear in the following sources:

Subject Source

Application of Bulkheads and Cofferdams to
Waterfront Construction ........................... .NAVFAC DM-25

Structural Design of Retaining Walls................... NAVFAC DM-2

Section 2. COMPUTATION OF WALL PRESSURES

1. CONDITIONS. The pressure on retaining walls, bulkheads, or buried
anchorages is a function of the relative movement between the structure and
the surrounding soil.

a. Active State. Active earth pressure occurs when the wall moves away
from the soil and the soil mass stretches horizontally sufficient to mobilize

its shear strength fully, and a condition of plastic equilibrium is reached.
(See Figure I from Reference 1, Excavations and Retaining Structures, by the
Canadian Geotechnical Society.) The ratio of the horizontal component or
active pressure to the vertical streds caused by the weight of soil is the
active pressure coefficient (Ka). The active pressure coefficient as -

6_ defined above applies only to cohesionless soils.

b. Passive State. Passive earth pressure occurs when a soil mass is
compressed horizontally, mobilizing its shear resistance fully (see Figure 1).
The ratio of the horizontal component of passive pressure to the vertical
stress caused by the weight of the soil is the passive pressure coefficient
(Kp). The passive coefficient, as defined here, applies only to cohesion-
less soil. A soil mass that is neither stretched nor compressed is said to be
in an at-rest state. The ratio of lateral stress to vertical stress is called W

the at-rest coefficient (Ko).

W
7. -5

7.2-59

VP



- -, i. - S) l I , I i i i i I l i w i

SAND~~ 6 ENSE SAND
I I p 5
1 4. 2 PRINCETON TESTS

14/3

KA 12yDS
1.0

0Q.6
SAND 0.5 - K KAI' g0.4 -_ _ _

I yH2

H Ip "- 0.3
* Aw

K T 2 3 
LOOSE SAND 

-C 0 ,2 -- 
- -

MEDIUM SAND-

0.1 

.
0.06 0.04 0.02 0 0002 0004

WALL ROTATION, Y/H

MAGNITUDES OF WALL ROTATION TO REACH FAILURE

SOIL TYPE ROTATION Y/I -
AND CONDITION •_____________ ACTIVE PASSIVE

DENSE CONESIONLESS .0005 .002
LOOSE COHESIONLESS .002 .006
STIFF COHESIVE .01 .02
SOFT COHESIVE .02 .04

* Y w HORIZONTAL DISPLACEMENT
H : HEIGHT OF THE WALL

FIGURE I
Effect of Wall Movement on Wall Pressures

7.2I6

7.*2-60



2. COMFUTATION OF ACTIVE AND PASSIVM PRESSURES. See Figure 2 for formulas
for active and passive pressures for the simple case on a frictionless verti-
cal face with horlzontal ground surface. Three basic conditions required for
validity of the formulas are listed in Figure 2. Under these conditions the
failure surface is a plane and the formulas represent: pressures requi.red for
equilibrium of the wedge shaped failure mass.

The intensity of pressures applied depends on wall noveaents, as thene con-
trol the degree of shear strength mobilization in surrounding soil. (See
Figure I for the magnitude of the movement necessary for active condition to
exist.) Wall friction and wall vertical movements also affect the pusstve and
active pressures.

The effect of wall friction on active pressures is smnall and ordinarily is §
disregarded except in case of a settling wall where it can be very signifi-_ J

cant. The effect of wall friction on passive pressures is large, but defi-
nite movement is necessary for mobilization of wali friction. (See Table I
for typical ultimate friction factocs and adhesion between wall and backfill.)

*, In the absence of specific test data, use these values in computations that
* include effects of wall friction.

Unless a wall is settling, friction on its back acts upward on the active r i
wedge (angle 8 is positive, see Figure 5), reducing active pressures.
Generally, wall friction act3 downward againsa the passive wedge (angle 8 is
negative), resisting its upward movement gnd increasing passive pressures.

a. Uniform Backfill, No Groundwater. Compute active and passive pres-
sures by methods from Figure 2.

b. Sloping Backfill, No Groundwater, Granular Soil, Smooth Wall. Com-
pute active and passive pressures by methods from Figure 3. Use Figure 4 to
determine the position of failure surface for active and passive wedge.

c. Sloping Wall, Granular Soil With Wall Friction. Use Figure 5 (Refer-
ence 2, Tables for the Calulation of the Passive Pressure, Active Pressure
and Bearing Capacity of Foundations, by Caquot and Kerisel) to compute active
and passive earth pressure coefficients.

d. Sloping Backfill, Granular Soil with Wall Friction. Use Figure 6
(Reference 2) to compute active and passive earth pressure coefficient.

e. Uniform Backfill, Static Groundwater. Compute active earth and water
pressures by formulas in Figure 7.

f. General Formula for Coefficients of Passive and Active Earth Pres-
sure. Use Figure 8 for sloping wall with friction and sloping backfill.

g. Stratified Backfill, Sloping Groundwater Level. When conditions
include layered soil, irregular surcharge, wall friction, and sloping ground-
water level, determine active pressures by trial failure wedge. (See Figure
7.) Trial wedge is bounded by a straight failure plane or a series of
straight segments at different inclination in each stratum. Commence the
analysis with failure plane oriented at the angle shown in Figure 4.
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TABLE I
Ultimate Fri.:tion Factors and Adhesion for Dissimilar Materials

Friction Friction
Interface Materials factor, angle,8

tan8 degrees

Mass concrete on the following foundation materials:
Clean sound rock .................................. 0.70 35
Clean gravel, gravel-sand mixtures, coarse sand... 0.55 to 0.60 29 to 31
Clean fine to medium sand, silty medium to coarse

sand, silty or clayey gravel.................... 0.45 to 0.55 24 to 29
Clean fine sand, silty or clayey fine to medium

sand............................................ 0.35 to 0.45 19 to 24
Fine sandy silt, nonplastic silt .................. 0.30 to 0.35 17 to 19
Very stiff and hard residual or preconsolidated 4

clay... 0.40 to 0.50 22 to 26
Medium stiff and stiff clay and silty clay........ 0.30 to 0.35 17 to 19
(Masonry on foundation materials has sawe frictionI . "1

factors.)
Steel sheet piles against the following soils:

Clean gravel, gravel-sand mixtures, well-graded I
rock fill with 0.40 22

Clean sand, silty sand-gravel mixture, single size
hard rock fill ............... ............ 0.30 17

Silty sand, gravel or sand mixed with silt or clay 0.25 14
Fine sandy silt, nonplastic silt.................. 0.20 11

Formed concrete or concrete sheet piling against the
following soils:

Clean gravel, gravel-sand mixture, well-graded
rock fill with spells........................... 0.40 to 0.50 22 to 26

Clean sand, silty sand-gravel mixture, single size
hard rock fill.... 0.30 to 0.40 17 to 22

Silty sand, gravel or sand mixed with silt cz clay 0.30 17
Fine sandy silt, nonplastic silt.................. 0.25 14

Various structural materials:

Masonry on masonry, igneous and metA',orphic rocks:
Dressed soft rock on dressed aoft : ......... 0.70 35
Dressed hard rock on dressed soft r•=k .......... 0.65 33
Dressed hard rock on dressed hard rock. ........ 0.55 29

Masonry on wood (cross grair)................... 0.50 26
Steel on steel at sheet pile interlockse........... 0.30 17

Interface Materials (Cohesion) Adhesion C. (psf)

Very soft cohesive soil (0 - 250 psf) 0 - 250
Soft cohesive soil (250 - 500 psf) 250 - 500
Medium stiff cohesive soil (500 - 1000 psf) 500 - 750
Stiff cohesive soil (1000 - 2000 psf) 750 - 950Very stiff cohesive soil (2000 - 4000 psf) 950 ,- 1,300
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ZI WALL FRICTION NEGLIGIBLE
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Compute resultant passive force by trial failure wedge analysis.
* (See Figure 9). When wall friction is included, compute pressures from a
* failing mass bounded by a circular arc and straight plane. Determine location

of passive resultant by summing moments about toe of wall of all forces on
that portion of the failing mass above the circular arc. Depending on com-
plexity of cross section, distribute passive pressures to conform to location
of resultant, or analyze trial failure surfaces at intermediate heights in the
passive zone. When wall friction is neglected, the trial failure surface is a
straight plane. See Figure 2.

(1) Simple Cross Section. For a simple cross section behind a wall,
analyze the trial failure plane extending upward from the lowest point of the
active zone on the wall. Determine the location of the active resultant by
summing moments of all forces on the wedge about toe of wedge. Distribute
active pressures to conform to the location of resultant.

(2) Complicated Cross Section. For complicated cross sections,
analyze trial wedges at intermediate heights above the base of the active zone
to determine pressure distribution in more detail. Force acting on an
increment of wall height equals difference in resultant forces for wedges

taken from the top and bottom of that increment.

3. EFFECT OF GROUNDWATER CONDITIONS. Include in pressure computations the
effect of the greatest unbalanced water head anticipated to act across the
wall.

a. General Conditions. For a major structure, analyze seepage and
drainage effect by flow net procedures. Uplift pressures influencing wall
forces are those acting on failure surface of active or passive wedge.
Resultant uplift force on failure surface determined from flow net is applied
in force diagram of the failure wedge. See vector U, the resultant water
force, in Figures 7 and 9.

b. Static Differential He d. Compute water pressures on wal~ls as shown 0
in top panel of Figure 10.

c. Rainfall on Drained Walls. For cohesionless materials, sustained
rainfall increases lateral force on wall 20 to 40 percent over dry backfill,
depending on backfill friction angle. The center panel of Figure 10 (Rlefer-
ence 3, Contribution to the Analysis of Seepage Effects in Backfills, by Gray)
shows flow net set uip by rainfall behind a wall with vertical drain. This
panel gives the magnitude of resultant uplift force on failure wedge for
various inclinations of failure plane to be used in analysis of the active
wedge.

d. Seepage Beneath Wall. See bottom panel of Figure 10 (Reference 4,
The Effect of Seepage on the Stability of Sea Walls, by Richart and Schmert-

* mann) for correction to be applied to active and passive pressures in cohe-
sionless material for steady seepage beneath a wall.

*4. SURCHARGE LOADING. For the effects of surcharge loading, see Figures 7
and 9. a 4
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a. Point Load and Live Load. Use Figure 11 (Reference 5, Anchored Bulk-
heads, based on the work by Terzaghi) to compute lateral pressure on wall due
to point load and line loads; this assumes an unyielding rigid wall and the
lateral pressures are approximately dcuble the values obtained by elastic AV-
equations. The assumption of an unyielding rigid wall is conservative and its
applicability should be evaluated for each specific wall.

b. Uniform Loading Area. For uniform surcharge loading lateral stress
can be computed by treating the surcharge as if it were backfill and multiply-
ing the vertical stress at any depth by the appropriate earth pressure coef-
ficient.

c. Uniform Rectangular Surcharge Loading. For the effect of this load-
ing see Figure 12 (see Reference 6, Lateral Support Systems and Underpinning,
Volume 1, Design and Construction (Summary), by Goldberg, et al.). If the
construction procedures are such that the wall will move during the applica-
tion of live loads, then the pressure calculated from Figure 12 will be

* ~conservative.4

* d. Practical Considerations. For design purposes, it is common to con-

sider a distributed surface load surcharge on the order of 300 psf to accountI
* for storage of construction materials and equipment. This surcharge is usual-
* ly applied within a rather limited work area of about 20 feet to 30 feet from

the wall and is also intended to account for concentrated loads fromn heavy

* equipment (concrete trucks, cranes, etc.) located more than about 20 feet

away. If such equipment is anticipated within a few feet of the wall, it must2
be accounted for separately.

5. WALL MOVEMENT. For the effect of wall movement on the earth pressure
* coefficients, see Figure 1.

a. Wall Rotation. When the actual. estimated wall rotation is less than
the value required to fully mobilize active or passive conditions, adjust the
earth pressure coefficients by using the diagram on the upper right hand cor-
ner of Figure 1. Relatively large movements are required to mobilize the
passive resistance. A safety factor must be applied to the ultimate passive

F resistance in order to limit movements.

b. 'Wall Translation. Wall uniform translation required to mobilize
ultimate passive resistance or active pressure is approximately equivalent to
movement of top of wall based on rotation criteria given in Figure 1.

c. Internally Braced Flexible Wall. Sheeting on cuts rigidly braced at
the top undergoes insufficient movement to produce fully active conditions.
Horizontal pressures are assumed to be distributed in a trapezoidal diagram.

* (See Section 4.) The resultant force is higher than theoretical active force.
For clays, the intensity and distribution of horizontal pressures depend on
the stability number No0  YH/c. (See Section 4.)

K d. Tied Back Walls. Soil movement associated with prestressed tied back
walls is usually less than with internally braced flexible -walls, and design
pressures are higher. (See Section 4.)
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e. Restrained Walls. If a wall is prevented from even slight movement,
then the earth remains at or near the value of at-rest conditions. The coef-
ficient of earth pressure at-rest, Ko, for normally consolidated cohesive or
granular soils is approximately:

Ko - 1-sin 8'

where: 8' - effective friction angle

Thus for 8' - 30%, K0 = 0.5.

For over-consolidated soils and compacted soils the range of Ko may
be on the order of 1.0. In cohesionless soils, full at-rest pressure will
occur only with the most rigidly supported wall. In highly plastic clays,
soil may creep, and if wall movement is prevented, at-rest conditions may
redevelop even after active pressures are established.

f. Basement and Other Below Grade Walls. Pressure on walls below grade
may be computed based on restraining conditions that prevail, type of back-
fill, and the amount of compaction.

6. EFFECT OF CONSTRUCTICN PROCEDURES.

a. Staged Construction. As earth pressures are influenced by wall move-
ment, it is important to consider each stage of construction, especially with
regard to brace placement and its effects.

b. Compaction. Compaction of backfill in a confined wedge behind the
wall tends to increase horizontal pressures beyond those represented by active
or at-rest values. For guidance on horizontal pressure computations associ-
ated with the compaction of granular soil, see Figure 13 (after Reference 7,
Retaining Wall Performance During Backfilling, by Ingold).

Clays and other fine-grained soils, as well as granular soils, with
considerable amount of clay and silt (>15%) are not normally used as backfill
material. Where they must be used, the earth pressure should be calculated on
the basis of "at-rest" conditions or higher pressure with due consideration to
potential poor drainage conditions, swelling, and frost action.

c. H~ydraulic Fills. Active pressure coefficients for loose hydraulic -
fill materials range from about 0.35 for clean sands to 0.50 for silty fine
sands. Place hydraulic fill by procedures which permit runoff of Wash water
and prevent building up large hydrostatic pressures. For further guidance see
discussion on dredging in DM-7.3, Chapter 3.

7. EARTHQUAKE LOADING. The pressure durin8 earthquake loading can be com-
puted by the Coulomb theory with the additional forces resulting from ground
acceleration. For further guidance on the subject see Reference 8, Design of
Earth Retaining Structures for Dynamic Loads, by Seed and Whitman. A synopsis
of some material from this Reference follows:
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(1) A simple procedure for determining the lateral force due to an
earthquake is to compute the initial static pressure and add to it the

increase in pressure from ground motion. For a vertical wall, with horizon-
tal backfill slope, and 8 of 35%, (which may be assumed for most practical

cases involving granular fill), the earth pressure coefficient for dynamic

iucrease in lateral force can be approximated as 3/4 kh, kh being the
horizontal acceleration in g's. The combined effect of static and dynamic
force is:

PAE - 1/2 YH 2 KA + 3/8 ?'H 2 kh

Assume the dynamic lateral force PE - 3/8 y H2 kh acts at
0.6 H above the wall base. Effect of liquefaction is considered in DM-7.3,
Chapter 1.

(2) For other soil and wall properties, the combined resultant active

force:

PAE 1/2 H2 .KA (-* ,*)(lkv) F

where: /3* -? +'4' modified slope of backfill

" = + y/ = tr 'ified slope of wall back

4' =tan-1l
1 -kV

cos2 e• *i

F - COS*, COS28 -

kv vertical ground acceleration in g's.

For modifed slope3 * and 9*, obtain KA(R*, 8*) from the

applicable Figures 3 through 8. Determine F from Figure 14. Dynamic pressure
increment APE can be obtained by subtracting PA (also to be determined
from Figures 3, 7, or 8 for given / and 8 values) from PAE" The resultant

force will vary in its location depending on wall movement, ground
acceleration, and wall batter. For practical purposes it may be applied at
0.6 H above the base.

(3) Unless the wall moves or rotates sufficiently, pressures greater than

active case will exist and the actual lateral pressures may be as large as
three times the value derived from Figure 14. In such situations, detailed
analysis using numerical techniques may be desirable.

(4) Under the combined effect of static and earthquake load a factor of
safety between 1.1 and 1.2 is acceptable.

(5) In cases where soil is below water, add the hydrodynamic pressure

computed based on:

(Pw)z =1.5 kh 'w (h'z)1/2
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EXAMPLES:
CASE I - VERTICAL WALL WITH HORIZONTAL BACKFILL

"COMBINED EFFECT OF STATIC AND DYNAMIC
10-35o FORCE.
7'120 PCF

H=20 Kh:O,2 PAE a F1 +F2

Kv:0 KA Q.27 (FROM FIGURE 2 FOR #35 )

FI I/2 YH2 KA.

1/2 (120)(20)2(027): 6480 LB

RESULTANT ACTING ATA DISTANCE OF
"M• TH2 Kh H/3 z 6.7' FROM BASE OF WALLFp=3/8yH2 Kh:

3/8 (120)(20)2 (0.2)z3600 LB.ACTING 4r 1? F(. (0.6 H) FROM BASE OF WALL ,i-.':.!1

CASE 2 - SLOPING WALL WITH SLOPING BACKFILL

02'
_•• •/~~=TAN-10. 120 .i~.1

K 20 1-0.05L V 5°TAN :0.212d y 120 P(;F

Kh:O,2 01002
8 Kv z.05 =is°

LH/ 3 :6,7 F = 0.9 (FROM FIGURE 14o)
6 X 20 :12.0' ASSUME A SMOOTH WALL,8 =0

8z: 4* :=10-12:220

FROM THE EQUATION IN FIGURES KA C0Q71Ilore* 2os Co-2[ 4.T
if22 COS 222SMU

KA (/9,)=0.41 PA=1/2 X(120)X(20) 2 X0.41=90840LB.-

PAE = I/2 yH 2 KA (I-KV) F
V21 (120)(20)2 (Q7) (1-0.05)(09) =14569 LB.

PE 14569-9840 =4729 L.&

FIGURE 14(b)
Example Calculations for Dynamic Loading on Walls
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where: p hydrodynamic pressure at depth z below water surface

rw-unit weight of water

h - depth of water

z -depth below the water surface

(6) Add the other inertia effect of the structure itself for calculat-
ing the required structural strength. An optimum design is to select the
thinnest section with the largest bending and shear resistance (i.e. most
flexible).

(7) When applying this earthquake loading analysis to existing earth re- .

taining structures, particularly where high groundwater levels exist, it may
be found that resulting safety factor is less than 1.1. In such cases,
proposed corrective measures must be submitted to NAVFAC HQ for review and .

* approval.

* 8. F~ROST ACTION. Lateral forces due to frost action are difficult to pre-
dict and may achieve high values.

Iackf ill materials such as silts and clayey silts (CL, MH, ML, OL) are frost
susceptible, and will exert excessive pressure on wall if proper precautions
are not taken to curb frost. Swelling pressures may be exerted by clays of
high plasticity (CHI). Under these conditions, design for active pressures is
inadequate, even for yielding walls, as resulting wall movement is likely to

* be excessive and cont-inuous. Structures usually are not designed to with-
stand frost generated stresses. Instead, provisions should be made so that

* frost related stresses will not dq~lop or be kept to a minimum. Use of one
or more of the following may be necessary: *-

(i) Permanently isolate the backfill from sources of water either by
providing a very permeable drain or a very impermeable barrier.

(ii) Provide pervious backfill and weep holes. (See DM-7.1, Chapter 6
L for the illustration on complete drainage and prevention of frost thrust.)

(iii) Provide impermeable soil layer near the soil surface, and grade to
drain surface water away from the wall.

9. SWELLING ACTION. Expansion of clay soils can cause very high pressures
* on the back of a retaining structure. Clay backf ills should be avoided when-

ever possible. Swelling pressures may be evaluated based on laboratory tests
and wall designed to withstand swelling pressures. Providing granular non-
expansive filter between the clay fill and back of wall diminishes swelling
pressures and significantly limits access to moisture. Guidance on soil sta-

* ~bilization methods for control of heave are given in DM-7.3, Chapter 3. Coin-
* plete drainage (see DM-7.1, Chapter 6) is one of the techniques to control

heave.

10. SELECTION OF STRENGTH PARAMETERS. The choice of strength parameters :Ls
governed by the soil permeability characteristics, boundary drainage and

* ~loading conditions, and time. 1
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a. Saturated Cohesive Soils. For saturated cohesive Soils of low perme-
ability, where sufficient time is not available for complete drainage, use
undrained shear strength, and total stress for eairth pressure computations.
Such condition will exist during and immediately after completion of
construction.

b. Coarse-grained Soils. In coarse-grained soils such as sand, whichV'have high permeability, use efective stress strength parameter 8', for '

earth pressure computations. Also, where sufficient time is available for the
dissipation of pore pressure in less than pervious soil, use effective stress
strength parameters c' and 6'. In this case, pore pressure is hydrostatic
and can be estimated fairly accurately.

In soils such as silt and clayey sand, where partial drainage occurs
during the time of construction, perform analysis for limiting conditions,
i.e. effective stress with 8' only, total stress with c, and design for the
worst case.

Section 3. RIGID RETAINING WAL~LS

1. GENERAL CRITERIA. Rigid retaining walls are those that develop their
lateral resistance primarily from their own weight. Examples of rigid struc-
tures are concrete gravity walls, thick concrete slurry walls, gabion walls,
and some reinforced earth walls reinforced for limited movements. Theoretical
wall pressures are discussed in Section 2. Requirements for resistance .- i.--

*against overturning and sliding of four principal wall types are given in
Figure 15. Evaluate overall stability against deep foundation failure. (See

* DM-7.1, Chapter 7.) Determine allowable bearing pressures on the base of the

* wall (see Chapter 4).V.. a. Sliding Stability. Place the base at least 3 ft below ground sur-
face in front of the wall and below depth of frost action, zone of seasonal
volume change, and depth of scour. Sliding stability must be adequate with-
out including passive pressure at the toe. If insufficient sliding resis-
tance is available, increase base width, provide pile foundation or, lower
base of wall and consider passive resistance below frost depth. If the wall
is supported by rock or very stiff clay, a key may be installed below the
foundation to provide additional resistance to sliding (see Figure 15).

b. Settlement and Overturning. For wall~s on relatively incompressible
foundations, apply overturning criteria of Figure 15. If foundation is comn-
pressible, compute settlement by methods of DM-7.1, Chapter 5 and estimateI
tilt of rigid wall from the settlement. If the consequent tilt will exceed
acceptable limits, proportion the wall to keep the resultant force at the
middle third of bace. If a wall settles such that the resulting movement I

* forces it into the soil which it supports, then the lateral pressure on the
active side increases substantially.

c. Ov'erall Stability. Where retaining walls are underlain by weak
soils, the overall stability of the soil mass containing the retaining wall

S should be checked with respect to the most critical surface of sliding (see
V D14-7.1, Chapter 7). A minimum factor of safety of 2.0 is desiiable.
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TYPE OF WALL LOAD DIAGRAM DESIGN FACTORS

TOP GROUND SURFIACEi• iCE " 9' • KF1L LOCATION OF RESULTANT. 
.. rFILL. 

!
FACE BACK MOMENTS ABOUT TIDE:

PAd W O -PHb
GRAVITY WO+PvO" :

PHP
ASSUMING Pp zO

OVERTURNING

TEEL MOMENTS ABOUT TOE,

BASE ~ I
WOi

F " PHb - Pv.

r.• IGNORE OVERTURNING IF R IS WITHIN MIDDLE
BACKFILL THIRD (SOIL), MIDDLE HALF (ROCK).

..p CHECK R AT DIFFERENT HORIZONTAL PLANES
H w FOR GRAVITY WALLS. '

SEMIGRAVITY a *RESISTANCE AGAINST SLIDING

p bFs: (W+PV)TAN 8 +Co ) 1.5PH --

F EINFORCING (W+Nt)WJA48+Ca8B p .
B F: 20PH

F:(W+PI) TAN8+CO 1.

VERTICAL FOR COEFF`ICIENTS OF FRICTION BETWEEN
STEM BASE AND SOIL SEE TABLE- I

Co =ADHESION BETWEEN SOIL AND BASE

CANTILEVER TOE OF TAN : FRICTION FACTOR BETWEEN SOILAlaEEO AND BASE
LA WAINCLUDES WEIGHT OF WALL AND SOIL IN FRONT

FFOR GRAVITY AND SEMIGRAVITY WALLS.
FOOTWO INCLUDES WEIGHT OF WALLAND SOILABOVE

SOIL PRESSURE FOOTING, FOR CANTILEVER AND COUNTERFORTWAL LS. 
. - -

SCOUNTERFOI4 CONMAT PRESS REON FOUNDATION

FOR ALLOWABLE BEARING PRESSURE FOR INCLINED
P LOAD ON STRIP FOUNDATION, SEE CHAPTER 4.

COUNTERFORT y FOR ANALYSIS OF PILE LOADS BENEATH STRIP
FOUNDATION, SEE CHAPTER ?.

PIP OVERALL STABILITY

FOR ANALYSIS OF OVERALL STABILITY, SEk DM-7 I,

SECTION A-A CHAPTER 7.

FIGURE 15
Design Criteria fcr Rigid Retaining Walls
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1w1Pv PH
* *b-...

",'.'�'.1 C =SHEAR STRENGTH OF
•.-.'."..'"'" d .FOUNDATION SOIL

tINTACT 0. F FACTOR OFSAFETY
• ~ A C0 =ADHESION -CONCRETE

",,' -II I ON SOIL
I -- Fb --- Pp=FASSIVE RESISTANCE ---

B -- : ;FRICTION ANGLE-
CONCRETE ON SOIL

RESISTANCE AGAINST SLIDING ON KEYED FOUNDATIONS
COHESIVE SOILS F= (W+Pv) TAN ++Ca(B-a-,-b)tC (il-b)+pp

GRANULARSOILS F= (W+Pv) TAN +Pp -Fs = _F ,.:.:
PH

FIGURE 15 (continued)
Design Criteria for Rigid Retaining Walls " "

41
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d. Drainage. Positive drainage of backfill is desirable. 'See DM-7.1,
Chapter 6 tor drainage design.) As a minimum, provide weep holes with pockets
of coarse-grained material at the back of the wall. An impervious surface
layer should cover the backfill, and a gutter should be provided for collect-
ing runoff.

2. LOW WALLS. It has been the practice of the Naval Facilities Engineering
Command to consider walls less than 12 feet in height "low walls." For these,
knowledge of soil properties could be adequate for design, and detailed test-
ing and elaborate pressure computations may not be Justified economically. .

a. Equivalent Fluid Pressures. Use equivalent fluid pressures of Figure
16 (Refe-,nce 9, Soil Mechanics in Engineering Practice, by Terzaghi and Peck)
for straight slope backfill and of Figure 17 (Reference 9) for broken slope
backfill. Include dead load surcharge as an equivalent weight of backfill.
For resultant force of line load surcharge, see bottom left panel of Figure
11. If a wall rests on a compressible foundation and moves downward with
respect to the backfill, increase pressures by 50 percent.

b. Drainage. The equivalent fluid pressures include effects of seepage .I
and time conditioned changes in the backfill. However, provisions should be
made to prevent accumulation of water behind the wall. As a minimum, provide
weep holes for drainage. Corer backfill of soil types 2 and 3 (Figure 16)

- with a surface layer of impervious soil.

Section 4. DESIGN OF FLEXIBLE WALLSS~r'~ ... w

1. ANCHORED BULKHEADS. Anchored bulkheads are formed of flexible sheeLing
restrained by tieback and by penetration of sheeting below dredge line. See
Figu-e 18 for design procedures for three common penetration conditions.

a. Wall Pressures. Compute active and passive pressures using the I ]
appropriate Figures 2 through 7. Determine required depth of penetration of
sheeting and anchor pull from these pressures. See Figure 18 for guidance.

b. Wall Movements. Active pressures are redistributed on the wall by
deflection, moving away from the position of maximum moment. Reduce the com-
puted maximum moment to allow for flexibility of sheeting. Moment reduction
is a function of the wall flexibility number. See Figure 19 (Reference 10,
Anchored Sheet Pile Walls, by Rowe). Select sheeting size by successive
approximations so that sheeting stiffness is compatible with reduced design
moment,

c. Drainage. Include the effect of probable maximui differential head V
in computing wall pressures. Where practicable, provide weep holes or special
drainage at a level above mean water to limit differential water pressures.
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VALUES OF SLOPE ANGLE $ ,DEGREES

CIRCLED NUMBERS INDICATE THE FOLLOWING SOIL TYPES:
®CLEAN SAND AND GRAVEL:' GW, GP' SW, SP.

* (~) DIRTY SAND AND GRAVEL OF RESTRICTED PERMEABILITY- GMGM-GP, SM-SP, SM.
G)STIFF RESIDUAL SILTS AND CLAYS, SILTY FINE SANDS, CLAYEY SANDS AND

GRAVELS: CL,ML,CH,MH, SM,SC,GC.

FIGURE 16
Design Loads for Low Retaining Walls (Straight Slope Backfill)

* V S
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I, COMPUTE PRESSURES BY METHODS OF FIGURES 2 TO T
I I I I.I.I..q PASSIVE PRESSURES FOR CLEAN COARSE GRAIN SOILS

___.rL 0 CI INCLUDE WALL FRICTION (b).TABLE I. FOR ACTIVE OR
ANCHOR P APASSIVE PRESSURES IN ALLOTHER SOiLTYPES,ANCHOR PUL1. Ap .,
•PE SIGNORE WALL FRICTION
A"riVE EARTH NET, 2. DEPTH OF PENETRATrON R:UIRED -TAKE MCMENITS

H ,SUR0,A ' ABOUT POINT®ANo SOLVE FOR t" PAI1I+÷PA2F,-4 -PP
I 1 L LAYER L, ( FS2 ? TO3 FOR COM RSE.(AIN -') SOILS FS

L 1 , AYER " FS, a 5 TO 2 FOR FNE GRAINEU SOILS
INE'O y,," #2 •I~c2 3. ANCHORPULL:,Ap a N + 2-p/FS d,d WANCIXOSFOmIl.

PA2 1% 4. MAXIMUM SENDING MOMENT (MMAx) IN SHEETING
. )• 2 C2  COMPUTED BY THE FREE EARTH SUPPORT METHOD AND

APPLYING PI,,PA2,Pp/ftAND Ap. MR SHEETING IN SAND
SAPPLY MOMENT REDUCTION FOR FLEXIBILITY OF FrIE IFA

FREE EARTH SUPPORT - GENERAL CASE 5. INCRESE PENETRATION COMPUTED (D) BY 20%TC
ALLOW FOR DREDGING, SCOUR , ETC. -'

DESIGN STEPS 1, 2, AND 3 SAME AS ABOVE IN
EARTH SUPPORT.

---eAp 4. COMPUTE MAXIMUM 5IENDING MOMENT (MmAx.)IN

SHEETING BY FREE EARTH SUPPORT METHOD

PRESUE APPLYING PA, Pp/Fs AND Ap'
H 5. COMPUTE P ACCORDING TO FIGURE 19. IF P ,1 20, MDESIGN

* - 0 -)IS COMPUTED FOR THE SPAN "® ASSUMING SIMPLE
SUPPORT AT POINT®
IFP ( '20 OBMTN MOMENT REDUCTION FOR FLEXIBILITY
FROM FIGURE 19.

6. INCREASE PENETRATION COMPUTED (D) BY 20% TO

- ~ ALLOW FOR DREDGING, SCO", ETC.. WASIE PRESSURE '.

PENETRATION IN LOMPACT COARSE
GRAINED STRATUM

IQ

I I II W 1 COMPUTE PRESSURES AS ABOVE.
A EXCEPT THAT PASSIVE PRESSURE DECREASES TO

-0 Ap ZERO AT•TOP OF HARD STRATUM,

2: PENETRATION IN HARD STRATUM;
'ACTIVE TAKE MOMENTS ABOUT POINTAND SOLU*E FOR P:-/,VPRESSURE

pA,•I -) , pL2 a2+,e3). ,
PAe41- 4 FS -A2
ESTIMATE IF REACTION PB CAN BE PROVIDED BY
SHALLOW PENETRATION IN HARD STRATUM,

S3. ANCHOR PULL: Ap : PA FSR -. jd

4 MAXIMUM BENDING MOMENT IN SHEETING COMPUTED BY
APPLYING PA, Pp AND Ap TO SPAN (&C©ASSUMING
SIMPLE SUPPORT AT®. NO REDUCTION FOR FLEXIBILITY.

PENETRATION TO TOP OF HARD UNYIELDING STRATUM S '

FIGURE 18

Design Criteria for Anchored Bulkhead (Free Earth Support)
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kET IN INMEDILM kO AND PC
COARSE GRAINEO SOILS

aiERA0 IN VER dcmc

5 6 7 8 10 12 14 16 1820 30 40 50 60 70 90 100 150200

VALUE OF I LLVjPE RNNN FOOT OF WALL

EXAPLE PENETRATION IN VERY OOMPACT SANDJ~M~ z 9K0,00 IN. LBFT.
Ap Ap ~H --33 FT, D aI5 FT
Ap ~ ~ ~ f a p t 25,000 PSI, Ez30OjOOOOO PSI

TRY Z P32,1,385.7INA Sm 36.3 IN.-"'1(33+15)4 x 124  1k.2

M~e m 0 ES6 G ~ 645,000 IN. LB/FT
Fý MMAX.

S .M -. 64M2000IM s

pp I6,800 (25IP0O PSI
TRY A SMALLER SECTIONI.

LOAD DIAGRAM MOMENT DIAGRAM

LEGEND

MMXMAXIMUM POSITIVE MOMENT IN SHEETING COMPUTED BY METHODS OF FIGURE I15.
MDESIGN:z MAXIMUM POSITIVE MOMENT FOR DESIGN OF SHEETING.

(H+D) 4 Ex:SHEETING MODULUS OF ELASTICITY, PSI
p:FLEXI~lLIT NUBE E I z SHEETING MOMENT OF INERTIA. IN.4 PER 4UNNING

FOOT OF WALL.
NOTES

I- MDESIGN IS OBTAINED BY SUCCESSIVE TRIALS OF SHEETING SIZE UNTIL MAX. BENDING - -

STRESS IN SHEETING EQUALS ALLOWABLE BENDING STRESS.
2. NO REDUCTION IN M MX IS PERMITTED FOR PENETRATION IN FINE GRAINED SOILS OR LOOSE

OR VERY LOOSE COARSE GRAINED SOILS.
3, FLEXIBILITY NUMBER IS COMPUTED ON THE BASIS OF LUBRICATED INTERLOCKS.

FIGURE 1n~
Reduction in Bending Moments in Anchored Bulkhead from Wall Flexibility
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d. Anchorage System. Most of the difficulties with ancho-ed bulkheads
are caused by their anchorage. A tieback may be carried to a buried deadwan
anchorage, to pile anchorage, parallel wall anchorage, or it may be a drilled
and grouted anchor (see D4-7.3, Chapter 3). See Figure 20 for criteria for
design (f deadman anchorage. If a deadman must be positioned close to a wall,
anchorage resisitance is decreased and an additional passive reaction is re-
quired for stability at the wall base. Protect tie rods by wrapping, '
painting, or encasement to resist corrosion. Where backfill will settle
significantly or unevenly, to avoid loading by ove:burden, enclose tie rod in
a rigid tube, providing vertical support if needed to eliminate sag.

e. Example of Computation. See Figure 23 for example of analysis of
anchored bulkhead.

f. Construction Precautions. Precautions during construction are as
follows: - -

(1) Removal of soft material, or placement of fill in the "passive"
zone should precede the driving of sheet piles.

(2) Deposit backfill by working away from the wall rather than

toward it to avoid trapping soft material adjacent to sheeting.

(3) Before anchorage is placed, sheeting is loaded as a cantilever
wall, and safety during construction stages should be checked. -.

g. Sanc Dike Backfill. When granular backfill is scarce, a sand dike
may be placed to form a plug across the potential failure surface of the
active wedge as shown in Figure 22. Where such a dike rests on firm fotunda-
tion soil, the lateral pressure on the bulkhead will be only the active pres-
sure of the dike material. For further guidance, see Reference 11, Founda-
tions, Retaining and Earth Structures, by Tschebotarioff.

2. CANTILEVER SHEET PILE WALLS. A cantilever wall derives support from the
passive resistance below the dredge line to support the active pressure from
the soil above the dredge line without an anchorage. This type of wall is
suitabie only for heights up to about 15 feet and can be used only in granu-
lar soils or stiff clays. See Figure 23 for a method of analysis (after
Reference 12, Steel Sheet Piling Design Manual, by U.S. Steel Corporation).
For cohesive soils consider no negative pressure in tension zone. Figures 24
and 25 (Reference 12) may be used for simple cases.

3. INTERNALLY BRACED FLEXIBLE WALLS. To restrain foundation or trench excai-
vations, flexible walls can be braced laterally as the excavation proceeds.
This restrains lateral movement of the soil and cause loads on the braces
which exceed those expected from active earth pressire. Braces may be either
long raking braces or relatively short horizontal cross braces between trench

* walls. Design earth pressure diagram for internally braced flexible walls are
* •shown in Figure 26 (after Reference 6) for excavations in sand, soft clay, or

stiff clay.
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IEFFECTI OF ANCHOR U=CTION
RELATIVE TO THE WALL

d f

ANCHOR KOOCK LEFT OF be PROVOM NO REIiSTANCE
00 mNCoR BLOCK RawTOF bf I 11OVOCS PULLYw, o Jo IIRESISTANCE WITH NO LOAD TRANSFERRE TO WALL.

ov .' RICIC ANGLE ANCHOR BLOCK BETWEEN be AND bt PROWIIES
AP AMTAL RESISTANCE AND TRANSFERS LOAD APP

.0.0 7TO BASE OP WALL

A VECTOR OkVAM FOR FREE BODY abed

TO TeD OINTOF ZERO F W WHER PA a ACTIVE FREON 0=K OF de AT -

MOMENT IN WALL. P ANCHORtBLOK

C ONTINUOUS ANCHO VIALL LOCATED
BETWEEN RUPTURE SUPPRI AND

SLOM AT FRICTION ANO.E

d eA2

FORME PER ýINEAR FOOT OF ANCOR WALL
ANCHR WAL RK4T O CCANDCH ORWLL LEFT OP CC!
FOR hlFOR hl L, h2

Kp frAINEDROM P1GUIES Ph VEKA YhZ
USING - bl# a05 KA 1S1BT1ND 1RO FISUR 3

FIGURE 20
Design Criteria for Deadman Anchorage
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EFFECT OF DEPTH AND SWING
IOF ANHO KOCM

A AsPC Ap0  p ANCIM FOR h [l.- -- i

ULTIMATE Apcd3PrP-PHERE Apc/M 8ANCOWRESIS1ACE AND PPA:A Ap ONTINUOUSWAZ," :

TAKEN PER LINEAL FOOT OF WALL.A A 2. INDIVIDUAL ANCHORS,
IF d )b~h,ULTmMATE Apxb(lP-PA)+l•2 IAN*WHERE PO"RESLI•ANT

iON A-A I' A-A FRCE OF SOL AT REST ON VERT`CAL AREA eds oR e"ds.CONTIlNUOUSl 09WIXIAL ""-;'".-"
WALL ANCHORS IF dnh+b,Apl B70%OFAo dd OR CONTINUOUS VALL.

L FOR THIS CONDITIO IS L AND L ah.
IF d ih~b,Ap/d -ApCA -41.-t3ApeC),L~vh.

NOCHOR RESSTANCE FOR h ( II

ULTIMATE Ap/d OR ApcM EmQUAS BSNS CAFAITY OF STIo FONG OF
WIDTH ho AND SURCHARE LDDC y (h. 1.-•SEE FIGURE I,CMHPIE4
USE PRCTON ANGLE #' , "WHERE TAN .s"6 TA .

GENERAL REDUIREMENTS.
I. ALLOWABLE VALUE OF Ap AND Ape ULTIMATE VALUE/2, FACTOR OF SAFETY OF 2 AGANST RFALURE,
2. VALUES OF KA AND Kp ARE FOR COHESIONLESS MATERIALS. IF S•ACFILL HAS MTHN AND C SrhEN6NSW•MPUJTE

ACTIVE AND RWSSIVE FORCES ACCORDING TO FIGURES 7 ANIQD FINE GRAINED SOILS OF MEDIUM TO HIGH
PLASTICITY SHOULD NOT BE USED AT THE ANCHORAGE. " "-

3. SOILS WITHIN PASSIVE WEDGE OF ANCHORAGE SHALL BE OOMPCTED TO NO LESS THAN 90%OF MAX. UNIT
WEIGHT (ASTM D065 TEST).

4. TIE ROD IS DESIGNED FOR ALLOWABLE Ap OR Ape. TIE ROD CONNECTIONS 70 WALL AND ANCHORAGE ARE DESIGNED
FOR 1. (ALLOWABLE Ap OR Apt).

& TIE ROD CONNECTION TO ANCHORAGE IS MADE AT THE LOCATION OF THE RESULTANT EARTH PRESSURES
ACTING ON THE VERTICAL ACE OF T•E ANCHORAGE.

FIGURE 20 (continued)

Deeign Criteria for Deadman Anchoaage
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FIGURE 22 '-
Sand Dike Scheme for Controlling Active Pressure
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NOTE: WATER LEVELS CAN

BE DIFFERENT ON OPPOSITE
SIDES DUE TO PUMPINGTID4L -

H vFLUCTUATIONS AND OTHER
REASONS.

_ 70p -: y(H+OI0)OKp--4i

1. Assume a tri.al depth of penetration, D. This may be estimated from

the following approximate correlation. '.,
"- , ~Standard Penetration -
.: - . ~~~Resistance,N ." -,

0-4A

, Hshei h of pili nepth of venetratione D. T ate

2. Dterie thfoivlnlpsieoaealpesuewing appropriateoreaton

force in t eshoizotaln die cto Nutb eoadtesmo h
momntsabot aylointfmustDb ero. the of theet hotizon ta

0 - 42.0O,..-..
- 10 1.5H

11 - 30 1.25H31 - 50 1.0H -. ,
+50 0.75H

2. Determine the actvve and passive lateral pressure using appropriate
coefficients of lateral earth pressure. If the Coulomb method is
used, it should be used conservatively for the passive pressure.

3. Satisfy the requirements of static equilibrium: the sum of the -rT-
forces in the horizontal direction must be zero and the sum of the i•i•
moments about any point: must be zero. The sum of tAhe horizontal-"-'.ii'•""'

forces may be written in termp of pressure areas:

6,(EAiA2) - A(FBA2) - &•(ECJ)= 0 P I

-. Solve the above equation for the distance, Z. For a uniform

Kp D2 - KA (11+D) 2

(Kp- KA) (H+2D)

FIGURE 23

Analysis for Cantilever Wall
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4. Take moments about point F. If sum of moments is other than zero,
readjust D and repeat calculations until sum of moments around F is
zero*

5. Comipute maximum moment at point of zero shear.

6. Increase D by 20% -40% to result in approximate factor of safety of
1.5 to 2.

FIGURE 23 (continued)
Analysis for Cantilever Wall
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EXAMPLE

Backfill: 0 = 300 Underlying Cohesive Stratum: C - 750 psf

Y = 120 pcf y') 60 psf

Y'- 60 pcf

Depth H to mud line - 20 ft

Depth to water - 5 ft

a- 5/20 0.25

Wall friction - 0.3 (Table 1)

KA - 0.31 (Figure 5)

Y'EH -120 x 5 + 15 x 60- 1,500 paf

qu = 2C - 1,500 psf

USlriG FIGURE 25:

2qU -YE H 3000- 1500
Y KA H 60X0.31X204

,.* Depth ratio D _ 0.69
H

D calculated - 0.69 x 20 - 13.8 ft

D design - 13.8 x 1.3 - 17.9 ft

Moment ratio - 0.33 p 1•

Mmax - 0.33 x 60 x 0.31 x (20)3 = 49,104 ft-lb/ft of wall

FIGURE 25 (continued)
Cantilever Steel Sheet Pile Wall in Cohesive Soil with Granular Backfill ' 6

7p 2-1
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- rr r~r W - -- "

F2  "'

F3 H
(a) SAND

0•0 65 KA'y H
WHERE KA-TAN 2 (45-j6/2) -'

* F1
F .2H (b) SOFT TO MEDIUM CLAY

Ft  (N0>6)

For clays base the selection on

C7H No - YH/c

* F4  KA I-M~ ~S
Lw m -I except where cut is

underlain by deep soft
normally consolidated

" + clay, then m - 0. 4 FSB
ASSUME HINGES AT STRUT

LOCATMFNS ORCALCULATING See Figure 28 for Factor of Safety
STRUT FORCES against bottom instability,

(FSB): I i FSB <_1.5

F20.25H (c) STIFF CLAY
(No<4)
For 4<No<6, use larger of

F3 20 diagrams (b) and (c).
%0 ,so.2yH; %h2:0.4yH

•3 Use lower value when movements
F4 .are minimal and short

,.0.25HN construction period.

h- 2

FIGURE 26
Pressure Distribution for Brace Loads in Internally Braced Flexible Walls
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a. Wall with Raking Braces. When substantial excavation is made before
placing an upper brace, movement of the wall is greatest at the top and pres-
sures approa'1, active values. See Figure 27 for design criteria.

b. Braced Narrow Cuts. When a narrow cut 4s braced stiffly as excava-
tion proceeds, sheeting is restrained at the top and the wall deflects inward
at the base. Design the wall employing the following steps:

(1) Compute 'actor of safety against bottom instability (Figure
28).

r -
(2) Compute strut forces utilizing the method in upper panel of

Figure 27.

(3) Compute required section for wall and wale using method in upper
panel of Figure 27. In computing the required wall sections, arching could be
accounted for by reducing these pressures somewhat in all but the upper span.
A reduction of 80% of the values shown would be appropriate.

(4) Re-compute strut forces and the required sections of wales and
wall using the pressure diagram of lower panel of Figure 27 for each construc-
tion stage.

(5) Compare strut forces, and required sections computed in Step (4)
to those computed in Step (3) and select the larger force or section for
design. See example in Figure 31.

4. TIED BACK FLEXIBLE WALL. Depending on the width of excavation and other
factors (see Chapter 1) it may be economical to restrain excavation walls by V "

tie backs. The use of tie backs depends on the existance of subsoils adequate
to provide required anchorage. For multi-level tie back systems, drilled in
tie backs (i.e. anchors) are usually used. For a single level tie back (e.g.,
bulkheads), a deadman anchorage, batter pile anchorage or a parallel wall
anchorage are usually considered. For details on the drilled anchors -

process and hardwre, see Reference 6. For details on other anchorage systems
see Reference 12 and Reference 13, Fouudation Constic-•ction, by Carson.

a. Pressure Distribution. For soft to medium clay use a triangular
distribution, increasing linearly with depth. For all other soils use a
uniform pressure distribution. See Figure 29.

b. Design Procedures. Apply a design procedure similar to internally
braced excavation as shown in Figure 27.

5. EXAMPLE OF COMPUTATION. See Figure 30 for examle of analysis of braced
wall of narrow cut, and Figure 31 for an example of excavation in stages.

6. STABILIZING BERMS. On occasion it Is practical to increase the resis-
tance of flexible walls by using stabilizing berms. The lateral resistance of
a stabilizing berm will be less than that for an earth mass bounded by a
horizontal plane at the top elevation of the berm.
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. '~~ SOLDIER BEAMS P \ :-

.- ". ~~~~WITH L.AGGING" "..-

• _I

FLEXIBLE WALL OF NARROW CUT

1. COMPUTE PRESSURES ON WALL ABOVE BASE OF CUT BY METHODS OF FIGURE 26. FOR WATER
AT BACKFILL SURFACES USE Y 2/Sub AND ADO PRESSURES FOR UNBALANCED WATER "
LEVEL. FOR WATER AT BASE OF fUT USE Y -T. INTERPOLATE BETWEEN THESE PRESSURE

DIAGRAMS FOR AN INTERMEDIATE WATER LEVEL. *-..,-;•

2. DETENMINE STABILITY OF BASE OF CUT BY METHODS OF MIGURE 28. IF BASE IS STABLE,SHEETING
TOES IN SEVERtAL FEET AND NO FORCE ACTS ON BURIED LEGTH. IF BASE IS IMSTABLE,SHEETING
PENETRATES AS SHOWN IN FIGURE 26 AND UNBALANCED FORCE P6 ACTS ON BURIED LENGTH. IN
ANY CASE, PENLTRArmN MR( 6F CONTROU LD BY REQUIREMENT FOR CUT -OFF OF UNCERSE•.

3. MOMENTS IN SHEETING 'E'* VEEN BRACES O. x (S I MPLE SPAN MOMENTS), EYCEP| FOR UPPER
SPAN WHERE MOMENT z 1.0 a (SIMPLE SPAN MOMENT). MOMENTS IN SHEETING AT PNNT® IS
COMPUTED FOR CANK,'LEVER SPAN BELOW®, -.4CLUDING UNEALINCED FORE P,.

4, REACTION AT BRACES CotdPUfEO ASSUMING SIMPLE SPAN BFTWEEN BRACES.

FIGURE 27
Design Criter;a ior Braced Flexible Walls
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-DEFLECTED POSITION- - "":-

SHEETING OR SOLDIEIl 4

BEAMS WITH LA-GI3 4

RAKING BRACES "-' "•

* H

Irp OrA ., ,.

PA' RESULTANT ACTIVE PRESSURE .

PAI BRESULTkIT ACTIVE BEOW FLEXIBLE WALL WITH RAKING BRN"S

I. COMPUTE ACTIVE AND PASSIVE PRESSURES BY METHODS IN SECTION Z.PASSIVE
PRSSURE O LEN0AS-RINDSISICUEWL *RT )OIA ..

IGNORE WALL FRICTION FOR FASSIVE PRESSURES IN OTHER SOIL TYWM ND FOR " 1
ACTIVE PRESSURES IN ALL SOILS.

2. MAXIMUM MOMENTS IN SHEETING AND MAXIMUM LOADS IN BRAC1S AR UI9,ALY OTIAINED
AT A CONSTRUCTION STAE WHEN EXCAVATION FOR A BRACE AND VA" B COMPLETE P
AND JUST PRIOR TO PLACING THE BRACE. MR EACH SUCCESSIVE S E OF V.CA'MT1rON
COMPUTE SHEETING MOMENTS AND BRACE LOADS BY ASSUMIN SIMPLE SPAN ETWEEN

LOWEST BRACE THEN IN PLACE AND PONT OF ZERO NET PRESSURE BELOW EXCAVATION.

3. FOR TEMPORARY CONSTRUCTICIN CONOITIONS5,APPLY FACTOR OF SAFETY OF 1.5 TO COMPUTE
PASSIVE PRESSURES. TO ALLOW FOR POSSIBLE CONSTRUCTION SURCHARGE AND RIGIDITY ;
OF UPPER BRACE POINT, INCREASE LOAD ON UPPER WALE AND BRACE BY 15% OF COMPUTED -.

VALUE.

4. REQUIRED PENETRATION OF SHEETING BELOW FINAL SUBGRADE GENERALLY IS CONTROLLED
BY CONDITIONS AT COMPLETION OF EXCAVATION. PENETRATION REQUIRED 1S DETERMINED BY
EQUILIBRIUM OF FREE ENDED SPAN BELOW POINT ®A). AIRSUMING FIXITY AT POINT®:

PAI AI ~~~.MSO 71
MS a ALLOWABLE MOMENT IN SHEETING

5. CHECK POSITIVE MOMENTS IN SPAN BELOW POINT @ FOR THIS FINAL LOADING CONDITION.

FIGURE 27 (continued)
Design Criteria for Braced Flexible Walls

"7.2-103

- . - . . .-a -'% *.. . .", -- " ." -• ,., - *, - A -- , : :: :. . __ . .._ &. ., a, a..a.-: . ±-. -. . . : _ . . : . : . . . . : .



CUT IN COHESIONLESS SOCL

SHEETING OR SOLL;-;FR BEAMS AND BOARDS

STABILITY I5 INDEPENDENT OF M4 AND 8, BUT VARIES
wTH ?4 AND SEEPAGE CONDITION.

* ~SAFETY RA=OR, FS a 2Ny,2 (--KA TAN

liiN~j - BEARING CAPAITY FACTOR, FIGURE 1, CHAPTER 4
ifI1ýTA)4(ý IFOGROUNDWATER ISATADEPTHOF (BIOR MORE BELOW

PA BASE OF CUT:-
)Ij AND Y2 ARE TAKEN AS MOIST UNIT WEIGHT

IF GROUND WATER IS STATIC AT BASE OF CUT:
YT - MOIST WEIGHT, Y2 a SUBMERGElD WEIGHT.

IF SEEPAGE IS MOVING UPWAR TO BASE OF CUJT:
Y2i (SATURATED UNIT WEIGHT) - (UPLIFT PRESSURE)

CUT IN CLAY. DEPTH OF CLAY UNLIMITED (T ) .79)

L LENGTH OF CUT IF SHEETING TERMINATES AT B&ASE OF CUJT
SAPETY FAC71R, F5 Ns

NC zSEARING CAPACITY FACTOR, FIGUE 2, CHAPTER 5
C WHICH DEPENDS ON DIMENSIONS OF THE

EXCAVATION-S, L ANDOH(USE H aZ)..
H C z UNDRAINED SHEAR STRENGTH OF CLAY IN

* ~FAILURE ZONE BENEATH AND SURROUNDIN
BASE OF CUT.

qaSUR E SURCHARGE.
IF SAFETY FACTOR IS LESS THAN I.5 ISHEETING MUST BE

T WIT CARRIED BELOW BASE OF CUT 10 INSURE STABILITY.
FORCE ON BURIED LENGM:

? FAILURE SJRFjACMEIFH +j.r,:7.H-A-CS

IF HI(fJ rPH -1.5H,(rrH-Jr -VC)

CU NCLAY, DEPTH OF CLAY IMTE YI;HARD TffM( 1IB

RCOTANGULAR EXCAVATION; FS a NOR V- F

N AND NCR: itEARING CAPACITY FACTORS.
FIGURES 5 CAPTU 4,WIIICH DEPPQ ON DIMENISIONS OF THE .

~~EXCAVATION. B,L AND H,(USEHzZ)

NOTE: IN EACH CASE FRICTIO AND ADHESION ON SACK OF SH4EETING IS DISREGARDED.
CLAY IS ASSUMED TO HAVE A UNIFORM SHEAR STRENGTH uC THROUGHOUT FAILURE ZONE. .

FIGURE 28
Stability of Base for Braced Cut
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4q

SOFT TO MEDIUM CLAY

Compute pressure based on at-rest
conditions with Ko from 0.5 to
0.6. In normally consolidated clays
eocessive preatressing should not be
permitted because of the potentialH for induced consolidation. Use

design procedure as in Figure 26.

ELEVATION PLAN

FIGURE 29
Presstwe Distribution for Tied-Back Walls
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SANDS

Where deformations are critical and
tie-backs are pristressed to 1002 of
desig load, compute pressure based
on at-rest conditions. Use K0 - 0,4
for dense sand, and K0 - 0.5 for .1

04 KoHTO5 KYH loose sand.

STIFF0VERYSTIFFCLAY Use pressure ordinate to produce the
Ssame force as for braced excavation.

0.3 is applicable for stability number
of about 4. and 0.15 is applicable when
stability number is less t1,n 4. Use
design procedure as in Figur'- 26.

• 6,•.-N'' "

"TO • .Ž1',

4 0.3 )'N

FIGURE 29 (continued)
Pressure Distribution for Tie-i-Back Walls
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LENT 80 EX~CAVTOL-0

DRIV SHETI G T BE OW BOT ETOM G OF D E STABAION YOFBSO U

PRESUR O WALFOMSURRONDIN SOIL BASEOFUTSE FIGURE 26)

LOCTIO OF-INUIFR RESULTANT)
R~ ~ ~~Y H +q 5 2:18

2 2
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ASSUMPTIONS .

I. NO SURCHARGE LOAD. 2. NO WALL FRICTION

PROPERTIES 
w

-:300 --o125 KCF 0'.0625 KCF

C 20 DEP'I H OF EXCAVATION 40'
GWL :IO'BELOW
GROUND LEVEL '

S(1)..

""00.417 - .677.7' (I) 7' (I) --

I1' o7' (2) 1. 115

IQ41' / , -A 2 7' (3) 1.740

4 SI Z027 X

36d (4).302' 2.550

STAGE I STAGE 11 FINAL STAGE

COMPUTATIONS
FROM FIGURE 2
KA=I/3, Kp: 3

A. STAGE I

(PRIOR TO INSTALLATION OF BRACE I )
SHEETING ACTS AS CNTILEVER WALL.

USE FIGURE 24
a -0 Kp/KA:9

D/H :0,95 *.'REOUIRED D:0.95 x 8 x 1.4 -10.64' ('

MMAX/y" KA. H3 :0.37 MMAX : 3.946 FT-KIP

FIGURE 31
Example of Excavation in Stages
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"S. STAGE 1"

1. ACTIVE PRESSURE
AT WATER LEVEL,O"A (10): 1/3 x 0.125 xIz0 -0.417 KSF r
AT EXCAVATION LEVEL.,or (18) z 0.41T IV3 x 0.0625 x 8= 0.583 KSF
WATER PRESSURE ON ACTIVE SIDE

Pw (10)=0.0625 x 8 a0.500 KSF
TOTAL PRESSURE (18) = CIA, (16) + P,, (18) 1.h083 KSF-

2. POINT OF ZERO NET PRESSURE

APPLY FS : 1.5 TO Kp

SLOPE OF THE NET PRESSURE DIAGRAM =(3/LS -I/3) 0.0625 =0.104

1083
DISTANCE TO 0.104 IO.41FT-

3. REACTION AT (I) AND (A) PER LINEAR FOOT OF WALL

ASSUME HINGE (ZERO BENDING MOMENT) AT (A)
R(I) [ 0(I.083 x 10.4; x V2 x (2/3 xlO41) +(I.03-Q417)x8x 1/2 z(10.41+8/3)+0.417 xa8 x

(10.41 +8/2)+0.417 x10 x 1/2 x (i0.41 +8+10/3)Jx I
(10.41+11)

R(I) 7.817 K,USE R(I) .I15 7.817:8.99K 2-9.OK P .

R(A)=5.905K 0! 5.9K

4. POINT OF ZERO SHEAR
TRY A LOCATION BETWEEN BOTTOM OF EXCAVATION (DEPTH 18') AND (I)

7.817-(I/2 x 10x0.417)--(Soz041L7/2KSO X'' So):O, So=7.-5'

5. MAXIMUM MOMENT

M MAX. =8e17 X (7.5 +÷3 •- -E,/2 a 10 a.4I7)x (ZTr5 + -10 -E 7.75sz 0.417) x Z•]

ILV 2-'_ =L6 71z40. FT- KP

USE PRESSURE DIAGRAM FROM FIGURE 26
YeV 0. 25 x 0. 125 +-0.75 x 0.0625 =0.0?81 ft Ký | "

Oh:0.65 x 1/3 xt 0.0781 %z 40 z0.677 KSF

Pw (30) : 0.0625 x 30 : 1.875 KSF

FIGURE 31 (continued)
Example of Excavation in Stages
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2. STRUT LOADS PER LINEAR FOOT OF WALL

R(I) a [0.677 x 172/2 .Q0625 x 72/2 x 7/3 1/10-10.14 K,FOR DESGN R 11.15 xraI4 11.66.K
* . AIV)- &.677 x I7)÷l/ +(V x0.11-0.GM x 7)-10.14)] 40.15 mx 10x/02) +

(II/KxI.Mq-I.II53K)uIWJJ/3) VI.' -9.52K

* ~~~~~R(34' f0-O67 z? K2) NI/2 0(.740-'0677)x1 )1.14 -9 52] 41I.740x9 x9/2) +
(I/2 x M(I.302-.1) xl 919/3))1I/9 -16.53K "Ki!

MR1(4[06 x O.677) + V(2 x(Z.302 -Q7) x26IQ14-%-52 -16.33] -2.302 x 4 x.4/2)+ ,
(1/2 x (2.550 - 2.302) x 4 x 4/3)) 1/4 : 14.27 K

3.MOMENT

iMAXIMUM MOMENT IS LIKELY TO OCCUR BETWEEN (3) AND (4). ,
POINT OF ZERO SHEAR FROM (3).

R 1.174 x 9 %9/2) + V2 x(2.302 -l14) x 9x9/3] X IVS 17W112

S-4.61 FT., a -2.0 KSF

461 4.61MMAX W 8,67x4.6)- (I:K,4.61 x T-V'-)-V2 x (2027-1.74) x 4.61 x

-20.5 FT KIP; M DESIGN '0.6 x 20.5 '16.4 FT- KIP..

D. SUMMARY

CONSTRUCTION STRUT LOADS MOMENTS "
STAGE KIP FT- KIP

I 3.95
Hr R(I) : 8.99 41.9 BETWEEN (I) AND (4)

R(I) ' 11.66; R(2) ;9.,52 16.4 BETWEEN (3) AND %4)FINAL R (3) z 16.33; R (4) z'14.27

NOTE: (A) THE MOMENT AT SIAGE 1U IS GREATER THAN THE FINAL MOMENT.
INTERMEDIATE STAGES MUST ALSO BE CHECKED AS PER PROCEDURE IN FIGURE n7.

(8) I F SIMPLE• AREA MET•HOD IS SELECTED FOR THE COMIPUTATIONS OF LOADS

IN STRUTS (1) AND (2), THEN LOAD IN (I) WILL DECREASE AND (2) 0
"WILL INCREASE.

FIGURE 31 (continued)
Example of Excavation in Stages VI
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E. PENETRATION BELOW SUBGRADE

1. PRESSURE COMPUTATION

ACTiVE CA (10') a1/3 x0.125 x O1 0.417 KSF

"A (30') a1/3 x 0.125 x10 + I/3 xO.OG25 xa '0.958 KSF

Or (40) a 1/3 x0.125 x 10 + /3 zO.O625r 30 • 1.042 KSF.

WATFR PRESSURE (UNBALANCED HEAo ) PASSIVE PRESSURE
Pw (36) 1.0625 x 26 I.625KSF 0 p (0), K O.62S5a DO.I25 D
p (40') ,.0625 a 30 x1.875 KSF (APPLY FS .I.5 TO PASSIVE PnSURE)

a ~0.417 4.9L

40 (4) 2.583 =0.958+•1.625 ;

S• • • 2.917 2 1.042 4-1.875

2. DEPTH REQUIRrMENT TO LIMIT MOMENT IN SHEETING
(SEE FIGURE 27 (CONTINUED),4.)

USE PZ 27 S x 30.2 IN3 /FT OF WALL

USE Ob : 27,000 PSI "
ALLOWABLE MOMENT: 3- ,27 a 67.95 FT -KIP : MS

TAKE MOMENTS ABOUT (4) TO DETERMINE D.
" 6.95+ (IV2 0.125DxD1(42/3 0))-2583 x 4 x 4/2 -V21(2.917-2.503) 14 x 2/3 x4

-2.917 x Dx (4+D/2)- /2 x (I/3 x 0.0625)Dx 0x 1(4 + 2/3 D) 0

D3 -35.3 D2-33U.5 0 +1296.6,O : 0

D•3FT.

3. DEPTH REQUIREMENT FOR CONTROL OF PIPING. (DM-7'1, CHAPTER 6)

AS.•UME W/Hw: 1.5 (I.E.,WIDE EXCAVATION)
Fs r 1.2 P

D/Hw :0.65

OR D : 30 x 0.65 : 19.5 FT
HENCE PIPING GOVERNS THE DEPTH OF PIENC•TRATION FOR THE SHEETING.

FIGURE 31 (continued)

Example of Excavation in Stages
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a. Method of Analysis. Perform wedge force equilibrium for several
trial failure surfaces, and plot corresponding values of horizontal resis-
tance for each trial failure surface. The minimum value of horizontal resis-
tance obtained from the curve is the total passive earth pressure for the
berm. An approximate method of analysis is to replace the berm with an
equivalent sloping plane, and assign an appropriate passive pressure coeffi-
cient.

b. Graphic Procedure. A graphic procedure (Culmann Method) for evalu-
ating the lateral resistance for granular soils is given in Figure 32.

7. SOLDIER PILES. A frequently used internal bracing system consists of
soldier piles with lagging. The passive earth resistance acting on indi-
vidual soldier piles may be computed as shown in Figure 33. For cohesive
soils use uniform resistance of 2c neglecting the soil resistance to a depth
of 1.5 times the pile width b from the bottom of the excavation. For granu-
lar soils, determine K without wall friction and neglect the soil resis-
tance to a depth equal to b below the bottom of the excavation. Total resist-
ing force is computed by assuming the pile to have an effective width of 3b,
for all types of soils. This is because the failure in soil due to individual
pile elements is different from that of continuous walls for which pressure
distributions are derived.

8. GABION STRUCTURES. As illustrated in Figure 34, gabions are compartment-
ed, rectangular containers made of heavily galvanized steel or polyvinyl-
chloride (PVC) coated wire, filled with stone from 4 to 8 inches in size, and
are used for control of bank erosion and stabilization. When water quality is
in doubt (12<pH<6) or where high concentration of organic acid may be present,
PVC coated gabions are necessary. At the construction site, the individual
gabion units are laced together and filled with stone. ]

a. Design. Gabions are designed as mass gravity structures (see Figure
15). When designing a vertical face wall it should be battered at an angle of
about 60 to keep the resultant force toward the back of the wall. The coef-
ficient of friction between the base of a gabion wall and a cohesionless soil
can be taken as tan0 for the soil. The angle of wall friction,8 , may be
taken as 0.90. Where the retained material is mostly sand, a filter cloth
or granular filter is recommended to prevent any leaching of the soil. Deter-
mine the unit weight of gabions by assuming the porosity to be 0.3. Specific
gravity of common material ranges between 2.2 (sandstone) and 3.0 (basalt).
Along all exposed gabion faces the outer layer of stones should be hand placed
to ensure proper alignment, and a neat compact square appearance.

b. Cohesive Soils. A system of gabion counterforts is recommended when
designing gabion structures to retain clay slopes. They should be used as
headers and should extend from the front of the wall to a point at least one
gabion length beyond the critical slip circie of the bank. Counterforts may

be spaced from 13 feet (very soft clay) to 30 feet (stiff clay). A filter is
also required on the back of the wall so that clay will not clog the free
draining gabions.
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F--.

FLEXIBLE " --WALL ""i '

,,.CULMANN LINE "i

p --:, - :

PT b

PNCPLANE OF SHEAR . .: ,

a€

PASSIVE RESISTANCE,Pp

Y •
1. Lraw berm to scale. ,

2. Layout OX from point 0 at angle e below horizontal.

3. Layout OY from point 0 at angle (a+8 ) below OX.

4. Assume failure surfaces originating at point 0 and passing through
points a, b, c, etc.

5. Compute the weight of each failure wedge.

6. Layout the weight of each failure wedge along OX to a convenient i
scale.

7. Draw a line parallel to OY for each failure wedge from its weight
plotted on OX to its failure plane (extrapolated where necessary).

8. Connect the intersecting points from 7 above with a smooth curve -

this is the Culmann Curve. Draw a tangent to this curve which is -
also parallel to OX. . -'

9. Through the tangent point F, draw a line parallel to OY to
intersect OX at WF. Distance FWF is the value of Pp in the weight
scale. V

10. Normal component of the passive resistance, PN = P cos 8,

11. To compute pressure distribution on the wall, assume a triangular
distribution.

Figure 32
Culmann Method for Determining Passive Resistance of Earth Berm

(Granular Soil)
7.2-113
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0 Gabion Retaining Wall

@ Types - Common Gabion walls
shown on accompanying
diagrams are:

3 N a) Battered face wall with
4 horizontal backfill.
5 b) Stepped face wall with

vow sloped backfill.

•--..• •c) Battered face wall with

sloped backf ill. 
..

ft'

horizontal backfill,

The choice of either battered or

H stepped faces rests with designer;
stepped face recommended if v1]l
is more than 10 feet high.I Gabon Fill - Hard, durable, clean r

(c) stone 4 to 8 inches in
"(d) size or other approved - ,

size.

Desigjn: Design criteria for gravity walls apply. Wall section resisting
overturning and sliding. To increase wall stability, recommended to - .
tilt the wall at an angle of 6* (i.e. 1:10).

The angle of friction between the base of gabion wall and granular
soil may be assumed 0.9 times the angle of internal friction of soil.

For retaining clay slopes, a system of gabion counterforts is S
recommended.

Compute active soil pressure behind the wall using Coulomb Wedge
theory and design mass Qf the wall to balance the iorce exerted by
that soil wedge. (Higher than active pressures may be used depending
on compaction conditions and limitations on deformations.) 1 -

Maximum pressure at the base of gabion wall must be less than the ".
anticipated bearing capacity of the soil under the wall.

When water quality is in doubt (pH below 6 or greater than 12) or
where high concentration of organic acids may be present, use of PVC
(polyvinylchloride) coated gabions is recommended.

FIGURE 34
Gabion Wall

7.2-115

p



9. REINFORCED EARTH. Reinforced earth is a system of tying vertical facing
units into a soil mass with their tensile strips. It consists of four ele-
ments: (1) a soil backfill, (2) tensile reinforcing strips, (3) facing
elements at boundaries, and (4) mechanical connections between reinforcements
and facing elements. The soil backfill is generally granular material with
not more than 15% by weight passing a No. 200 mesh sieve. It should not
contain materials corrosive to reinforcing strips. Reinforcing strips include . -

smooth and rough strips of non-corrodable metals or treated metals about 3
inches wide. Facing consists of steel skin or precast concrete panels about 7
inches thick.

A wall constructed of reinforced earth is a gravity wall and its safety should
be checked as in Figure 15.

Internal safety of reinforced earth is checkea as illustrated in Figure 35.
For further guidance on reinforced earth see Reference 14, Reinforced Earth
Retaining Walls, by Lee, et al. and Reference 15, Symposium of Earth
Reinforcement, Proceedings of a Symposium, by American Society of Civil
Engineers.

10. EARTH FILLED CRIB WALLS. See Figure 36 (Reference 16, Concrete Crib
Retaining Walls, by Portland Cement Association) for types and design cri-
teria. For stability against external forces, a crib wall is equivalent to
gravity retaining wall (Figure 15)) For design of structural elements, see
Reference 17, Foundations, Deslin and Praccice, by Seelye. ]

Section 5. COFFERDAMS

1. TYPES. Double-wall or cellular cofferdams consist of a line of circular
cells connected by smaller arcs, parallel semi-circular walls connected by
straight diaphragms, or a succession of cloverleaf cells (see Figure 37). For

analysis, these configurations are transformed into equivalent parallel wall
cofferdams of width B.

2. ANALYSIS. Stability depends on ratio of width t o height, the resistance-

of an inboard berm, if any, and type and drainage of cell fill materials.

a. ExteriLr Pressures. Usually active and passive pressures act on ex-
terior faces of the sheeting. Hr-,"ver, there are exceptions tu this and these
are illustrated in Figure 37.

h. Stability Requirements. A cell must be s~able against sliding on its
base, shear failure between sheeting and cell fill, shear failure on center- V1

line of cell, and it must resist bursting pressures through int.•rlock tension .
These factors are influenced by foundation type. See Figure 37 for design
criteria for cofferdams with and without berms, on foundation of rock or of
coarse-grained or fine-grained soil. See Reference 18, Design, Constructiun
and Performance of Cellular Cofferdams, by Lacroix, et ai., for further
guidancc.
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0245+#/dt

J,/ T

Ins

45+*2 La *~~ RANdKINE FAI~LE ZONE

THICKNCSS t

Safeti- against breaking of reinforced strips'.- 1
- s W t31

KAyH SX
*S -Horizont.Ul spacing between strips X -Vertical Spacing between strips

fsin allowable stress of reinforced strips.r
*Typically W *3". A high factor of safety, F5 = 3.2, is used even though

allowable metal stress is utilized in computing strip thickness. This is *
done to' account for unknowns such as 'iur'ibility and corrosion.

VSAFETY A6AI NST PULLOUT Ftj - 2 Lmi.W TAN&
KA S-X

Lmin is measured beyond zone of Rankine failure. The upper strips may not
have enough length to fulfill this requirement, but as long as the average
length of all the strips satisfies this conditon the wall is considered J
satisfactory.

Kd - depth beneath top of wall

-~ --thickness of strip e
Y - unit weight of bac-kfillI

B width of wall

KA -coefficient of each active pressure (higher than active
value may be used depending on compaction conditions and
limitations on deformiations).

8angle of friction between reinforcing strip and the backfill
-material

effective length of tie beyond potential sliding surface W

FIGURE 35
ReinforcedEat

L
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-BACKFILL

HEADERS

STRETCHERS

TYPICAL SECTION FISH TAIL TYPE ASSEMBLY

STIF~I

CLOSE FACE ASSEMBLY CORNER OF BIN ASSEMBLY ..-

TYPES - COMMON TYPES OF CRIBS SHOWN ON ACCOMPANYING DIAGRAMS.
CRIBBING MATERIALS -TIMBERCONCRETEAND METAL,.

FLL_-CRUSHED STONE ,OTHER COARSEK GRANULAR MATERIALINCWDING ROCK LESS THAN 1 ICHES I SIZE.

DEIE~GN - DESIGN CRITERIA FOR GRAVITY WAkLLS APPLY. WALL SECTION RESISTING OVERTURNING IS S

TAKEN AS ARECTANGLE OF DIMENSION ( H tb ). WEr.IGHT OF CRIB IS C'Q.ML1TOTHAT OF MATERIAL ,•

WlTHIN (H xtb), INCLUDING WEIGHT OF CRIB MdEMBERS. LOW WALLS (4 FT: HIGH AND UNDER) MAY BE MADE ..

WITH A PLUMB FACE. HIGI4ER WALLS ARE 9MTTERED ON THE FACE AT LEAST 2) INCHES PER FOOT. FOR . •'"

HIGH WALLS (12 FT, HIGH AND OVER) THE BATTER IS INCREASED OR SUPPLEMENTAL CRIBS ADiOED Al*. o.:

THE BACK. SUCH WALLS ARqE VER(Y SIENSITIVE 1!0 TRANSVERSE DIFFERENTIAL SETTLEMENTS. WALLS.

WITH CONVEX BACK ARE MORE DESIRABLE FOR GREATER HEIGHT. IN OPEN FACE CRIISS, THE SIRE.• •

BETWEEN STRETCHERS SHOULD NOT EXCE.ED 6 INCKES SO AS TO FPROPEF.LY RETAIN THE FILL. EXPANSION i

JOINTS FOR CONCRETE AND METAL CRIBBIING ARE SPACED NO MORE THAN 90 FEET.

FiLLING-THE WALL SHOULD NOT BE LAID UP HIGHER THAN 3 FEET APOVE THE LEVEL OF THE FILL
WITHIN THE CRIB.

BIN TYPE RETAINING WALL - COMPOSED OF METAL BINS OR CELLS JOINED 1I0 SPECIALCOLUMNAR UNITS

SaAT THE CORNERS. THE DESIGN REQUIREMENTS ARE THE SAME AS FOR CRIB WA•LLS EXCEPT THAT
SUITABLE DRAINAGE BEHIND THE WALLS IS NEEDED. INTERNAL STRESSES ARE INVESTIGA•TED•

IN ACCORDANCE WITH CRITERIA FOR CELLULAR WALLS.

FIGURE 36

Design Criteria for Crib and Bin Walls

CONE OF SI SSML
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TYPICAL CELL OONFIGURATIQN EIASN ETOA

EQUIALENT RECTMULAR SETION EQUIVALENT FWTANOULAR 3WIC

1:1 2450 bu?8D51
CIRCULAR CELLS SEMICIRCULAR CELLS CLOVERLEAF TYPE CELL

TYPICAL SECTION --.

L INBOARD ACE

k ~o\-VA TE111 SURFAE IN THE CELL

W3 A TP OF ROCKSANOOR CLAYA

DI0 WATER SUNOCE
I ISLOPE OF FREE SURFA IN CELL DEPENDS ON

IPERMEABILITY OF CELL FILL ... UNLESS SPECIAL

ASSUME THE FOLLOVANG; FREED)RAINING COARSE

GRAINED FILL (GWGP, SW,SP)ý SLOPE I
HORZONTAL TO I VEWTICAL, SILTY COARSEA
GRAINED FILL (GWAGC.SM,SC). SLOPE 2 TO 1:
FINE GRAINED FILL SLOPE 3 V 1.

MORIZONTAL STRESS DIAGRAMS IN CELL FILL

SHEETING 00.5700.6 K a 04
S'OUT TTO LO Pj=A.A of gh PjaAmEaýýd,

P0AREA j ki

b P

lop; ~ ~H~P h H_-- i- -4

P;aK YSWH Pb a K [y(H-H3)4-YSU8 (H3- H) +YW( H3-

SUSB(Hf PI aK v'(H-H3)+4su 3143

Design Criteria for Cellular Cofferdans
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PIARAMETERS FOR ANALYSIS

1. Equivalent width of cofferdam. Assume B 0 0.85H for first trial.

2. Effective weight of cell fill. W - [B(H-HI)Yr+ B(HI) Ysub]

3. Average distance between cross L .i

walls. - '

4. Horizontal active force on P 'A(A
outboard side - compute using
KA - tan2 (45%- /2).

5. Coefficient of horizontal earth K (varies -see horizontal
pressure* pressure - diagram)

6. Water force on outboard side. Pw - ywLF

7. Horizontal passive force due to - P p +Pwi (include
berm plus water force. wall friction between

shee'. pile and soil
8. Net overturning moment due to Mo (Pw X-)+(P~x T)-(PPXT)

total horizontal force. (point of application of P is
approximated as H14/3, see References
in text for further guidance)

9. Resisting moment due to cell MR W(B/2)
fill.

10. Radius of cell wall. R

11. Interlock tension. T = Pb L
where Pb " total horizontal stress

at point b

Zone at maximum interlock tension
located at H/4 above base. See
stress diagram, Inboard Sheeting
and references cited in text

12. Ultimate interlock strength. Tu a 16 kip/in for ordinary U.S.
steel sheet piles and 28 kips/in
for high interlock U.S. sheet
piles

13. Effective unit weight. YE weighted average of cell S
fill YT and YsuB (above and
below water in the cell)

FIGURE 37 (continued)
Design Criteria for Cellular Cofferdams
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14. Friction angle of soil and S - 2/3 0'
steel.

15. Coefficient of friction between X use 0.5 for smooth rock,
cell fill and rock. for all other use tan0

16. Drained angle of shearing
resistance of soil.

17. Coefficient of interlock f = 0.3
friction.

18. Horizontal effect stress on p'= (see pressure diagram for
a vertial plane. subscript)

19. Horizontal effect force on a P' -(see pressure diagram for
vertical plane. subscipt)

, : io.:-
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DESIGN METHODS

COFFERDAM ON ROCK - WITH BERM

1. Factor of safety against sliding on Base

FS" - > 1.25 (TEMPORARY)TO 1.5(PERMANENT)
PWOAP -

:.
2. Factor of safety against overturning, FO

FO:.-- o 3 TO03.5

3. Factor of safety against excessive interlock tension, Fi

Fi - .) 1.5 TO 2.0

4. Factor of safety against vertical shear on centerline, Fvs (Terzaghi)

FVS 2/3 TK N $N 4-(Pj-Pp)ft] 1.25 (TEMPORARY WALL)
Mo1 50O (PERMANENT WALL)

Where P'I is calculated using the effective stress diagram for the
Center Plane of cell, and equals the area efgh with K - 0.5 to 0.6; and
P' is calculated using the efftctive stress diagram of Inboard
Sheeting, and equals area ab'c'd with K - 0.4.

5. Factor of safety against tilting, Ft
Ft Y EM 6 YES H(3TAN2 S6 1TAN3 4 +.. - I.25 (TEMPORARY)Mo 6 H- 1.50 (PERMANENT)

FOR K:TAN2 (45 - /2) .' .- 44PR.A..--,
6. Factor of safety against shear at cell fill, sheet pile interface, Fsf

s"Mo' [(P +P + )TAN +P P' f I.25 (TEMPORARY)
- 1.50 (PERMANENT)

Where Po' is calculated using the effective stress diagram for
Outboard Sheeting, and is equivalent to area Jkl with K = 0.7 to 1.0.

7. Select value of B which satisfies all requirements. " '

COFFERDAM ON ROCK - WITHOUT BERM 
* .

Follow design Steps 1 through 7 as above for cofferdam with berm.

8. Put Pp - 0 in all equations to compute Mo and factor of safety. I
9. In computing Fvs, P'i is calculated using the stress diag -am for

Inboard Sheeting, and equals area ab'c'd with K 0.4.

FIGURE 37 (Continued)
Design Criteria for Cellular Cofferdams
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*" COFFERDAM ON DEEP SAND FOUNDATION - WITHOUT BERM

10. Penetration of sheet piling may depend on underseepage requirements
which are evaluated with flow net. In general, this is to avoid p 4ing
at inboard toe.

2H1)D - D2  = ...

or DI - D2 '-. if water level is lqwered at least-b--below inboard
ground surface. 6

11. Check factors of safety for Steps 2, 3, 4, 5, and 6 above for
cofferdams on rock.

12. Factor of safety for stability against bearing capacity failure, Fbc

Fbc= Quit _ 2 (NOTE: Pp=O)

Quit ULTIMATE BEARING CAPACITY FOR CONTINUOUS FOOTING OF WIDTH B (SEE CHAPTER 4)

13. Penetration to avoid pull-out of outboard sheeting.

[• ~~Quit.) 1.5,WHERE Quit =ULTIMATE PULLOUT CAPACITY PER LINEAR FOOT OF ',"."

SWALL z 1/2 K0 YE D1
2 TANS XPERIMETER (NOTE:Pp=O), AND Qp= ( "

S14. Design as per steps for cofferdam on deep sand foundation without berm,
except that passive resultant Pp is included in resisting overturning

15. Stability against bearing capacity failure is not as critical with
presence of berm.

16. Penetration of sheeting required to avoid piping is evaluated with flow A
net.-.:

17. Penetration of Outboard Sheeting to avoid pull-out is the same as for
cofferdam on deep sand without berm except include Pp in calculation
of MO. *

COFFERDAM ON STIFF TO HARD CLAY

18. Design procedures same as for cofferdams on sand. Stability against
bearing capacity failure of inboard toe Fbc > 2.5. Penetration of
sheeting to avoid piping is usually not important..

19. Penetration to avoid pull-out of Outboard Sheeting

Quit 1Qp SAME ASSTEP 13
Quit" Cc DI X PERIMETER (Co 7ROM TABLE I)

FIGURE 37 (Continued)
Design Criteria for Cellular Cofferdams
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COFFERDAM ON SOFT TO MEDIUM STIFF CLAY

20. Design procedures same as for cofferdams on deep sand, with
modifications as per following steps. Penetration to avoid
piping is usually not important.

21. Factor of Safety for stability against bearing capacity failure, Fbc

Fbc from Step 12 > 3

22. Because of internal instability due to settlement of compressible
foundation, factor of safety against vertical stress on centerline
Fvs from Step 4 qhould be

F = !L.X Rf 8 X (L+0258) ) Ji25 (TEMPORARY)
VS MO L (L+0.58) -11.50 (PERMANENT)

Investigate overall stability of cofferdam with respect to sliding
along a curved surface below the bottom of the sheeting by slope
stability analysis from DM-7.1 CHAPTER ?.

23. Investigate and evaluate seams of pervious sand within the clay deposit
which could develop excessive uplift pressure below the base of the
cofferdam.

24. Evaluate penetration of outboard sheeting to avoid pull-out as per Step

19. 1~~
FIGURE 37 (continued)

Design Criteria for Cellular Cofferdams
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vi (1) Sand Base. For cell walls on sand, penetration of sheeting must
be sufficient to avoid piping at interior toe of wall and to prevent pullout

* of outboard sheeting.

(2) Clay Base. For cofferdams on clay, penetration of outboard
*sheeting usually is controlled by the pullout requirement and piping is not

critical.

(3) Bearing Capacity. For cofferdams on either clay or sand, check
the bearing capacity at the inboard toe by methods of Chapter 4.

c. Cell Deformations. The maximum bulging of cells occurs at about 1/4
of the height above the base of the cofferdam and the cells tilt about 0.02 to1::0.03 radians due to the difference in lateral loads on the outboard and
inboard faces. Deflections under the lateral overturning loads are a func-
tion of the dimensions, the foundation support, and the properties of the cell

fill (see Reference 19, Field Study of Cellular Cofferdams, by Brown).

3. CELL FILL. Cl.ean, coarse-grained, free-draining soils are preferred for
cell fill. They may be placed hydraulically or dumped through water without
compaction or special drainage.

a. Materials. Clean granular fill materials should be used in large and V
critical cells. Every alternative should be studied before accepting fine-
grained backfill. These soils produce high bursting pressures and minimum
cell rigidity. Their use may necessitate interior berms, increased cell
width, or possibly consolidation by sand drains or pumping within the cell.
All soft material trapped within the cells must be removed before filling.r u

b. Drainiaje. Weep holes should be installed on inboard sheeting to the
cell fill. F~or critical cells and marginal fill material, 3upplementary

Vdrainage by wellpoints, or wells within cells have been used to increase cell
stability.

c. Retardation of Corrosion. When cofferdams are used as permannent,. "

structures, especially in brackish or seawater, severe corrosion occurs from
top of the the splash zone to a point just below mean low water level. Use
protective coating, corrosion resistant steel and/or cathodic protection in
these areas.
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CHAPTER 4. SHALLOW FOUNDATIONS

Section 1. INTRiOUPCTION

1. SCOPE. This chapter presents criteria for the design of shallow founda-
tions, methods of determining allowable bearig pressures, and treatment of
problems in swelling and collapsing subsoils. For the majority of structures
the design of footings is controlled by limiting settlements. (See RELATED
CRITERIA below.) This chapter discusses permissible bearing pressures as
limited by shear failure. Shallow foundations are of the following types;
spread footings for isolated columns, combined footings for supporting the
load from more than one structural unit, otrip footings for walls, and mats or
rafts beneath the entire building area. Also, included is guidance for foot-
ings subjected to uplift. Design of deep anchors for such footings is covered
in DM-7.3, Chapter 3.

2. RELATED CRITERIA. See DM-7.1, Chapter 5 for determination of settlements
of shallow foundations. See NAVFAC DM-2 for criteria for loads applied to .1
foundations by various structures and structural design of foundations.

3. APPLICATIONS. Shallow foundations can be used where there is a suitable
bearing stratum near the surface, no highly compressible layers below, and
calculated settlements are acceptable. Where the bearing stratum at ground
surface is underlain by weaker and more compressible materials, consider the
use of deep foundations or piles. See Chapter 5.

Section 2. BEARING CAPACITY ANALYSIS '' ,

1. LIMITATIONS. Al'r- ble bearing pressures for shallow foundations are
limited by two considrv.ons. The safety factor against ultimate shear
failure must be adequate, and settlements under allowable bearing pressure
should not exceed tolerable values. In most cases, settlement governs the
foundation pressures. See DM-7.1, Chapter 5 for evaluation of settlements.
For major structures, where relatively high foundation bearing pressures yield -I
substantial economy, determine ultimate bearing capacity by detailed explora-
tion, laboratory testing, and theoretical analysis. For small or temporary
structures, estimate allowable bearing pressures from penetration tests, per-

and 4.

2. THEORETICAL BEARING CAP,.AITY.

a. Ultimate Bearing Capacity. To analyze ultimate bearing capacity for
various loading situations, see Figures 1 through 5. For these analyses the
depth of foundation embedment if iumed to be less than the foundation width,
and friction and adhesion on tf Pundation's vertical sides are neglected.
In general, the analyses assume a rough footing base such as would occur with 7
cast-7n-place concrete.
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Figures 1 through 5 present ultimate bearing capacity diagrams for
the following cases:

(1) See Figure 1 (Reference 1, Influence of Roughness of Base and --

Ground Water Condition on the Ultimate Bearing Capacity of Foundations, by
Meyerhof) for shallow footings with concentric vertical load. Formulas shown
assume groundwat~er at a depth below base of footing equal to or greater than

* the narrow dimension of the footing.

* ~(2) Use Figure 2 skReference 1) to determine groundwater effect on
ultimate bearing capacity and the depth of failure zone. For cohesive soils,
changes In groundwater level do not affect theoretical ultimate bearing
capacity.

(3) Use Figure 3a (Reference 2, The Bearing Capacity of Foundations
Under Eccentric and Inclined Loads, by Meyerhof) for inclined load on continu-
ous horizontal footing and for inclined load on continuous inclined footing.

(4) Use Figure 3b for eccentric load on horizontai footing.

of (5) Use Figures 4a; 4b (Reference 3, The Ultimate Bearing Capacity
ofFoundations on Slopes, by Meyerhof) for shallow footing with concentric

4 vertical load placed on a slope or near top of slope. *
(6) Use Figure 5 (Reference 4, The Bearing Capacity of Footings on

a Two-Layer Cohesive Subsoil, by Button) for shallow footing with concentric
vertical load on two layered cohesive soil.

These diagrams assume general shear failure which normally occurs in
dense and relatively incompressible soils. This type of failure is usually
sudden and catastrophic; it is characterized by the existence of a well-

* defined failure pattern. In contrast, in loose or relatively compressible
soils, punching or local shear failures may occur at lower bearing pressures.

Punching or local shear failures are characterized by a poorly defined failureNsurface, significant vertical compression below the footing and very little 4
disturbance around the footing perimeter.

To approximate the local or punching shear failures, the bearing
capacity factors should be calculated with reduced strength characteristics c*

and 0* defined as: 4

c* - 0.67 c
0*- tan-1 (0.67 tan 0

For more detailed and precise analysis, see Reference 5, Bearing Capacity of
Shallow Foundations, by Vesic.

b. Allowable Bearing Capacity. To obtain allowable bearing capacity,

use a safety factor of 3 for dead load plus maximum live load. When part ofI
the live loads are temporary (earthquake, wind, snow, etc.) use a safety
factot of 2. Include in design dead load the effective weight of footing and
soil directly above footing. See Figures 6 and 7 for examples of allowable ~ ~

4bearing capacity calculations. 4 P~
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ASSUME FAIE THEORETICAL FAILURE SQUAE OR RECTANGULAR FOOTING.

ASSUMED CONOITIONS, quai cNC(I..- 1 )+•D
I. D 1.
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6. FOUNDATION SOILWITH PROPERTIES C.#,y _

FICURE 1
Ultimete Bearing Capacity of Shallow Footings With Concentric Loads
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* ~quitcg4yDq SURPAMEFOOTING, DzO
qui nI.SCNC+ [Yaub+F(yT-Ysub)] 0.6 RN)'

LYulab+(YT-Yvub)1 ilyN SHALLOW FOOTING 4Di 2R,IF d;LD
qul:1.3 CN0+ [Youb D4(YT-Ysub)d] Nq4(6Ysub.

VALUES OF SEARING CAPACITY FACTORS IF D(dS, (D~do) RNY)
Nc N q AND NV ARE SHOWN IN FIGURE 1. *LCc)~ ~4[sb.~~U.b 6~

* Ultimate Bearing Capacity !lith Groundwater Effect .
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*a Resultant force acts at the centroidO h ea
~ ~ of the reduced area.

S]. m ! I "

(A) IWUIr*ENTLOD"

I
S* For rectangular footings

reduce dimension as folllows:
77 DMcM AREA

T L' L -2ei elQ
j{L, o, 8 L

tB' BI B-2e 2  e- -Z.-

S7

(3) RAMEDIJ ARIA-REISULARB FOOT3
For a circular footing of
radius R, the effective area
A'te 2 x(area of circular -" L"

segment ADC),consider A'e to AC
be a rectangle with L'/ ----WD

A'e 2S -B'L' -.'

20- 1I/2-
ga l (2S R-62

4,• B' I L' J -"2
R+e

-R - R2 SINR2
(C) REDUCED AREA-CIRCULAR MOWhS S -2 - [eRej 2SN1

FIGURE 3b
Eccentrically Loaded Footings

V lV
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CASE IICNTINUOUS FOOTING T1MPOFSLOPE

Water at do > B

Mo qult " ncq + JT Iyq 0

"Water at Ground Surface

• .•quit " cNcq + Youb BN~oq " ""

- If B H:

"Obtain Ncq from Figure 4b for Case I with No - 0..- "
Interpolate for values of 0 < D/B < 1

Interpolate quit between EQ ® and ) for water at intermediate
level between ground surface and do - B.

If B > H:

Obtain Ncq from Figure 4b for Case I with stability number

No
C.

Interpolate for values 0< D/B < 1 for 0 < No < 1. If No Ž 1,
stability of slope controls ultimate bearing pressure.
Interpolate qult beLween EQ ( and ( for water at intermediate level
between ground surface and do - B. For water at ground surface and sudden
drawdown: substitute 0' for 0 in EQ ,.

Y sub tan"0)0' - tan-'(- tan 0)

Cohesive soil (0 -0)
Substitute in EQ'• and ( D for B/2 and NYq - 1.
Rectangular, square or circular footing:

quit m for continuous footing1 qult for finite footings from
t as given above I [qult for continuous footingj Fig. ICASE R: CONTINUOUS FOOTINGS ON SLOPE ..

Same criteria as for Case I except that
Ncq and N~q are obtained from
diagrams for Case II

FIGURE 4a
Ultimate Bearing Capacity For Shallow Footing Placed on or Near a Slope
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STRENGTH PROILE

LAYEi®

00

RAI52C VAý U E0 FT/0

4 - DEPTHT OF EMEMNDOOTN

N FO NCDATIO FACTOR FOPR LA TNUUYOOIGWIHCESFCO RFOR RETVUAR FOINGL WIHEA 0:0

CONTINUOUS FOOTING RECTANGULAR FOOTING
quit 2C, NCO 4XD NCR:-NCD [1+0.2(ti~,quit:, NCR+YD

'NC FROM TANSEABOVE

F'IGURE 5 (continued)
Ultimate Bearing Capacity, of Two Layer Cohesive Soil (0-0)
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i

quit: CNc+yD zD:EFFECTIVE SURCHARGE
"6- PRESSURE AT LEVEL OF BASE OFFOOTING.

7-W 31 5' quit --2(&53)4[J3(I)4.(.I3-D0625X2.5)] =1 1.4 KSF
FOR FACTOR OF SAFETY, FSs 3.0 ,

C 2.0 KSF q 11 a qu a U4 =3j . 8KSF *

YOT z 130 PCF q0 I 3.0 3.0

DEAD LOADS TO INCLUDE EFFECTIVE WEIGHT OF FOOTI NG
Nc(FROM FIGURE I) :5.53 WITH ASSUMED GROUND WATER LEVEL.

A CONTINUOUS FOOTING WITH VERTICAL. LOAD

6 quit =cNcq +-MNyq =2(&I)+0:?6GKSF
&5, 

,s& Z6

C :2.0 KSF =0

Y1 T= 130 PCF
" D/B :-2 :. 0.58

Ncq (FROM FIGURE 3) :3.8,Nyq:O

® CONTINUOUS FOOTING WITH INCLINED LOAD

quit IS INTERPOLATED BETWEEN VALUES FOR Q/B:I AND Qx:O:
6 FOR D/B:I,qult:cNcq+y 'D2(6.75)..13(15)=140KSF

FOR D/B:O,qult: 2(4.3)+.13(3.5): 9.I KSF

FOR D/B =3.5/6 zO.58,qult:9.1+0.56(4.9):i 1.9 KSF 6

11.9 ~Of 4 IIZ xI--' 4.0 KSF

C=2.OKSF *=0 YT2I3OPCF

STABILITY NUMBER, NOz "rT H : 0.52

FOR /=B:I .Ncq65 F6.U
FOR D/B=O.Ncq =4 .3 J 

.

4

C CONTINUOUS FOOTING PLACED ON SLOPE

C2/CI :4/2:2 T/B: 3/6:Q50
NC (FROM FIGURE 5) x5.8
FOR Q/B z3.5/61 0.5, NCD/NC (FROM FIGURE 5):1.1Iqui

3.5'=D -- C o NCDyD -2( . +C.13 (I M.3-06202.5)0 zIZ6 KSF

C; : 2.O KSF q0= 136 4.5KSF

zC2 4.0 KS F

02:0 YT'I130PCF

C UUS FOOTING ON WO -LAYER FOUNDATION STRATA

FIGURE 6 P
•,," ~Examples of Computation of Allowable Bearing Capacity - :-

Shallow Footings on Cohesive Soils
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[l •

,77777Wiiw2mt~tp~.7f7. FROM FIGURE 2ANDD::
""" quit -cNcI [YSue D+(YTrYwe) d] Nq+O.5ySU BN)y

l 0+ [MO X 3.5 +(.13--.0).o]L 34+5 X.066 X8 40
,0 ::350 CC 180. |5 ,93F I

YT aI13O PCF FS a3.0  :
qoIl z--S-,s6.2 KSF" ' :

Nq (FROM FIGURE I) z 34 DEAU LOAD MO INCLUDE EFFECTIVE WEICHT OF FOOTING WITH
N.Y(FROM FIGURE I) a 40 (APPROX.) ASSUMED GROUND WATER LEVEL.

-CONTINUOUS FOOTING WITH VERTICAL LOAD

ASSUME GROUND WATER TABLE IS LOCATED AT GREAT ."2
6, DEPTH BELOW BAE OF FOOTING.

4uI, RCNcq+y jNyq zO+4.3OX6 X6-23.4 KSF

-200 q611  z TOKSP

C:.0

YT:I3 0 PCF

Nyq (FROM FIGURE 3)60.
0/B: 3.5/6 x.56

C)INCLINED CONTINUOUS FOOTING WrTH INCLINED LOAD

ASSUME GROUND WATER TABLE IS LOCATED AT GREAT
- -6' - DEPTH BELOW BASE OF FOOTING.

qui BCc~y y zO+13 X-L X 26 10.2 KSF

FS :3.0

: 350 C:O : -.-- :3.4 KSF

YT :130 PCF

N (FROM FIGURE 4)
yqNYq O4 0÷•lO :26

()CONTINUOUS FOOTING PLACED BACK OF SLOPE

FIGURE 7

Exanmples of Computation of Allowable Bearing Capacity
Shallow Footings on Granular Soils
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c. Soil Strength Parameters.

(1) Cohesive Soils. In the case of fine-grained soils which have
low permeability, total stress strength parameters are used. Value of cohe-
sion may be determined from laboratory unconfined compression tests, vane

* shear tests, or undrained triaxial tests. Shear strength correlations with
standard penetration tests and zone penetration tests may also be used. (See

* DM-7.1, Chapter 1.)

(2) Granular Soils. In the case of coarse-grained soils which drain
freely use the effective stress strength parameter (0'). Field tests (e.g.,
standard penetration tests or cone penetration) are almost always used to
estimate this strength.

(3) In the case where partial drainage may occur during construction
(e~g., newly compacted fill) perform two analyses, one assuming drained, the
other assuming undrained conditions, and design for the most conservative

* results.

3. PRESUMPTIVE BEARING PRESSURES. For preliminary estimates or when elabor-
ate investigation of soil properties is not justified, use bearing pressure
from Table 1.

a. Utilization. These load intensities are intended to provide a rea-
sonable safety factor against ultimate failure and to avoid detrimental set-
tlements of individual footings. Where differential settlements cannot be
tolerated, exploration, testing and analysis should be performed. Presump-
tive bearing pressures must be used with caution and verified, if practica-
ble, by performance of nearby structures.

b. Modifications of Presumptive Bearing Pressures. See Table 2 for
variations in allowable bearing pressure depending on footing size and posi-
tion. (See Reference 6, Foundation Analysis and Design, by Bowles for more
detailed analyses of uplift resistance than shown in Table 2). Nominal bear-
ing pressures may be unreliable for foundations on very soft to medium-stiff
fine-grained soils or over a shallow groundwater table and should be checked
by an estimate of theoretical bearing capacity. Where bearing strata are
underlain by weaker and more compressible material, or where compressibility
of subsoils is constant with depth, analyze consolidation settlertent of the

-j entire foundation (see DM-7.l, Chapter 5).

4. EMPIRICAL ALLOWABLE BEARING PRESSURES. Allowable bearing pressures for .
foundation may be based upon the results of field tests such as the Standard

* Penetration Test (SPT) or Cone Penetration Test (CPT). These bearing pres-
* sures are based on maximum foundation settlements but do not consider settle-

ment effects due to the adjacent foundations. In the case of closely spaced
foundations where the pressure beneath a footing is influenced by adjoining
footings a detailed settlement analysis must be made.
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TABLE I
Presumptive Values of Allowable Bearing Pressures for Spread Foundations

Allowable Bearing
Pressure

Tons Per sq ft

Type of Bearing Material Consistency Recommended
In Plsce Value for

__Range Use

Massive crystalline igneous and Hard, sound rock 60 to 100 80.0
metamorphic rock: granite, dio-

*" rite, basalt, gneiss, thoroughly
cemented conglomerate (sound
condition allows minor cracks).

Foliated metamorphic rock: Medium hard sound 30 to 40 35.0
slate, schist (sound condition rock
allows minor cracks).

Sedimentary rock; hard cemented Medium hard sound 15 to 25 20.0
shales, siltstone, sandstone, rock
limestone without cavities.

Weathered or broken bed rock of Soft rock 8 to 12 100.
any kind except highly argil-
laceous rock (shale). RQD less
than 25. '

Compaction shale or other highly Soft rock 8 to 12 10.0
argillaceous rock in sound
condition.

Well graded mixture of fine and Very compact 8 to 12 10.0
coarse-grained soil: glacial
till, hardpan, boulder cley
(GW-GC, GC, SC)

Gravel, gravel-sand mixtures, Very compact 6 to 10 7.0
boulder gravel mixtures (SW, SP, Medium to compact 4 to 7 5.0
SW, SP) Loose 2 to 6 3.0

Coarse to medium sand, sand with Very compact 4 to 6 4.0
little gravel (SW, SP) Medium to compact 2 to 4 3.0

Loose 1 to 3 1.5

Fine to medium sand, silty or Very compact 3 to 5 3.0
clayey medium to coarse sand Medium to compact 2 to 4 2.5
(SW, SM, SC) Loose 1 to 2 1.5

7 m1
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TABLE I (continued)
Presumptive Values of Allowable Bearing Pressures for Spread Foundations

A11.owable Bearing
Pressure

Tons Per sq ft.

Type of Bearing Material Consistency Recommended
In Place Value for

Range Use .

Homogeneous inorganic clay, Very stiff to hard 3 to 6 4.0 *.

sandy or silty clay (CL, CH) Medium to stiff I to 3 2.0- H
Soft .5 to 1 0.5

-A Inorganic gilt, sandy or clayey Very stiff to hard 2 to 4 3.0 .

silt, varved silt-clay-fine Sand medium to stiff 1 to 3 1.5
Soft .5 to 1 0.5

Notes: "

1. Variations of allowable bearing pressure for size, depth and arrangement
of footings are given in Table 2.

"2. Compacted fill, placed with control of moisture, density, and lift
thickness, has allowable bearing pressure of equivalent natural soil.

3. Allowable bearing pressure on compressible fine grained soils is
generally limited by considerations of overall settlement of structure.

4. Allowable bearing pressure on organic soils or uncompacted fills is P -

determined by investigation of individual case.

5. If tabulated recommended value for rock exceeds unconfined compressive '.1
strength of intact specimen, allowable pressures equals unconfined
compressive strength.

W

7.214
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TABLJE 2
Selection of Allowable Bearing Pressures for Spread Foundations

1. For preliminary analysis or in the absence of strength tests of founda- -
tion soil, design and proportion shallow foundations to distribute $-heir
loads using presumptive values of allowable bearing pressure given in

special conditions in accordance with the following items.

*2. The maximum bearing pressure beneath the footing produced by eccentric
loads that include dead plus normal live load plus permanent lateral.
loads, shall not exceed the nominal bearing pressure of Table 1.

3.Bearing pressures up to one-third in excess of the nominal bearing
values are permitted for transient live load from wind or earthquake.
If overload from wind or earthquake exceeds one-third of nominal. bearing
pressures, increase allowable bearing pressures by one-third of nominal

value.

4. Extend footings on soft rock or on any soil to a minimum depth of 18
6inches below adjacent ground surface or surface of adjacent floor bear--4

ing on soil, whichever elevation is the lowest.

5. For footings on soft rock or on coarse-grained soil, increase allowable ~
bearing pressures by 5 percent of the nominal values for each foot of
depth below the minimum depth specified in 4.

6. Apply the nomin~al bearing pressures of the three categories of hard or
medium hard rock shown on Table 1 where base of foundation lies on rock
surface., Where the foundation extends below the rock surface increase
the allowable bearing pressure by 10 percent of the nominal values for
each additional foot of depth extending below the surface.I

7. For footing smaller than 3 feet in least lateral dimension, the allowa-
ble bearin~g pressure shall be one-third of the nominal bearing pressure
multiplied by the least lateral dimension in feet. *

0.Where tht bearing stratum Is underlain by a tweaker material deteý_rminv
the allowable bearing pres'sure as follows: V
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TABLE 2 (continued)
Selection of Allowable Bearing Pressures for Spread Foundations

Q = applied load, not including
weight of foundation itself.

I.. :''.." L length of foundation.

B. -(B + 1.16H) (L + 1.16H) - a-ea
/ B0I stressed in weaker layer./ 30°300\ ,

/3+ 1.16 H

/ \ I

. WEAKER LAYR

(B + 1. 16H,(L+ 1. 16H,< nominal value of allowable bearing pressure.

Area stressed in weaker layer shall not extend beyond intersection of 300
planes exiending downward from adjacent foundations.

S9. Where the footing is subjected to a sustained uplift force, compute

ultimate resistance to uplift as follows: efcie

Q Q = applied uplift load.

k4 W = total effective weight of

SF/f fIf7 -filtl l soil and concrete located
within prism bounded by

vertical lines at base of
S ".foundation. Use total unit

weights above water table

and buoyant unit weights
I "- below.

I - ." I

Safety Factor - > 2

(This is a conservative procedure; see text for reference on more detailed
analyses procedures.)
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a. Standard Penetration Test. Relationships are presented in Reference
7, Foundation Engineering, by Peck, Hanson and Thornburn, for allowable bear-
ing values In terms of standard penetration resistance and for limiting set-
tlement. When SPT tests are available, use the correlation in DK-7.1, Chapter
2 to determine relative density and Figure 6, DM-7.1, Chapter 3 to estimate
0values. Use Figure I to compute ultimate bearing pressure.

b. Cone Penetration Test. The results of CPT may be used directly to
compute allowable bearing pressure for coarse-grained soils. See Figure 8
(Reference 8, Shallow Foundations, by the Canadian Geotechnical Society), .

c. Bearing Capacity From Pressuremeter. If pressuremeter is used to
determine in situ soil characteristics, bearing capacity can be computed from
these test results. (See Reference 8.)

Section 3. SPREAD FOOTING DESIGN CONSIDERATIONS

I. FOUNDATION DEPTH. In general footings should be carried below:

(a) The depth of frost penetration;

(b) Zones of high volume change due to moisture fluctuations; ".

(c) Organic materials;

(d) Disturbed upper soils;

(e) Uncontrolled fills;

(f) Scour depths in rivers and streams.

(g) Zones of collapse-susceptible soils.

2. ALTERNATIVE FOUNDATION METHODS - Light Structures. Light structures may
be supported by other types of shallow foundation treatment such as: (a) deep
perimeter wall footings; (b) overexcavation And compaction in footing lines;
(c) mat design with thickened edge; (d) preloading surcharge.

3. PROPORTIONING INDIVIDUAL FOOTINGS. Where significant compression will
not occur in strata below a depth equal to the distance between footings,
individual footings should be proportioned to give equal settlements, using
formulas from DM-7.1, Chapter 5. See Figure 9 for an example.

4. CORROSION PROTECTION. Foundation design should consider potentially
detrimental substances in soils, such as chlorides and sulphates, with appro-
priate protection for reinforcement, concrete and metal piping. If the analy-
sis indicates sulphate concentration to be more than 0.5% in the soil or more
than 1200 parts per million in the groundwater, the use of a sulphate resist-
ing cement such as Type V Portland cement should be considered. In additions,
other protection such as lower water-cement ratio, bituminous coating, etc.
may be required depending upon the sulphate concentration. See Reference 9,
Sulphates in Soils and Groundwaters, BRS Digest, for guidance.
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FIGURE 8
Allowable Bearing Pressure for Sand From Static Cone Penetration Tests "
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I.' , , .

EXAMPLE COL A €OL..

I LOADGooT W.O T

15!
SSAND YT l2OPC:F•.•"

V N-AV&*IH9KOW/FT N'AVG.LOW . -

Column load A - 50 tons , Avg. N a 15 blows/ft.
Column load B - 160 tons , Avg. N a 18 blows/ft.
Soil: well graded sand (SW) , VTa 120 pcf
Column A
Assume square footing 5ft. x 5ft., B = 5ft. - 1
Average overburden pressure at 6.5 ft. (Df + B/2) below ground
level:
Po -120 x6.5 - 780psf -0.39 tsf
From Figure 3, DM-7.1, Chapter 2, Dr - 802
From Figure 7, DM-7.1, Chapter 3, 0 a 37.5;
a) Determine Bearing Capacity 1

From Figure 1, qult- L20 x 4 x 45 + 0.4 x 120 x 5 x 72000i - 19.2 tsf
qult (net)in 19.2 - 120 x 4 a 19 tsf *

2000
Use Fs - 3,.,. qall - 19 -6.3tsf

3-
Minimum required footing size: 50 3ft. x 3ft. which is less than
assumed size 5ft. x 5ft. 6.3
b) Check for settlement.
To limit settlement, assume a 5ft. x 5ft. footing with q - 5 0 T w2 tsf.
From Figure 6, DM-7.1, Chapter 5 KV - 255 tons/ft 3  5ft. x 5ft.

-4 x 2x52  x 12 - 0.26 inches
255 x (5 + 1)2

Column B °-i
Assume 8ft. x 8ft. square footing
Average overburden pressure at 8ft. - (Df + B/2) below ground level.
Po = 120 x8x x - 0.48 tsf

2000
From Figure 3, DM-7.1, Chapter 2, Dr - 87%

From Figure 7, DM-7.1, Chapter 3, 0 - 390
a) Determine Bearing Capacity
From Figure 1,qult - [120 x 4 x 58 + 0.4 x 120 x 8 x 96] 1 - 32.3 tsf "'

qult(net)- 32.3 - 120 x 4132 t2f 2000

2000 

' ""

Use Fs - 3.0 . qall - 32 * 10.7 tsf
3-'

FIGURE 9
"Example of Proportioning Footing Size to Equalize Settlements
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Minimum required footing size: 160 3.9 ft. x 3.9 ft.
10.7

b) Footing size required for settlement equal to that of
Column A.

From Figure 6, D*-7.1, Chapter 5, Kvy - 290 tons/ft. 3

4 x 160.x F,2 x 120.26- 290 x 'B x (B +- -1)-7

OrB - / ox12 - 1 - 9.1 ) 3.9 r
0.26 x 290 Settlement GovernsUse 9.1 x 9.1 footing for Column B

FIGURE 9 (continued)
Example of Proportioning Footing Size to Equalize Settlements

"tj

r -. -- , . _

P 7
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Electrical corrosive properties of soil are important where metal struc-
tures such as pipe lines, etc. are buried underground. A resistivity survey .

of the site may be necessary to evaluate the need for cathodic protection.

Section 4. MAT AND CONTINUOUS BEAM FOUNDATIONS

1. APPLICATIONS. Depending on economic considerations mat foundations are
generally appropriate if the sum of individual footing base areas exceeds
about one-half the total foundation area; If the subsurface strata contain
cavities or compressible lenses; if shallow shear strain settlements predomi-
nate and the mat would equalize differential settlements; or if resistance to
hydrostatic uplift is required.

2. STABILITY AND SETTLEMENT REQUIREMENTS. As with other types of founda-
tions, a mat foundation must have an ample factor of safety (see Section 2)
against overall shear failure and it must not exhibit intolerable settlement
(see DM-7.1, Chapter 5).

Since mat footings are simply large footings, the bearing capacity prin-
ciples outlined in Sections 2 and 3 of this chapter are applicable. The ulti-
mate bearing capacity of large mats on coarse-grained soils is usually very
high and design is usually controlled by settlement (see DM-7.1, Chapter 5).
For mats on cohesive soils, shear strength parameters for soils at depth must
be determined for the proper evaluiation of factor of safety against deep-
seated failure.

3. DESIGN PROCEDURES. A design method based on the theory for beams or
plates on discreet elastic foundations (Reference 10, Beams on Elastic Foun-
dation, by Hetenyi) has been recommended by ACI Committee 436 (Reference 11,
Suggested Design Procedures fur Combined Footings and Mats) for design of mat
foundations. This analysis is suitable for foundations on coarse-grained
soils.

a. Two-dimensional Problems. For walls or crane track footings or mat ""
foundations subjected to plane strain, such as drydock walls and linear block-
ing loads, use the procedures of Table 3 and Figures 10 and 11 (Reference 10).
Superpose shear, zomeat, and deflection produced by separate loads to obtain
the effect of comkined loads..

b. Three-dim*2nsional Problems. Foi individual loads applied in irregu-
lar patteen to a ro,,ihly equi-dimensional mat, analyze stresses by methods of
plates on elastic foundations. Use the procedures of Table 4 and Figure 12.

Superpose shear, moment, or deflection produced by separate loads to
obtain the effect of combined loads. -- ..
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TABLE 3
Definitions and Procedures, Analysis of beams on Elastic Foundation

Definitions:

Kvt Modulus of subgrade reaction for a I sq ft bearing plate.

Kb Modulus of subgrade reaction for beam of width b, Kb (Kv,)/b

y = Deflection of beam at a point.

p - Pressure intensity on the subgrade at a point, p - y(Kb)

b Width of beam at contact surface -

I = MomenL of inartia of beam

E Modulus of elasticity of beam material

f Beam length

X= Characteristics of the system of beam and supporting soil

Procedure for Analysis:

1. Determine E and establish KvI from Figure I in DM-7.1, Chapter 5 or
from plate bearing tests.

K. 2. Determine depth of beam from shear requirements at critical section A

and width from allowable bearing pressure. Compute characteristic,\
of beam and supporting soil.

""" 3. Classify beams in accordance with relative stiffness into the
following three groups. Analysis procedure differs with each group,

Group 1 - Short beams: X <Or/4. Beam is considered rigid. Assume
linear distribution of foundation contract pressure as for a rigid
footing. Compute shear and moment in beam by simple statics.

7-15
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TABLE 3 (continued)
Definitions and Procedures, Analysis of Beams on Elastic Foundation

Group 2 - Beams of medium length: r/4 <XR<1. End conditions influ-
ence all sections of the beam. Compute moments and shears throughout -

the beam length by the infinite beam formulas, top panel of Figure 10.
Determine in this way the shear and moments at the two ends of the
beam. By superposing on the loaded beam two pairs of concentrated
forces and moments at the ends of the beam, solutions for the infinite
beam are modified to conform to the actual end conditions. For
example, if Q - 0 and M = 0 at the ends of a free-ended beam, apply
redundant shear and moment at the ends equal and opposite to that 4

detemined from the infinice beam formulas. See reference cited in
text for formulas for moments and shears in end loaded beam of finite
length.

Group 3 - Long beams: X >Tr . End condition at distant end has
negligible influence on moment and shear in the interior of the beam. I
Consider beam as extending an infinite distance away from 1oaded end.

Compute moment and shear caused by interior loads by formulas for "
infinite beam, top panel of Figure 10. Compute moment and shear for
loads applied near the beam ends by formulas for semi-infinite beam.
bottom panel of Figure 10. Superpose moment and Ehear obtained from
the two load systems.

4. Obtain functions A> , BX , CX, DXX , for use in formulas of Figure j
10 from Figure 11 ...

Sign Convention:

Consider infinitely small element of beam between two vertical cross
sections at a distance dx apart.

Upward acting shear force to left of section.

+M= Clockwise movement acting from the )eft to the section.

+y Downward delection. qdx

M dx +dM

Q+dQ

L dx KbYdK
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""- CONCENTRATED LOAD - APPLIED MOMENT
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Popp., 10 x W--- - O- -,-x

,.*EFLECT1ON" y -"".•K .DEFLECTION: y M X,
MOMENT: M Cxx MOMENT.: M : Dx.

SHEAR: 0 :---DX,,, SHEAR: - M2 A"

UNIFORMLY DISTRIBUTED WAD

POINT C IS UNDER LOAD DEFLECTION: YC - 12 -DO-Dkb)

,r, 77r [,v 7, T , MOMENT: MC: (Bao+BXb)
A 80T b -SHEAR: 

QC: (CXo - CXb)

2: POINT C IS LEFT OF LOAD D E.LCTIN:-cI ~DEFLEC'nON •C =c: (D~oDb , '

[4 q"A MOMENT' MC - • (•-BXb)

"bSHEAR: -- . kc

POINT C IS RIGHT OF LOAD DL Iq-( D.f- " ' DEFLECTION" YC - (DXoj- D),b) . .i ~-T 'TrrrrM q q" --
MOMENT: Mc - (BX 0-SXb)A b

a SHEAR: QC (CXo-CXb) r

FREE END, CONCENTRATED LOAD 2'.
X DEFLECTION: y KPI D>XX

P , o ........ ..--- - K :
MOMENT: M - xBXx
SHEAR: P l C>,X 0 . AI. ..

FREE END, MOMENT 2MI X2

' DEFLECTION: V - X X

X MOMENT: M: M, AXX ]S0 .... F

SHEAR; 0Q _2MIXBXX i • :4S• FREE END BEAM, CONCENTRATED LOAD NEAR END

IF NOTATION (CXO+2DXo)a O
S" ANDl(C)a+D>,G): IS USED

y MOMENT, M_ f- (0Cx-2$Dx+C,(O.) I -2J9 D l
SHEAR: .3 (ZVk ,aX

FIGURE 10
Computation of Shear, Moment, and Deflection,Beams on Elastic Foundation
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TABLE 4
Definitions and Procedures, Mats on Elastic Foundations

Definitions:

r - Distance of point under investigation from point column load along
radius

MrMt = Radial and tangential moments (polar coordinates) for a unit

width of mat ".

Q -Shear per unit width of mat

Mx - Moment which causes a stress in the x-direction (rectangular
coordinates)

M Moment which causes a stress in the y-direction (rectangular
coordinates)

rx -Stress due to Mx -

0y Stress due to MY

y - Deflection of mat at a point

b width of mat .

Procedure for Analysis:

1. Determine modulus of subgrade reaction for foundation width "b" - as r "

follows: ,.

For cohesive soils: Kb -Kv/b"

For granular soils: Kb =Kv ( 2b/

2. Determine mat thickness h from shear requirements at critical
sections.

3. Determine values of E and Poisson's ratiolL for mat.
*1Eh 3  ,

4. Calculate flexural rigidity of mat, D - 2 )

5. Calculate radius of effective stiffness: L = 4-

6. Radius of influence of individual column load equals approximately 4L.
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TABLE 4 (continued)
Definitions and Procedures, Mats on Elastic Foundations

7. To determine radial and tangential moments and deflections at any point
from an interior column load use the following formulas:

Mr:-•- I ZZ 3 _. -- e

4 ~L 4L

P Cj.p 4Z4(tI~l.j)+0PL2 Z3 (C)

To convert radial and tangential moments to rectangular coordinates, use
the following rela•.onships:

Y MX-:mr C0S2 W +Mt SIN 24*

M =M M y:M. SIN 2*++Mt COS•2

Determine functions Z3 (C), Z' 3 (0), Z4 (f), and Z' 4 (V) from
Figure 12.

8. To determine moments or deflections from a combination of interior
column loads, superpose the effects from individual column loads at
points under consideration.

9. When edge of mat is located within the radius of influence of the -,

individual column load, apply the following correction:

a. Calculate moments and shears that occur perpendicular to the edge of
, mat within the radius of influence of the column load by analyzing

the location of the edge in infinite mat forrulas.

"b. Apply redundant moments and shears of opposing signs at the edge of
the mat. Determine moments and shears produced within the mat by
the redundants by analyzing a series of beams on elastic foundations
positioned perpendicular to the edge, applying formulas of the
bottom panel of Figure lO. Utilize a similar procedure for large
openings in the interior of the mat. Superpose these moments to
moments computed in Step 8. "

10. When superstructure loads are distributed through deep foundation walls,
use the following procedure:

a. Estimate an approximate distribution of superstructure loads as a
line load along the wall. .1

h. Divide the mat into a series of strips 1 foot wide perpendicular to

the foundation wall with the line load acting at the end. Analyze
the strips as beans on elastic foundations using formulas of the top
panel of Figure 1O For interior foundation walls and formulas of the
bottom panel of FipurclO For foundation walls at edge of mat.

c. Superpose moments and shears determined from this analysis with - l
those obtained from interior column loads on the mat.
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c. Modulus of Subgrade Reaction. The modulus of subgrade reection (K)
is exrress-ed as :

K - p4H

where: p = contact pressure (streps unit)

& - soil deformation (length)

(1) K varies with the width and shape of the loaded area. EmpirL-
cal correction for strip.footings ftoa Re-ference 12, Evaluation of Coeffic-
lent of Subjrade Reaction, by Terzaghi are:

"(a) Cohesive soil.

Kbi lKvi /b

whore: Kb - coefficient of subgrade reaction for foundation of width b

Kv, - coefficient of subgrade reaction for a 1' x 1' plate

If the loaded area is of width, b, and length, ub, kb assumes the value:
b +0.5

If actual plate load tests on cohea'ive soil are not available, estimates of
K, can be made in general accordance with the recommendations in Reference
12. If actual plate load tests are not available use correlation for K., in
Figure 6, DM-7.1, Chapter 5. --

(b) Granular soil.

Kbm (b 2
WC Limitations. Values of Kb as determned from extrapola- "ii

tion of plate bearing tests should be utilized with judgement and care. Un-
like the deformation in full size mat the deformation from plate load tests is
not reflective of the underlying deeper strata. Also results from plate load
tests on saturated or partially saturated clays may be unreliable because time
may not permit complete consolidation of loaded clay.

(2) An estimate of Kb may be obtained by back calculating from a
settlement analysis. The settlement of the mat can be calculat&.d assuming a
uniform contact pressure and utilizing the methods outlined in DM-7.1, Chapter
5. The contact pressure ic then divided by the average .settlement to obtain
an estimate of Kb:

F
Kb - AHavg

uhere AHavg - average computed settlement of the mat.
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For a flexible circular mat resting on a perfectly elastic material AlHavg
0.85 x settlement at the center. For other shapes see DM-7.1, Chapter 5,
Table 1.

d. Numerical Methods. Methods of analyses of mat foundation whrich ae- ..
count for the stiffness of the superstructure and the foundation, in which the
soil is modelled as an elastic half space continuum utilizing finite element
techniques are more accurate. A variety of soil constitutive relationships
such as linear elastic, non-linear elastic, elasto-plastic, etc. car. be utitli- ' .

zed. Finite element techniques are well suited to these problems. See Apper- !j

dix for listing of computer programs.

Section 5. FOUNDATIONS ON ENGINEERED FILL

1. UTILIZATION. Fills placed with controlled compaction may be used beneath - -
structures for the following purposes:

(a) To raise the general grade of the structure or to replace unsuitable
foundation soils.

(b) To provide a relatively stiff mat over soft subsolls in order to
spread bearing pressures from column loads and decrease column settlements.

cavti(c) To bridge over subsoils with erratic hard and soft spots or small+"+ ' cavities. ::• :

(d) To accelerate subsoil consolidation and to eliminate all or part of _4 A

settlement of the completed structure when used with surcharge.

2. COMPACTION CONTROL. Rigidity, strength, and howogeneity of many natural
soils may be increased by controlled compaction with appropriate equipment. A
complete discussion of compaction requirements and control is presented in
Chapter 2. Other methods of densifying in-place soils are given in DM-7.3, I r
Chapter 2.

3. GEOMETRIC LIMITS OF COMPACTION. The limits of the zone of compected soil
beneath a footing should consider the vertical stresse, Imposed by the footing
(stress-bulb) on the soils beneath it. Recommended r -; "ements for compac-
tion beneath a square and a continuous footing are ii .oLtrated in Figure 13.
For large footings, the necessary depth of compacted fill should be determined
from a settlement analysis.

Section 6. FOUNDATIONS ON EXPANSIVE SOILS

1. POTENTIAL EXPANSION CONDITIONS. Soils which undergo volume changes upon 1
wetting and drying are termed expansive or swelling soils. If surface clays
above the water table have a PI greater than about 22 (CH clays) and relative-
ly low natural water content, potential expansion must be considered. These
soils are most commonly found in arid climates with a deficiency of rainfall, P
over-evaporation, and where the groundwater table is low. Mottled, fractured,

7.2-159

I



FA.,COM FILL,.i

&D REW.ED BY FR•-T, PNETRATiON CONS ,RA71ONS

S, / 45Z•

; ! • / 1\ , '

CONTINUOUS FOOTING

d 2 ;AT'.TH M ADEQI.ATE BEARING MATERIAL WHICHEVERMLESS
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. " or slickensided clays, shoving evidence of past desiccation, are particularly
troublesome. For other causes of swelling in soils and for the computations
of resulting heave see DM-7.1, Chapter 5, and DM-7.3, Chapter 3 for further
guidance.

2. ELIMINALTING SOIL EXPANSION POTENTIAL, Where economically feasible, re-
move potentially expansive soils from beneath footings and replace with ,om-
pacted fill of granular soils or nonexpansive materials. If this cannot Je
done, consider spread footings or drilled and underreamed caissons founded
below the rone of active swelling. Design the shafts of such foundations with
sufficient reinforcing to resist tensile forces applied to shaft by friction

* or adhesion in the swelling materials. Reinforcing must be carried into the
"belled section to a point 4" above the base. At any depth, tensile forces
exerted on a shaft equal circumferential area of the shaft times the differ-
ence between average swelling pressure above and below the point under
consideration.

Placing the base of foundation near the water table reduces heave damage 'I
because of little change in moisture content. For construction techniques in
such soil see Figure 14 (top and center, Reference 13, Soil Mechanics and
Foundation, by Parcher and Means), DM-7.3, Chapter 3, and Reference 14, T-
Design and Performance of Mat Foundation on Expansive Clay, by Lytton and
Woodburxý.

Footing foundations can be successful if sufficient dead load is exerted ii
to elfiminate heave completely or reduce it significantly in conjunction with a
structure rigid enough to withstand stress due to heaving. See DM-7.1, Chap-
ter 5, and DM-7.3, Chapter 3 for methods of estimating the m:'gnitude of swell.

3. MINIMIZING EXPANSION EFFECTS. Where it is not economically feasible to
remove expansive materials or to support foundations below depths of possible
expansion, the effects can be miminized as follows:

(a) Where large seasonal changes in soil moisture are responsible for
swelling, schedule construction during or immediately after a prolonged rainy
period when there will be less potential volume change in the future.

(b) For concrete floor slabs placed directly on potentially expansive
clays, provide expansion joints so the floor can move freely from the struc-
tural frame.

(c) For foundations on fill materials containing plastic fines and sus-
ceptible to swelling, place fill at moisture content above optimum with den-
sity no higher than required for strength and rigidity. Excessive compaction
will result in greater swelling.

(d) Grade beams should contain sufficient steel reinforcement to resist

the horizontal and vertical thrust of swelling soils. If practical, place
compressible joint filler or open blocks or boxes beneath grade beams to
minimize swelling pressures.

(e) Provide impervious blankets and surface grading around the founda-

tions to prevent infiltration of surface water.
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(f) Locate water and drainage lines so that if any leakage occurs, water
will not be readily accessible to foundation soils thereby caus.ng damage.

(g) Consider stabilization of the foundation soils and backfill mate-
rials by lime and other agents.

For further guidance see Reference 15, Foundations on Faansive Soils, by
"Chen, and DM-7.3, Chapter 3.

4. COLLAPSING SOILS. Many collapsing soils will slake upon immersion, but
this is not a definitive indicator. Definite identificatiout requires a pair
of consolidation tests with and without saturation, or by plate load tests
where water is added with the plate under stress. In the case of collapsible
soil, the e-log p curve for the specimen, which was allowed to come in contact
with water, is below that of the dry specimen. See DM-7.1, Chapter 3 for
testing procedures.

* (a) If positive measures are practical for avoiding water foundation con-
tact, the "dry" strength of soil can be used for design purposes. ***.

"(b) Alternately, under some conditions, prewetting of the soil is found
effective in reducing settlements. By this process, the soil structure breaks
down resulting in its densification. This increases its strength and reduces
the total and differential settlement. This method is not very successful -i
especially where little additional load is applied during wetting. For fur-
ther guidance see 114-7.3, Chapter 3, and Reference 7.

Section 7. FOUNDATION WATERPROOFING

1. APPLICATIONS. See Table 5 for general requirements for waterproofing,
dampproofing, and waterstops. See References 16, 17, and 18; Foundation
Design, by Teng, NAVFAC TS-07110, Membrane Waterproofing, and NAVFAC TS-07160, 4
Bituminous Dampproofing, respectively, for guidance. For basements below
ground, two general schemes are employed as follows:

(a) Where the permanent water table is above the top of basement slab,
provide pressure resistant slab (pressure slab) or relieve uplift pressures by
underdrainage (relieved slab).

K (b) Where the water table is deep but infiltration of surface water damp-
. ens backfill surrounding basement, provide dampproof walls and slabs (see

Table 5, Dampproofing).

2. PRESSURE AND RELIEVED SLABS.

* a. Pressure Slabs. In general, the choice between pressure or relieved
slab depends on overall economy, maintenance, layout, and operation, and must

*- be evaluated individually for each project. For basements extending only a
small depth below groundwater, a pressure slab to resist maximum probable
hydrostatic uplift usually is economical. Also, when the soil below water
level is very pervious, an extensive and consequently very costly drainage
system may be necessary. See Case A, Figure 15. Drainage material should be
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PRESU RE S LAB

£ TYPE "A" SUMP
5/4 CWPMAINTAIN A MINOF

9"OF WATER AT
ALL TIMES

*~4" MIN. SLAB-
WATER PROOFING

MEMBRANE I" CWP . PE

WATER STOP-NPIE

OPTIONAL
10" MIN. DRAINAGE

V ~COURSE-

GENERAL REQUIREMENTS:
1. SEE CHAPTER 6 DM- 7.1 FOR REQUIREMENTS FOR FILTER IN DRAINAGE SYSTEM.
2. SEE TABLE 5 FOR REQUIREMENTS FOR CEMENT PLASTER WATERPROOFING (CWP),

AND DAtdPPROOFING.

MATERIAL FOR UNDER -FLOOR DRAINAGE COURSE SHALL CIONSIST OF SOUND, CLEAN
~ GRAVEL OR CRUSHED ROCK, 3/4 IN. TO 2 IN. IN SIZE.

4"MN LBDRAIN AT BASE OF FOUNDATION

PERVIOUS BACKFILL OR "C" SUMP FOUNDATION WALL WITH

FIGUREOFI15

GRAVEL

K.7 2-167W
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SEALED SITE

-.

-4" MIN. SLAB NOTE : IMPERVIOUS STRATUM OF

DRAIN PI. SMALL THICKNESS MAY NOT BE ABLE

. TIONAL TO WITHSTAND PRESSURE DUE
e DPPROOMNG TO HIGH WATER TABLE OUTSIDE

WATERPROOFING "THE FOUNDATION.
MEMBRANE.'- e'

.•; 4 "S A N D .1" FILTER
,,," ,I~~L O" MIN. DRAINAGE,--_,, ,

COURSE

ID ROCK OR"':-:-'
THICK IMPERVIOUS STRATUM

IF SOUND ROCK OR IMPERVIOUS STRATUM

TYPE"C"SUMP EXTENDING TO A GREAT DEPTH IS ENCOUNTERED
AT SHALLOW DEPTH BELOW FOUNDATION,

' . . CARRY OUTSIDE WALL AS CUTOFF. DISPENSE
00 w I. . . WITH WALLDRAIN ANDREPLAC CAP ON

0 FLOOR SLBWITH DAMPPROOFING. ARRANGE
DISCHARGE FROM DRAINAGE SYSTEM 70
PREVENT AERATION OF DRAINAGE COURSE.

FIGURE 15 (continued)
Typical Foundation Drainage and Waterproofing
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sound, clean gravel or crushed stone graded between 3/4 and 2 inches, com-
pacted by two or three coverages of vibrating base plate compactor. Open
joint drain pipe should be added beneath slabs of large plan dimensions.
Provide water- stops at the constuction joints between pressure slab and wall.

b. Relieved Slabs. For basements at considerable depth below ground-
water level, it is usually economical to provide pressure relief beneath the

* foundation slab. See Cases B and C, Figure 15. If pervious materials of
great depth underlie the foundation level, include a wall drain and drainage
course beneath the slab. See DM-7.1, Chapter 6 fo.z filter requirements and
drain spacing. If foundation walls can be carried economically to underlying
sound impervious rock or thick impervious stratum, omit wall drains. Arrange
sumps for drainage discharge to avoid aerating drainage course.

3. WATERPROOFING REQUIREMENTS. In addition to leakage under pressure
through joints and cracks, water may move through basement wall3 and floors by
capillary action and as water vapor. A drainage course can be used to inter-

* rupt capillary action, but it will not prevent movement of water vapor through
slabs. Plastic vapor barriers are useful in providing an effective vapor bar-
rier.

a. Membrane Waterproofing and Dampproofing. Apply membrane (see Figure
15B) for basements utilized for routine purposes where appearances are unim-
portant and some dampness is tolerable.

*b. Cement Plaster Waterproofing. Where it is important to prevent damp-
ness or moisture in a basement, specify cement plaster waterproofing, consist-
ing of sand-cement mortar hand troweled on chipped and roughened concrete Sur-
face. Properly applied, this is a very effective method against dampness and
moisture.

1~~ Section 8. UPLIFT RESISTANCE p j

1. ROCK FOUNDATION. Resistance to direct uplift of tower legs, guys, and d

antennas, where the foundation is resting directly over roc~k, may be provided
by reinforcing bars grouted in rock. In the absence of pullout tests, deter- :
mine uplift resistance by empirical formulas of Figures 16 and 18. These
formulas apply to bars in fractured rock near the rock surface. Higher shear W
strength is to be expected in sound, unweathered rock. To develop rock
strength, sufficient bond must be provided by grout surrounding the bar. Bond
strengths may be increase by using washers, rock bolts, deformed bars, or
splayed bar ends.

Guidance for design rules is given in DM-7.3, Chapter 3 and quality control
associated with pre-stressed, cement grouted rock anchors is found in
Reference 19, Rock Anchors - State of the Art, by Littlejohn and Bruce.

2. SOIL FOUNDATION. For sustained uplift on a footing, see Table 2. Trans-

ient uplift from live loads applied to footings, piers, posts or anchors is
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7PA N NUMBER OF BARS IN SQUAW ARRANGEMENT

brqd S BAR PERIMETER x D PT 4.6D (6.O.S0D) Call ANDP =NA f, " " " "
TESTS INDICATE THAT FOR BAR IN ORDINARY brPd: NA PT
FRACTURED ROCK NEAR THE SURFACE: BAR PERIMETER X ND

MINIMUM D(FT) '(i.25)v11 (KIPS) TESTS INDICATE THAT FOR BAR GROUP IN ORDINARY
AT THIS DEPTH Coil 0.3 KSF AND SHOULD FRACTURED ROCK NEAR THE SURFACE "
NOT BE TAKEN GREATER THAN THIS VALUE MINIMUM D (FT)
WITHOUT PULLOUT TESTS
SPACING OF BARS IN PLAN SHOULD EXCEED 1.20 D2 -4.68 CplI+#21.2S2(CaII) 2 ÷10.7Call NAf, -

5.34 Call
EXAMPLE: Al THIS DEPTH Call s 0.3 KSF ANS ,HOULD NOT
GIVEN: tPA' 20K FOR I IN. SQUARE BAR BE TAKEN GREATER THAN THIS NALUE WITHO T r
MINIMUM D 1,.25V VW 5.6 FT. PULLOUT TESTS
BAR SPACING z L.2 (5.6) 6.7 FT. E

EXAMPLE: 
1

brqd 20.000 z74 PSI GIVEN PT :8OK,USE 4 -I IN SQUARE BARS
r 4 5(6)(12) 8 : 4.5FT fs: 20 KS1

MIN. D: WITHOUT TESTS:

-4.6x 4.5 x 0.34+21.2. 4.52 x Q3 2 +O.IxQ 3x44Ixx20D: 5.34 X 0. 3

z 6.9 FT

brqd 60 PSI
brqd (4) (4)((&9)(12)

FIGURE 16 -_

Capacity of Anchor Rods in Fractured Rock
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WEDGE OF SOIL
UPLGTOREISTf ANGLE Ga300 FOR COHESIVE SOIL, 200FOR

GRANULAR SOIL.
WTa WEIGHT OF FOOTING PLUS WEDGE OF SOIL
ACTING TO RESIST UPLIFT.

I, ~SAFETY FACTOR a W!E SAFETY FACTOR SHOULD

BE NO LESS THAN 1.5 WHERE TRANSIENT LOADS APPLY.

fFOOTNG RESISTING LAME UPLIFT AND SMALL HORIZONTALLOD

pP WSa WEIGHT OF WEDGE OF SOL ON SIDE OF FOOTMI
TENDING TO MOVE UPWARD.

* WC x WEIGHT OF FOO~ING.
ANALYSIS OF SVLITY AND SOIL PRESSURES

SAME AS IN FlIGURE I5 CNAPTER 3MAXIMUM SOIL

ANLEPRESSURE ON MWS Of FOOTING IS OBTAINED
SON/kW&BY COMBINING WS,WC. APPLIED LOAD ANDI

ABOVE \
-A ...4 EARING REQUIRED SAFETY FACTOR AGANST OVERTURNING

PRESSRE j1.53 WHERE TRANSIENT LOADS ARE APPLIED.

rFWN RESISTING LARGE MOMENT AND SMALL UPLIFT AND HORIZONTAL LOAD.

MOMENT IS RESISTED BY EARTH PRESSORE ON
SIDES OF PIER OR POST.

PIER I FOR ANLYSIS OF STRESS OR DEFLETION, SEE CASE 1,
OR POST IFIGURE 11 CHiAPTERS5.2. L ALLOWABLE MOMENT ORDINARILY IS LIMITED BY

r PIER EARP0T PRESISTIN EA MOMENT AND ML WFTAND HORIZONTAL LOAD. I

IN ROCK INSIL1Y PILES
(SEE FIGURE 16) (SEE FIGURE I8) (SEE FIGURESCHAPTER 5)

TO6WER OUJY ANCHORAGE (SEE CHAPTER FIUE1

Resistance of Footings and Anchorages to Combined Transient Loads
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r - --.- -~-~ ~ ww r . r wrP[ ~ P'RESULTANT OF MAXIMUM GUY FORCES

SURFA '-, S PHPa:COMPONENTS OF P
WT a WEIGHT OF BLOCK + SOIL ON BLOCK

hWe Ws -- I
W' Xv Yt L BLOCK DIMENSIONS

H Yx UNIT WEIGHT OF SOIL, p cI

y / -I _ Wip PHL

P~TOTAL PASSIVE PRESSURE LBS/L.F.
-DBANGLE OF INIERNAL FRICTION

L I OPC a COHESION, p a I~6~

1. RESISTANCE TO VERTICAL FORCE
SAFETY FACTOR~S IN VERTICAL DIRECTION W
USE TOTAL UNIT WEIGHTS ABOVE WATER TABLE, WTI

B ~UOYANT WE LOW 6.,,If-

2, RESISTANCE .T0 HORIZONTAL FORCE .
SAFETY FACTOR IN HORIZONTAL DIRECT KM r

a. SEE SECTION 2, CHAPTER 3 FOR Pp COMPUTATION I 5'
b. PASSIVE RESISTANCE CONSIOFRED ON FACE OF ON 1 H -

BLOCK (AREA 0 LONLY.

NOTES; BACKFILL SHAI.L PE COMPACTED AS SPECIFIED IN TABLE 4,CHAPTER 2

EXAMPLE: VERT: We (ABOVE W.T)a6'6xBE'x Sx50 p cf a 21,600*
0:3w1 Coo We (BELOW WT)-'6x1Wxex975ptf a 83,400

WATER TABLE AT 5'DEPTH wea, . 30100

P24OK. p it27KNo30OK WS: 6'x S'L2'X 110 p Ws a I0,S0C
60pcWT a40,500wF

TR0 BLOKf, y, L ap6. 5FS WT 4 0 .5  0 .
TR BOC xy,6,,BCHECKJ Pv. j 7-K '1.5 PvA 2?81.

ha2', H? -- .l PERT

KEEP PH AT 1/2 TO 2/3 BLOCK -KVET

RdDEPTH BY VARYING x AND y HOt RMFGHP3 IH 4 :pO~:.

1v * phoEaKpyh z3.OX1IOx2' 660
hr Oh2' 0Oph, 8%Kpyhv3.OxIIOx~3vI5O

H aOph=5 Crph_ 7 ..l65043.Ox6Ox2:2O1O
H PPZI/2.3(660-$.650)L+ 1/2.2(1650+2010)L

WT-p

r - ~ 3465 L + 660 L a7125 Xx a57,~ooo
______ p~ 5 7 K

, 4 1.9 )-L5 S.F.
I .'.OK HORIZ.

IWT

MAKE ADDITIONAL TRIALS VARYING h,x,y,L- 1

FIGURE 18
Tower Guy Anchorage in Soil by Concrete Deadman

-1
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analyzed as shown in Figure 17. Tower guy anchoirage in soil is analyzed in
Figure 18. For a deadman in weak soil, it: may be feasible to replace a con-
siderable volume of soil with granular beckfill and construct the block with-
in the new backfill. If this is done, the passive wedge should be contained
entirely within the granular fill, and the stresses on the remaining weak
material should be investigated. See Reference 6 for guidance.

3. CORROSION. For temporary anchors minimual protection is needed unless the
environments are such that rapid deterioration takes place. Permanent anchor.I. bars are covered with grout. In corrosive environments it *is common practice
to provide additional protection by coating with material (epoxy, polyester
resin) with proven resistance to existing or anticipated corrosive agents.
The coating agent should not have any adverse effect on the bond.

4. ROCK AND SOIL ANCHORS. When the load to be resisted is large, wireK ~tendons which can also be prestressed to reduce movements are employed. -

Also, because of corrosion special precautions may be necessary when permanent
anchors are provided in marine environments. In the analysis of anchors, be-
cause of submergence, the bouyant unit weight of soils should be used. The ,

buildup of excess pore pressure due to repetitive loads should also be evalua-
ted in the case of granular soils. For a discussion of cyclic mobility and
liquefaction see DM-7.3, Chapter 1. For the design of anchors see DM-7.3,

Chapter 3.
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CHAPTER 5. DEEP FOUNDATIONS

Section 1. INTRODUCTION

1. SCOPE. This chapter presents information on the common types of deep
foundations, analysis and design procedures, and installation procedures.
Deep foundations, as used in this chapter, refer Lo foundations which obtain
support at some dspth below the structure, generally with a foundation depth
to width ratio (D/B) exceeding five. These include driven piles, drilled
piles, drilled piers/caissons, &,d foundations installed in open or braced
excavations well below the general structure. Diaphragm walls are discussed
in DM-7.3, Chapter 3.

2. APPLICATICN. Deep foundations are used in a variety of &pplications
including:

(a) To transmit loads through an upper weak and/or compressible st--.tum
to underlying competent zone.

(b) To provide support in areas where shallow foundations are impracti-
cal, such as underwater, in close proximity to existing structures, and other
conditions.

-' (c) To provide uplift resistance and/or lateral load capacity.K-" 3. RELATED CRITERIA. For additional criteria relating to the design cf deep
foundations and the selection of driving equipment and apparatus, see the fol-
lowing sources : . .!

Subject Source

Pile Driving Equipment................................... NAVFAC DM-38 r
General Criteria for Piling in Waterfront Construction .... NAVFAC DH-25

4. LOCAL PRACTICE. The choice of the type of deep foundation such as pile
type(s), pile design capacity, and installation procedures is highly dependent ..
on local experience and practice. A design engineer unfamiliar with these
local practices should contact local building/engineering departments, local
foundation contractors, and/or local foundation consultants,

5. INVESTIGATION PROGRAM. Adequate subsurface exploration must precede the
design of pile foundations. Investigations must include the following:

(a) Geological section showing pattern of major strata and presence of
possible obstructions, such as boulders, buried debris, etc.

(b) Sufficient test data to estimate strength and cfimpressibility parame-
ters of major strata.

(c) Determination of probable pile bearing stratum.

For field explorations and testing requirements, see DM-7.1, Chapter 2.
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6. CONSTRUCTION INSPECTION. The performance of a deep foundation is highly
dependent on the installation procedures, quality of workmanship, and instal-
lation/design changes made in the field. Thus, inspection of the deep foun-
dation installation by a geotechnical engineer normally should be required.

Section 2. FOUNDATION TYPES AND DESIGN CRITERIA

1. COMMON TYPES. Tables 1 and 2 summarize the types of deep foundations,
fabricated from wood, steel, or concrete, in common usage in the United
States. Table I presents pile types and Table 2 presents excavated foundation
types including drilled piers/caissons. General comments on applicability of
the various foundation types are given in Table 2, but local experience and
practices, comparative costs, and construction constraints should be reviewed 4
carefully for each site.

a. Driven Files. These are piles which are driven into the ground and
include both low displacement and high displacement piles. Low displactiment

S piles include H and I section steel piles. Open end piles which do not form a
plug, jetted piles, and pre-bored driven piles may function as low displace-
ment piles. Solid section piles, hollow section closed end piles, and open
end piles forming a soil plug function as high displacement piles. All the
pile types in Table 1 except auger-placed piles are driven piles.

b. Excavated Foundations. These foundattons include both drilled piles
and piers and foundations constructed in open or braced excavations (see
Reference 1, Foundation Design, by Teng). Drilled piles include auger-placed
piles and drilled piers/caissons either straight shaft or belled. :".

2. OTHER DEEP FOUNDATION TYPES. Tables I and 2 include only the most com-
monly used pile types and deep foundation construction procedures. New and
innovative types are being developed constantly, and each must be appraised on :; :

its own merits.

* ~a. Drilled-in Tubular Piles. These consist of heavy-gauge steel tubular2
pile capable of being rotated into the ground for structure support. Soils in
the tube may be removed and replaced with concrete. Used in penetration of
soil containing boulders and obstructions, or drilling of rock socket to re-
sist uplift and lateral forces. Steel H-sections within concrete cores are
used to develop full end bearing for high load capacity.

b. TPT (Tapered Pile Tip) Piles. These consist of a mandrel drive cor-
rugated shell with an enlarged precast concrete base. This type of pile is
usually considered in conditions suitable for pressure injected footings. The
principal claimed advantage is the avoidance of punching through a relatively
thin bearing stratum.

c. Interpiles. These consist of an uncased concrete pile, formed by a
mandrel driven steel plate. A steel pipe mandrel of smaller diameter than the
plate is used, and the void created by the driven plate is kept contiruously
filled with concrete. It is claimed that this pile develops greater side .4
friction in a granular soil than drilled piers and conventional driven piles.
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TABLE 1
Design Criteria for Bearing Piles

PILE TYPE TIMBER STEEL - H SECTIONS

CONSIDER FOR .
LENGTH OF 30-60FT 40 -'00 FT

APPLICABLE ASTM -D25 ASTM -A36
MATERIAL SPEC-
IFICATIONS.

MAXIMUM MEASURED AT MOST CRITICAL POINT, 1200 PSI 12,000 PSI.STRESSES. FOR SOUTHERN PINE AND DOUGLAS FIR. SEEUSSTDEASEWOOD HANDBOOK NQ72 FOR STRESS

VALUES OF OTHER SPECIES.

CONSIDER FOR 10-SO TONS 40 -120 TONS
DESIGN LOADS
OF.

DISADVANTAGES DIFFICULTvTO SPLICE. VULNERABLE TO CORROSION WHERE EXPOSED 2
VUL E TO DAMAGE IN HARD DRIVING, HHP SECTION MAY BE DAMAGED OR DEFLECTED BY
TIP MAY HAVE TO BE PROTECTED. MAJOR OBSTRUCTIONS. <1VULNIERA6LE TO DECAY UNLESS TREATED,
WHEN PILES ARE INTERMITTENTLY SUB-".

MERGED.

ADVANTAGES COMPARA'lVELY LOW INITIAL COST. EASY TO SPLICE.
PERMANENTLY SUBMERGED PILES ARE AVAILABLE IN VARIOUS LENGTHS AND SIZES.RESISTANT TO DECAY. HIGH CAPACITY.
EASY TO HANDLE. SMALL DISPLACEMENT.ABLE TO PENETRATE THROUGH LIGHT

OBSTRUCTIONS.
HARDER OBSTRUCTIONS MAY BE PENETRATED

"WITH APPROPRIATE POINT PROTECTION,: .. ~OR WHERE PENETRATION OF SOFT ROCK iS 3

REQUIRED.TET
,_%ILREMARKS BEST SUI, ED FOR FRICTION PILE IN GRANULAR BEST SUITED FOR ENOBEARING ON ROCK." ""

MATERIAL. REDUCE ALLOWABLE CAPACITY FOR CORROSIVE '"•

LOCATIONS.OPEEAI

GRADE GaRADE
BUT DIA 12" TO 22" -L_

C RS CROSS SECTION

-4-4--TPILE SHALL BE TO[TREATED WITH
-WOOD PRESERVATIVE

TYPICAL,
ILLUSTRATIONS. (

CROSS SECTION

STt-'IP DIN 5" TO 9"

pip1
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TABLE I (cc"tinued)
Design Criteria for Bearing Piles

CAST-IN-PLACE CONCRETE (THIN SHELLPILE TYFE FRECAST CONCRETE (INCLUDING PRESTRSU,) DRIVEN WITH MANDREL)

CONSIDER FOR 40-50 FT FOR PRECAST 10-120 FT BUT TYPICALLY IN THE
LENGTH OF 60- 100 FT. FOR PRESTRESSED. 50 -80 .FT RANGE

APPLICABLE AC I31B FOR CONCRETE ACI CODE 318 -FOR CONCRETE.
MATERAL SPEC- ASTM AI5 -FOR REINFORCING STEEL
IFICATIONS.

MAXIMUM FOR PRECAST-33% OF 28 DAY STRENGTH 3F 33% OF 28-DAY STRENGTH OF CONCRETEWITH -.
STRESSES. CONCRETE INCREASE TO 40% OF 28 DAY STRENGTH.

FOR PRESTRESSED- Fc 'Q33 F€-0.27 Fpe PROVIDING:
(WHERE: FOIS THE EFFECTIVE PRESTRESS (A) CASING IS A MINIMUM 14 GAUGE THICKNESS
STRESS ON THE GROSS S1ECTION!). (B)CASING IS SEAMLESS OR WITH WELDED SEAMS

(C. RATIO OFSTEEL YIELD STRENGTH TO CON-
CRETE 28 DAY STRENGTH IS NOT LESS THAN 6.

(D)PILE DIAMETER IS NOT GREATER THAN 17".

1 SPECIFICALLY DES;GNED FOR A WIDE SPECIFICALLY DESIGNED FOR A WIDE
RANGE OF LOADS. RANGE OF LOADS

DISADVANTAGES UNLESS PREST D, VULNERABLE TO HANDLING DIFFICULT 10 SPLICE AFTER COINCRETING.
RELATIVELY HIGH BREAKAGE RATE ESPECIALLY REDRIVING NOT RECOMMENDED.
WIEN PILES ARE TO BE SPLICED. THIN SHELL VULNERABLE DURING DRIVING TO 5i
HIGH INITIAL COST, EXCESSIVE EAR; H PRESSURE OR IMPACT.
CONSIDERABLE DISPLACEMENT
PRESTRESSED CIFFICULT 10 SPLICE. CONSIDERABLE DISPLACEMENT.

ADVA.NTAGES HIGH LOAD CAPAITIES. INITIAL ECONOMY.
CORROSION RESISTANCE CAN BE ATTAINED. TAPERED SECTIONS PROVIDE HIGHER BEARING
HARD DRIVING POSSIBLE. RESISTANCE IN GRANULAR STRATUM CAN BE

INTERNALLY INSPECTED AFTER DRIVING
RELATIVLY LESS WASTE STEEL MATERIAL.
CAN BE DESIGNED AS FND BEARING OR FRICTION
PILE,GENERALLY LOADED IN THE 40-1OOTON
RANGE.

REMARKS CYLINDER PILES IN PARTICULAR ME SUITED FOR BEST SUITED FOR MEDIUM LOAD FRICTION PILES
SENDING RESISTANCE. IN GRANULAR MATERIALS,
GENERAL LOADING RANGE IS 40-400 TONS.

12" TO 24" DIA
GRADE I-~GRADE GRADE

TYPICAL 12" TO 24" DIA. - 8" TO DI

ILLUSTATION

NOTF REINFORCING CR OF3

MAY BE PRE-STRESSED SECTION

12" TO 54" DIA. CORRUGATED SHELL
THICKNESS 12 GA. '

TAPER MAY TO 20 GA.
BE OMITTED SIDES STRAIGHT

OR TAPERED
TYPICAL CROSS SECTIONS
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TABLE 1 (continued)
Design Criteria for Bearing Piles

PILE TYPE DRIVEN WITHOUT MANDREL) P I FOOTINGS

CONSIDER FOR
LENGTH OF 30-SOFT 10 TO CO FT

APPLICABLE AC I CODE 318 ACI CODE 318
MATERIAL SPEC-
IFICATION.

MAXIMUM 33% OF 28-DAY STRENGTH OF CONCRETE. 33% OF 28-DAY STRENGTH OF CONCRETE.
STRESSES 9,000 PSI IN SHELL,MORE THAN I/8 INCHTHICK. 9,000 PSI FOR PPE SHELL IF THICKNESS GREATER

THAN 1/8 INCH

CONSIDER FOR 50-70TTONS. 60 -120 TONS.
DESIGN LOADS
OF BASE OF FOOTING CANNOT BE MADE IN CLAY ORDISADVANTAGES HARD 10 SPLICE AFTER CONCRETING. WHEN HARD SPOTS (E.G.ROCK LEDGES) ARE

CONSIDERABLE DISPLACEMENT PRESENT IN SOIL PENETRATED. WHEN CLAY
LAYERS MUST BE PENETRATED 10 REACH
SUITABLE MATERAL,SPECIAL PRECAUTIONS

ADVANTAGES CAN BE REDRIVEN. ARE REQUIRED FOR SHAFTS IF IN GROUPS.
SHELL NOT EASILY DAMAGED. PROVIDES MEANS OF PLACING HIGH CAPACITY

FOOTINGS ON BEARING STRATUM WITHOUT
NECESSITY FOR EXCAVATION OR DEWATERING. "

HIGH BLOW ENERGY AVAILABIE FOR OVERCOMING
OBSTRUCTIONS.

GREAT UPLIFT RESISTANCE IF SUITABLY REINRRCE'REMARKS BEST SUITED FOR FRICTION PILES OF MEDIUM BEST SUITED FOR GRANULAR SOILS WHERE
LENGTH. BEARING IS ACHIEVED THROUGH COMPACTION

AROUND BASE.
MINIMUM SPACING 4-6"ON CENTER. p S

12" '70 18" DIA.
GRDE17" TO 12" TO

C'eSHELL 26" DIA GAE 9 DIA. St/8' TO 1/4" ,_._-TYPICAL CROSS SECTION C R IN
TYPICAL (FLUTED SHELL) COMPACTED CORRU-S: CMPACED !'CCPU
ILLUSTRATIONS 10" TO 36" DIA. BY RAMMING GATED

H! 

E' A • H

SHELL

HE SHELLOR PIPE
THICKNESS
1/8" TO I/4" I S

TYPICAL CROSS SECTION

(SPIRAL WELDiD SHELL)
SIDES UNCASED CASED
STRAIGHT SHAFT SHAFT
OR TAPERED

MIN. TIP DIA. 8"
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TABLE I (continued)
Design Criteria for Bearing Piles

PILE TYPE CONCRETE FILLED STEEL PIPE PILES COMPOSITE PILES

CONSIDER FOR
LENGTH OF 40-120 FT OR MORE 60-200 FT

APPLICABLE ASTM A36- FOR CORE. ACI CODE 318-FOR CONCRETE.
MATERIAL SPEC- ASTM A252- FOR PIPE. ASTMA36-FOR STRUCTURAL SECTION.
IFICATIONS ACI CODE 318-FOR CONCRETE. ASTM A252-FOR STEEL PIPE.

ASTM D25 -FOR TIMBER.MAXIMUM 9,000 PSI FOR PIPE SHELL 33% OF 2e-DAY STREftGTH OF CONCRETE.
STRESSES. 33%/a OF 28-DAY STRENGTH OFCONCRETE. 9.000 PSI FOR STRUCTURAL AND PIPE SECTIONS.

12,000 PSI ON STEEL CORES OF SAME AS TIMBER PILES FOR WOOD COMPOSITE.
STRUCTURAL REINFORCING STEEL.

CONSIDER FOR 80-120 TONS WITHOUT CORES. 30- 100 TONS.
OESIGN LOAD 500W ,500 TINS WITH CORES.
OF _ .

DISADVANTAGES HIGH INITIAL COST DIFFICULT TO ATTAIN GOOD JOINT BETWEEN TWO
DISPLACEMENT FOR CLOSED END PIPE. MATERIALS EXCEPT FOR PIPE COMPOSITE PILE.

ADVANTAGES BEST CONTROL DURING INSTALLATION. CONSIDERABLE LENGTH CAN BE PRCVIDED AT
NO DISPLACEMENT FOR OPEN END INSTALLATION. COMPARATIVELY LOW COST. FOR WOODCOMPOSITE
OPEN END PIPE BEST AGAINST OBSTRUCTIONS. PILES. HIGH CAPACITY FOR PIPE AND HP
CAN BECLEANED OUTAND DRIVEN FURTHER. COMPOSITE PILES. INTERNAL INSPECTION FOR
HIGH LOAD CAPACITIES. PIPE COMPOSITE PILES.
EASY TO SPLICE.

REMARKS PROVIDES HIGH BENDING RESISTANCE WHERE THE WEAKEST OF ANY MATERIAL USED SHALL
UNSUPPORTED LENGTH IS LOADED LATERALLY. GOVERN ALLOWABLE STRESSES AND CAPACITY.

8" TO 3E" DIA. TYPICAL COMBINATIONS

CROSS SECTION
OF PLAIN PIPE PILE.

SHELL THICKNESS CASED- OR2 __TYPICAL 12" To 36" DIA. UNCASED FILLED

ILLUSTRATIONS CONCRETE

CROSS SECTIONETE
OF PIPE PILE

WITH CORE 'E STEEL SECTION

SOCKET REQ'D
FOR VERTICAL i TME
HIGH LOADS ONLY TMBE

EN4D CLOSURE
MAY BE OMITTED
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TABLE 1 (continued)
Desig'n Criteria for Bearing Piles

"AUGER -PLACED, PRESSURE- r
PILE TYPE INJECTED CONCRETE PILES GENERAL NOTES

CONSIDER FOR 30-60 FT L STRESSES GIVEN FOR STEEL PILES ARE FOR
LENGTH OF NONCORROSIVE LOCATIONS. FOR CORROSIVE
APPLICABLE AC I-318 LOCATIONS, ESTIMATE POSSIBLE REDUCTION
MATERIAL SPFC- IN STEEL CROSS SECTION OR PROVIDE
IFICATIONS. PROTECTION FROM CORROSION.

2. LENGTHS AND LOADS INDICATED ARE FOR
MAXIMUM 33% OF 28-DAY STRENGTH OF CONCRETE. FEASIBILITY GUIDANCE ONLY,THEY
STRESSES. GENERALLY REPRESENT TYPICAL CURRENT

PRACTICE ,GREATER LENGTHS ARE OFTEN
CONSIDER FOR 35-70 TONS USED.
DESIGN LOAD 3& DESIGN LOAD CAPACITY SHOULD BE DETER -
OF MINED BY SOIL MECHANICS PRINCIPLES,

LIMITING STRESSES IN PILESAND TYPE AND r(ISA ~ W MORE THAN AVERAE DEPEND E ON QULITY FUNCTION OF STRUCTURE.SEE TEXTWORKMANSHI P.
NOT SUITABLE THRU PEAT OR SIMILAR HIGHLY
COMPRESSIBLE MATERIAL.
REQUIRES RELATIVELY MORE EXTENSIVE
SUBSURFACE INVESTIGATION.

ADVANTIGES ECONOMY.
COMPLETE NONDISPLACEMENT. r r
MINIMAL DRIVING VIBRATION TO ENDANGER
ADJACENT STRUCTURES.
HIGH SKIN FRICTION.
GOOD CONTACT ON ROCK FOR END BEARING.
CONVENIENT FOR LOW-HEADROOM UNDER-
PINNING WORK.
VISUAL INSPECTION OF AUGERED MATERIAL.
NO SPLICING REQUIRED.

REMARKS BEST SUITED AS A FRICTION PILE.

TYPICAL CROSS SECTION

TYPICAL -1 I" 12" to
ILLUSTRATIONS 16. DIA.

FLUID CONCRET,%
CAUSES DYjAXSIQ.\
O F PIU_ TLIA:12t
IF ',%ZAK SOIL ZONES. S
SofL Is COUPACTE.
AND CONSOLI)ATED.

DRILLED PILES CAN BE PROPERLY
-SEATED IN FIRM SUBSTRATA

pp
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TABLE 2
Characteristics of Common Excavated/Drilled Foundations

[ . PIERS (alto called Shafts)

a. Description and Procedures - Formed by drilling or excavating a
*hole, removing the soil., and filling with concrete. Casing may be

necessary for stabilization, and/or to allow for inspection and may
or may not be r-ulled as the concrete is poured. ~Types include
straight shaft piers and belied or underreamed piers. Drilled
shaft diam~eters are typically 18 to 36 inches but can exceed 84
inches; belied diameters vary but are generally not larger than 3
times the diameter of the shaft. Excavated piers can be larger
(shaft diameters exceeding 12 feet with belled diameters exceeding
30 feet 'have been constructed). Lengths can exceed 200 feet.
Pier size depends on design load and allowablk! Soil loads.

b. Advantages

*Completely non-displacement.

*Excavated maiterial can be examined and bearing surface can be
visually inspected in cased piers exceeding 30 inches in diameter
(or smaller using TV cameras).

*Applicable for a wide variety of soil conditions.

*Pile caps usually not needed since most loads can be carried on a
single pier.

NoW driving vibration.

*With belling, large uplift capacities possible.

*Design pier depths and diameters readily modified based on field
conditions.

*Can be drilled into bedrock to carry very high IoE~ds.

c. Disadvantages

*More than average dependence on quality of workmanship; inspection
required.

S * Danger of lifting concrete when pulling casing can result in voids
or inclusions of soil in concrete.

L* Loose granular soils below the water table can cause construction
problems.
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TABLE 2 (continued)
Characteristics of Common Excavated/Drilled Foundations

o Bell usually cannot be formed in granular soils below the water

table.

o Small diameter piers (less than 30 inches) cannot be easily

inspected to confirm bearing and are particularly susceptible to
necking problems.

d. Typical Illustration

CASING PULLED DURING
POURING CONCRETE

. .i !.: "": * "" :""STEEL
* WEAK'* .:CvUNDER,

:'•" "..SOIL:. . . . . .

•""".". ..UNSOUND *.ROCK. " .. . T

.... • . .' IBELLED-OUTBEL -- Z.- . .. . .... ..

%,AINGSTRJM. *D. K

2. INTERNALLY-BRACED COFFERDAM IN OPEN WATER

a. Description and Procedures - Generally only applicable if structure
extends below mudline.

(1) Cofferdam constructed and dewatered before pouring of
foundation.

(a) Install cofferdam and initial bracing below water in
existing river/sea bottom. Cofferdam sheeting driven into
bearing strata to control underseepage.

(b) Pump down water inside cofferdam.

(c) Excavate to bearing stratum completing bracing system 3
during excavation.

(d) Construct foundation within completed and dewatered
cofferdam.

(e) Guide piles or template required for driving cofferdams.

(f) Cofferdai. designed for high water, ice forces, or load of

floating debris.

(g) Cellular wall or double-wall cofferdams will eliminate or
reduce required bracing system.
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TABLE 2 (continued)
Characteristics of Common Excavated/Drilled Foundations

(2) Cofferdam excavated underwater

(a) Install cofferdam and iritial 1raclrg below watsr to
existing rier/sea bottom.

(b) Excavate underwater and place additional bracing to
subgrade In bearing stratum.

(c) Seal bottom with tremie mat of sufficient weight to
balance expected hydrostatic uplift.

(d) Pump out cofferdam and erect remainder of foundation

structure.

(e), (f) and (g) same as dewatered cofferdam.

(h) Relief of water pressures below tremie slab may be used to
decrease weight of tremie slab.

b. Advantages - Generally more economical than caissons if foundation
is in less than 40 feet of water.

c. Disadvavtages - Requires complete dewatering or tremie mat.

d. Typical Illustration

COFFERDAM EXCAVATED IN DRY COFFERDAM EXCAVATED UNDER WATER

7BEARING STRATUM -BEARING STRATUM "

-i w

PLACE T ENTRETEIN DRYCONCRETE
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TABLE 2 (cortinued)
Characteristics of Commor Excavated/Drilled Foundations

3. OPEN CAISSON

a. Description and Frocedure - An open box or cirLular section with a
cutting shoe on its lower edge. The caisson is sunk into place
under its own weight by removal of the soil inside the caisson,
jetting on the outside wall is often used to facilitate the process.

(1) Caissons should be considered when one or more of the following
conditions exist:

(a) A substructure is required to extend to or below the
river/sea bed.

(b) The soil contains large boulders which obstruct
penetration of piles or drilled piers.

(c) The foundation is subject to very large lateral forces.

If these cinditions do not exist the use of a caisson is not
warranted because it is generally more expensive than other types of
deep foundations. In open water, if the bearing stratum is less

than about 40 feet below the water surface, a spread footing
foundation constructed within cofferdams is generally less
expensive.

(2) General method of construction includes:

(a) Float caisson shell into position.

(b) Build up shell in vertical lifts and place fill within
shell until it settles to sea bottom.

(c) Continue buildup and excavate by dredging within caisson

so as to sink it through unsuitable up.)er strata.

(d) Upon reaching final elevation in bearing stratum, pour
tremie base.

(e) Provide anchorage or guides for caisson shell during
sinking.

(f) Floating and sinking operations can be facilitated by the

use of false bottoms or temporary domer.

(g) Dredging operations may be assisted by the use of jets or
airlifts.
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TABLE 2 (continued)
Characteristics of Commun Excavated/Drilled Foundations

Generally appropriate for depths exceeding 50 to 60 feet and
when final subgrade in the bearing strattua is not threatened by
uplift from under. ying pervious strata.

b. Advantages - Feasibility of extending to great depths.

c. Disadvantages

* Bottom of the caisson cannot be thoroughly cleaned and inspected. JJ
* Concrete seal placed in water is not as satisfactory as placed in

the dry.

• Soil directly under the hatinched portion near the cutting edges
may require hand excavation by diver.

" Construction is slowed down if obstruction of boulders or logs is

encountered.

d. Typical Illustration

WATER LEVEL)

TREITREMIE

SHAFTS FORXAVATIO"-N
AND CONSTRUCTION " "

1OX TYPE CIRCULAR TYPE

CROSS - SECTIO
4. PNEUMATIC CAISSON

a. Description and Procedure - Similar tf an open caisson but the box

is closed and compressed air is used co keep water and mud from
"-�-.!iowing into the box. Because of high costs, it is generally only

used on large projects where an acceptable bearing stratum cannot be
reached by open caisson methods because of excessive depth of water.

\1) Generally required for sinking to great depths wh-,- inflow of
material during excavation can be damaging to surrounding areas
and/or where uplift is a threat from underlying pervious 4P

UI strata.

7.2-188

rS



Kl

TABLE 2 (continued) -V..
Characteristics of Common Excavated/Drilled FoundationF

(2) General method of construction includes:

(a) Float caisson into position.

(b) Build up on top of caisson in vertical lifts until the . r
structure settles to sea bottom.

(c) Continue buildup and excavate beneath the caisson, using
compressed air when passing through unstable strata.

(d) Pour concrete base in the dry upon reaching final position
in the bearing stratum.

(e) Provide anchorage or guides for caisson during sinking.
For eccavation in the dry, air pressure is generally made
equal to total head of water above bottom of caisson.

b. Advantages

All work is done in the dry; therefore, controls over the r 9'
foundation preparation and materials are better.

" Plumbness of the caisson is easier to control as compared with the
,' open caisson.

* Obstruction from boulders or logs can be readily removed. r*°

Excavation by blasting may be done if necessary.

c. Disadvantages

* The construction cost is high due to the use of compressed air.

• "The depth of penetration below water is 'imited to about 120 feet
(50 psi). Higher pressures are beyond the endurance of the human
body.

* Use of compressed air restricts allowable working hours per man
and requires strict safety precautions.

d. Typical Illustration

I %

WATER LEVL. AIR L0CK

1W'W

SEA BOTTUM

BEARIN STRATM SSED AIRBEARING STRATUM IN WORKING
-CH4AMBER UP TO

50 PSI PRESSURE
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TABLE 2 (continued)
Charpcteristics of Common Excavated/Drilled Foundations

5. BOX CATSSON (Floating Caisson)

a. Description and Procedure - Essentially a cast-on-land floating
foundation sunk into position by backfilling.

(1) Used primarily for wharfs, piers, bulkheads, and breakwaters in
water not more than 40 feet deep.

(2) General construction method includes:

(a) Prepare subgrade at sea bottom by dredging, filling, or
combination of dredging and filling.

(b) Float caisson into position.

(c) Sink caisson to prepared foundation at Zhe sea bottom by
use of ballast.

(d) Provide anchorage or guides to protect floating caisson
against water currents.

., Backfill for suitable foundation should be clean granular

material and may require compaction in place under water.

b. Advantages

* The construction cost is relatively low.

* Benefit from precasting construction.

* No dewatering necessary. -

c. Disadvantages

* The ground must be level or excavated to a level surface.

• Use is limited to only those conditions where bearing stratum is
close to ground surface.

* Provisions must be made to protect against undermining by scour. 0

* The bearing stratum must be adequately compacted to avoid adverse
settlements.

d. Typical Illustration

WATER L

SEA BOTTOM

BEARING STRATUM
721
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"d. Earth Stabilization Columns. Many methods are available for forming
compression reinforcement elements (see DM-7.3, Chapter 2) including:

(1) Mixed-In-Place Files. A mixed-in-place soil-cement or soil-
lime pile.

(2) Vibro-Replacement Stone Columns. A vibroflot or other device is
used to make a cylindrical, vertical hole which is filled with compacted
gravel or crushed rock.

(3) Grouted Stone Columns. This is similar to the above but in-
cludes filling voids with bentonite-cement or water-sand-bentonite cement
mixtures.

(4) Concrete Vibro Columns. Similar to stone columns but concrete

"introduced instead of gravel.

Section 3. BEARING CAPACITY AND SETTLEMENT

"1. DESIGN PROCEDURES. The design of a deep foundation system should in-
clude the following steps:

(1) Evaluate the subsurface conditions.

(2) Review the foundation requirements including design loads and
allowable settlement or deflection.

(3) Evaluate the anticipated construction conditions and procedures.

(4) Incorporate local experience and practices.

(5) Select appropriate foundation type(s) based on the above items,
costs, and comments on Tables 1 and 2. ; 0

(6) Determine the allowable axial foundation design loads based on an
evaluation of ultimate foundation capacity including reductions for group
action or downdrag if applicable, ancicipated settlement and local require-
ments and practices.

The axial load capacity of deep foundations is a function of the
structural capacity of the load carrying mramber (with appropriate reduction
for column action) and the soil load carrying capacity. Usually, the latter

consideration controls design. The methods available for evaluating the ulti-
mate axial load capacity are listed below. Some or all of these should be
considered by the design engineer as appropriate. w"

(a) Stptic analysis utilizing soil strength.

(b) Empirical analysis utilizing standard field soil tests.

(c) Building code requirements and local experience. I r w
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(d) Full-scale load tests.

(e) Dynamic driving resistance.

(7) Determine design~ and construction requirements, and incorporate the

requirements into construction specifications.

par ofthedesign procedures. Performn a pile test prograi. as req'uire~d. The
pile test can also be used a~s a design tool in item (6).

2. BEARING CAPACITY OF SINGLE PILE

a.Allowable Stresses. See Table 1 for allowable stresses within the
pile and quality requirements for pile materials. Allowable stresses should
be reduced for column action where the pile extends above firm ground, i.e.
through water and very soft bottom sedimentg.

b. Soil Support. The soil must be capable of supporting the element
when it is in compression, tension, and subject to lateral forces. The soil

* support can be computed from soil strength data, determined by load tests,
and/or estimated from driviag resistance. These determinations should include
the following stages:

*(1) Design Stage. Compute required pile lengths from soil strengthK data to determine bidding length and pile type.

(2) Early in Construction Stage. Drive test piles at selected loca-
tions. For small projects where performance of nearby pile foundations is V
known, base design length and load capacity on knowledge of the soil profile,
nearby pile performance, and driving resistance of test piles. On large pro-
jects where little -_xperience is available, perform load tests on selected

* piles and interpret the results as shown in Figure 7.

(3) Throughout Construction Stage. Record driving resistance of all
piles for comparison with test piles and to insure against local weak subsur-
face formations. Record also the type and condition of cushioning material
used in the pile hammer.

c. Theoretical Load Ca acit . See Figure 1 for analysis of ultimate
load carrying capacity of single piles in homogeneous granular coils; for pile
in homogeneous cohesive soil see Figure 2 (upper panel right, Reference 2,
The Bearing Capacity of Clays, by Skempton; remainder of figure, Reference 3,
The Adhesion of Piles Driven in Clay Soils, by Tomlinson).

*(1) Compression Load Capacity. Compression load capacity equals
end-bearing capacity, plus frictional capacity on perimeter surface.

(2) Pullout Capacity. Pullout capacity equals the frictional force
on the perimeter surface of the pile or pier.
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'.4RESISTANCE IGNORED) %
11 , (KHC/HT)PO. .. • .

(K , qT , l

LPO tr ,. ; .

L D BEARING STRATUM

,.(KHC./HT)Po .; : -

-j I~---B PRESSURE DIAGRAM
KHCPo AND KHTPO -. *--.

(A) ULTIMATE LOAD CAPACITY IN COMPRESSION
H:Ho*D

0 uIt PT Nq AT +7 (KHCXPoXTAN 8)(S)
H:Ho

WHERE Quit =ULTIMATE LOAD CAPACITY IN COMPRESSION
PTzEFFECTIVE VERTICAL STRESS AT PILE TIP (SEE NOTE I)

SBEARING CAPACITY FACTOR (SEE TABLE, FIGURE I CONTINUED) -
AT AREA OF PILE TIP
KHC : RATIO OF HORIZONTAL TO VERTICAL EFFECTIVE STRESS ON SIDE OF ELEMENT WHEN

ELEMENT IS IN COMPRE931ON.
Po - EFFECTIVE VERTICAL STRESS OVER LENGTH OF EMBEDMENT, D (SEE NOTE I)
8 FRICTION ANGLE BETWEEN PILE AND SOIL (SEE TABLE,FIGURE I CONTINUED)
S = SURFACE AREA OF PILE PER UNIT LENGTH

FOR CALCULATING 0011 ,USE FS OF 2 FOR TEMPORARY LOADS, 3 FOR PERMANENT LOADS.(SEE NOTE 2)._ 'V
(B) ULTIMATE LOAD CAPACITY IN TENSION

: ~~~~H--Ho+D ""-"'"

TUlt Z (K,9TXPOXTAN 8) (S)(H)
H: H0

WHERE- Tult : ULTIMATE LOAD CAPACITY IN TENSION, PULLOUT
KHT 2 RATIO OF HORIZONTAL TO VERTICAL EFFECTIVE STRESS ON SIDE OF ELEMENT WHEN ELEMENT ,

IS IN TENSION

FOR CALCULATING Tall USE FS 3 ON Tult PLUS THE WEIGHT OF THE PIIE (Wp),THUS To11 :Tul +Wp
(SEE NOTE 2) " ''

NOTE-I: EXPERIMENTAL AND FIELD EVIDENCE INDICATE THAT BEARING PRESSURE AND SKIN FRICTION INCREASE
WITH VERTICAL EFFECTIVE STRESS Po UP TO A LIMITING DEPTH OF EMBEDMENT, DEPENDING ON
THE RELATIVE DENSITY OF THE GRANULAR SOIL AND POSITION OF THE WATER TABLE. BEYOND THIS
LIMITING DEPTH (108l± TO 408t) THERE IS VERY LITTLE INCREASE IN END BEARING, AND INCREASE
IN SIDE FRICTION IS DIRECTLY PROPORTIONAL TO THE SURFACE AREA OF THE PILE. THEREFOREIF
D IS GREATER THAN 20 B, LIMIT Po AT THE PILE TIP TO THAT VALUE CORRESPONDING TO D: 20B.

NOTE,-2: IF BUILDING LOADS AND SUBSURFACE CONDITION ARE WELL DOCUMENTED IN THE OPINION OF THE ENGINEER,A
LESSER FACTOR OF SAFETY CAN BE USED BUT NOT LESS THAN 2.0 PROVIDED PILE CAPACITY IS VERIFIED BY
LOAD TEST AND SETTLEMENTS ARE ACCEPTABLE.

FIGURE 1
Load Carrying Capacity of Single Pile in Granular Soils
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BEARING CAPACI1 Y FACTORS - Nq

26 28 30 31 32 33 34 35 36 37 38 39 40
(b•EGREES) _"

Nq
"(DRIVEN PILE I0 15 2.1 24 29 35 42 50 62 77 86 12) 145
DISPLACE-
MENT)

, Nq- -- - -"-- -

(DRILLED 5 8 10 12 14 17 21 25130 38 43 60 72
PIERS) -- "-

EARTH PRESSURE COEFFICIENTS KHC AND KHT "

PILE TYPE KHC KHT

DRIVEN SINGLE H-PILE 0.5 -1.0 0.3 -0.5

DRIVEN SIN%3LE DISPLACEMENT 1. -1.06-10PIE1.0 -1.5 0.6 -1.0
PILE

DRIVEN SINGLE DISPLACEMENT 1.5 - 2.0 1.0 - 1.3
TAPERED PILE

DRIVEN JETTED PILE 0.4 - 0.9 0.3 - 0.6
DRILLED4PILE (LESS THAN"

~ AGL -0.7 0.42"DIAMETER)0.0.

FRICTION ANGLE -S"

PILE TYPE

ST EE L -0 0•• . . .i

CONCRETE

TIMBER 3/4

*LIMIT $ TO 280 IF JETTING IS USED
*-* (A) IN CASE A BAILER OR GRAS BUCKET IS USED BELOW GROUNDWATER TABLECALCULATE END

BEARING BASED ON 0 NOT EXCEEDING 280.
(B) FOR PIERS GREATER THAN 24-INCH DIAMETER,SETTLEMENT RATHER THAN BEARING CAPACITY
USUALLY CONTROLS THE DESIGlN. FOR ESTIMATING SETTLEMENT, TAKE 50% OF THE SETTLEMENT
FOR AN EQUIVALENT FOOTING RESTING CN THE SURFACE OF COMPARABLE GRANULAR SOILS.
(CHAPTER 5, DM-TI ).

FIGURE 1 (continued)
Load Carrying Capacity of Single Pile in Granular Soils w
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-/////// S YT$0PCF 016 KSF
SOT30Ly 25 PC Q235KSF

SEARING STRATUM ,
OENSE SAND • :i•6bP-F

25'

* L-535 KSF

1.535 KSF

EFFECTIVE VERTICAL STRESSP 0, FOR
PILE DESIGN

FOR A 12"DIAMETER CLOSED END, DRIVEN PIPE PILE. CONCRETE FILLED, FIND Qd1 AND Tl O
A 30 FOOT LONG PILE.

"P0 MAX OCCURS AT 209,OR 20'INTO BEARING STRATUM.
0"30 N-I I21" *• .. " HC a,1.5 ,, 20 0.

KHT3 I.0AT 8 I" X GON'0.76 SF ,.-,.

CIRCUM. AREA/If :=IXr:3.I4SF/If

Quit :1.535x21xO.784[ (1.5 X(0.2 3 5 +1.53 5 )xTAN 20X20x314) +(I.5xL535xTAN 20x x3.14])

z 25.I4 KO.34+1-3,"6]
F...

SFSa"~ " 1.K"..,:-".. .6,.
IN FSR F5 '3%11a.3 a 2.9

TuIt = I.Ox 2+I )(xTAN2Ox20x3,14+ I.Oxl.535xTAN20x5x3.14
" 20,23-+8.77
": 29.OK .-

WP*.1 K/ X30' a3.5KTd,~ 29- +3 $'13.ZK

FIGURE I (continued)
Load Carryirg Capacity of Single Pile in Granular Soils
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(3) Drilled Piers. For drilled piers greater than 24 inches in

diameter settlement rather than bearing capacity may control. A reduced end
bearing resistance may result from entrapment of bentonite slurry if used to
maintain an open excavation to the pier's tip. Bells, or enlarged bases, are
usually nit stable in granular soil.-

(4) Piles and Drilled Piers in Coherive Soils. See Figure 2 and
Table 3. Experience A emonstrates that pile driving permanently alters sur-
face adhesirn of clays having a shear strength greater than 500 piE (see r
Figure 2). In softer clays the remolded material consolidates with time,
regaining adhesion approximately equal to original strength. Shear strength
for point-bearing resistance is essentially unchanged by pile driviltg. For
drilled piers, use Table 3 from Reference 4, Soils and Geology, Procedures
for Foundation Design of Buildings and Other Structures, by the Departments of
Army and Air Force, for determining side friction. Ultimate resistance to
pullout cannot exceed the total resistance of reduced adhesion acting over the
pile surface or the effective weight of the soil mass which is available to
react against pullout. The allowable sustained pullout load usually is limited
by the tendency for the pile to move upward gradually while mobilizing an
adhesion less than the failure value. :1

Adhesion factors in Figure 2 may be very conservative for evalu-
ating piles driven into stiff but normally consolidated clays. Available data
suggests that for piles driven into normally to slightly overconsolidated 'I
clays, the side friction is about 0.25 to 0.4 times the effective overburden.

(5) Piles Penetrating Multi-layered Soil Profile. Where piles
penetrate several different strata, a simple approach is to add supporting
capacity of the individual layers, except where a soft layer may consolidate
and relieve load or cause drag on the pile. For further guidance on bearing
capacity when a pile penetrates layered soil and terminates in granular strata
see Reference 5, Ultimate Bearing Capacity of Foundations on Layered Soils
Under Inclined Loads, by Meyerhoff and Hanna, which considers the ultimate
bearing capacity of a deep member in sand underlying a clay layer and for the
case of a sand bearing stratum overlying a weak clay layer.

(6) Pile Buckling. For fully embedded piles, buckling usually is
not a problem. For a fully embedded, free headed pile with length equal to or
greater than 4T, the critical load for buckling is as follows (after Reference
6, Design of Pile Foundations, by Vesic):

Pcrit = 0.78 T3 f for L> 4T

where: Pcrit - critical load for buckling

f - coefficient of variation of lateral subgrade V
reaction (see Figure 10)

T - relative stiffness factor (see Figure 10)

L -length of pile.
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For piles with the head fixed against rotation and translation,
increase Pcrit by 13%. If the pile head is pinned (i.e. prevented from
translation but free to rotate), increase Pcrit by 62%.

For a partially embedded pile, assume a free standing column
fixed at depth I.8T below the soil surface. Compute the critical buckling

* load by methods of structural analysis. For such piles compute allowable pile ,
stresses to avoid buckling. For the case where the coefficient of lateral
subgrade reaction (Kh) of the embc nt soil is constant with depth, calcu-
late the depth of iLLAty as 1.4i/* , where El is the flexural rigidity of
the pile, B is pile width (diameter) and Kh is defined in the units of
Force/Le.ngth 3 . Buckling for a fully embedded length of other pile types
does not control pile stress. For further guidance see Reference 6.

d. E!pirical Bearing CapacitZ. Results from the Standard Penetration
Test, Static Cone penetrometer (Dutch Cone with friction sleeve), and Pres-
suremeter have been correlated wth model and full scale field tests on piles
and deep foundations so that empirical expressions are available to estimate -j
foundation capacities. i

(1) Standard Penetration. Use of the Standard Penetration Tesc to
predict capacities of deep foundations should oe limited to granula: soils and
must be considered a crAde estimate.

Tip Resistance of driven piles (after Reference 7, Bearin,&
Capacity and Settle.aent of Pile Foundations, by Meyerhof):

quit 0.4 ND <q q4
B

where: N - CN . N

N - sta~adard penetretion resistanre (blow/ft)
near pile tip

20
CN - 0.77 1ogl T (for pŽ 0.25 TSF)

p - effeetive overburden stress at pile tip (TSF) 0

q -It - ultimate point resistance of driven pile (TSF)

N - average corrected Standard Penetration Resistance
near pile tip (blows/ft)

D - depth driven into granular bearing stratum (ft)

B - width or diameter of pile tip (feet)

q- I limiting point resistance (TSF), equal to
4N for sand and 3N for non-plastic silt.
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For drilled piers, use 1/3 times quit computed from the above
expression.

Use a factor of safety of 3 to compute allowable tip resis-
tance.

Skin Friction of driven piles:N 4." 
*6"fs 8 •< f " ::

k~50

N a average standard penetration aloag pile shafc

fs ultimate skin friction for driven pile (TSF)

1f, limiting skin friction (for driven pile, fl 1 TSF)

U&:i factor of -- fety of 3 for allowable skin friction.

For driven piles tapered more than I percent, use 1.5 times .
above expression.

For drilled piers, use 50 percent of above expression

(2) The Cone Penetrometer. The Cone Penetrometer provides useful
information as a "model pile" and is best suited for loose to dense sanda and
silts. Penetrometer results are not considered accurate for very dense sands
or deposits with gravel. ..

Point Resistance:

quit =qc :

where: - ultimate tip resistance for driven pile

qc - cone penetration resistance

Depth of penetration to granular bearing stratum is at least 10
times the pile tip width.

Shaft Resistance:

f Ult fc

where: futt - ultimate shaft friction of driven cylindrical pile

fc a unit resistance of local friction sleeve of static
penetrometer

Use factor of safety of 3 for allowable skin friction.

For drilled piers in cohesionless soil, use 1/2 of fult or quit

based on the above expressions for driven piles.
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(3) Pressuremeter. Results from pressuremeter tests can be used to
Atimate design capacity of deep foundation elements. See Reference 8, The

Pressuremeter and Foundation Engineering, by Baguelin, et al., or Reference 9,
Canadian Foundation Engineering Manual, by the Canadian Geotechnical Society,
for details of design correlation.

The pressuremeter method is useful in soft rock, weathered or

closely jointed rock, granular soils, and very stiff cohesive soils. Results
are generally not suitable in soft clays because of the disturbance during
drilling. The self-boring pressuremeter is designed to reduce this problem.

e. Bearing Capacity from Dynamic Drivinn Resistance.

(1) General. The ultimite capacity of a pile may be estimated on

the basis of driving resistance during installation of the pile. The results

are not always reliable, and may over-predict or grossly under-predict pile
capacities, and therefore should be used with caution. Use must be supported
by local experience or testing. Dynpmic resistance based on the wave equation
analysis is a more rational approach to calculating pile capacities.

(2) Pile Driving Formulas:

(a) General. Because of the uncertainties of the dynamics of
pile driving, the use of formulas more elaborate than those in Table 4 is not
warranted. A minimum of three test piles should be driven for each installs-
tion, with more tests if subsurface conditions are erratic.

(b) Control During Construction. The embedment of piles should
be controlled by specifying a minimum tip elevation on the basis of the sub-
surface profile and driving tests or load tests, if available, and also by
requiring that the piles be driven beyond the specified elevation until the-* '
driving resistance equals or exceeds the value established as necessary from
the results of the test piles. However, if the pile penetration consistently
overruns the anticipated depth, the basis for the specified depth and driving -*

resistance should be reviewed.

(c) Formulas. Dynamic pile driving formulas should not be used
as criteria for establishing load capacity without correlation with the re-
sults of an adequate program of soil exploration. For critical structures and
where local experience is limited, or where unfamiliar pile types or equipment
are being used, load tests should be performed.

(3) Wave Equation Analysis. The wave equation analysis is based on
the theory of one dimensional wave propagation. For the analysis the pile is
divided into a series of masses connected by springs which characterize the
pile stiffness, and dashpots which simulate the damping below the pile tip and
along pile embedded length.

This method was firsc put into practical form in 1962 (Reference
10, Pile Driving by the Wave Equation, by Smith). The wave equation analysis
provides a means of evaluating the suitability of the pile stiffness to trans-
mit driving energy to the tip to achieve pile penetration, as well as the
ability of pile section to withstand driving stresses without damage. The
results of the analysis can be interpreted to give the following:
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TABLE 4
Application of Pile Driving Resistance Formulas

BASIC PILE DRIVING F1ORMULAS (SEE COMMENT IN SECTION 2)

FOR DROP HAikMER FOR SINGLE - ACTING HAMMER FOR DOUBLE ACTING DrUFENTIALHAMMER

US WE DIVNWE4T USE WHEN DRIVEN

ARE SMALLER THAN E*4TS AIE SMALLER

Q011 ." +W. STRIKING WEIGHTS. THEN ST11ING WEIGHTS,

00g2' WM IUSE WHEN DRIVEN WEIGHTS .111' 2JUSE~ WHEN DRIVEN WEIGHTS
540.1 ME LARGR THAN 4411 WS, MRE LAMSER THAN

STRIKING WEIGHTS. STRIKING WEtGHTS.

Q0oI a ALLOWABLE PILE LOAD IN POUNDS.
W : WEIGHT OF STRIKING PARTS OF HAMMER IN POUNDS.
H a THE EFFECTIVE HEIGHT OF FALL IN FEET.
E a THE ACTUAL ENERGY DELiVERED BY IIAMMER PER BLOW IN FOOT- POUNDS.
S 'AVERAGE NET PENETRATION IN INCHES PER BLOW FOR THE LAST 6 IN. OF DRIVING.
WO 'DRIVEN WEIGHTS NOTE - RATIO OF DRIVEN WEIGHTS TO STRIKING WEIGHTS SHOULD NOT
WS WEIGHT SOF STRIKING T EXCEED 3.

MODIFICATIONS OF BASIC PILE DRIVING FORMULAS

A. FOR PILES DRIVEN TO AND SEATED IN ROCK AS HIGH CAP*CITY END-SEARING PILES: .
DRIVE TO REFUSAL (APPROXIMATELY 4 TO S BLOWS FOR TNE LAST QUARTER INCH OF DRIVNG).
REDRIVE OPEN END PIPE PILES REPEATEDLY UNTIL RESISTANCE FOR REFUSAL IS REACHED r '
WITH IN I IN. OF ADDITIONAL PENETRATION.

"D. PILES DRIVEN THROUGH STIFF COMPRESSIBLE MATERIALS UNSUITABLE FOR PILE BEARING TO AN
UNDERLYING BEARING STRATUM:

ADD BLOWS ATTAINED BEFORE REACHING BEARING STRATUM 70 REQUIRED SLOWS ATTAINED IN ."'i

BEARING STRATUM (SEE EXAMPLE).
PILE EXAMPLE- REQUIRED LOAD CA . CITYDOF PILE %I1 '25 dS""

FILL ....... HAM MER ENERGY E zI5,000FT-LI

"MPRESSILE
STRATUM 116 SLOWS/FT W

PENETRATION(S) AS PER BASIC FORMULA '/"OR2LOWS PER
.STRATUM 2 SLWS/FT INCH (24 SLOWS/FT).

REQUIRED S5LOWS FOR PILE 24 +IS '42 BLW/FT.

C. PILES DRIVEN INTO UMITED THIN "EARING STRATUM, DRIVE T0 PREDETERMINED TIP ELEVATION.
pDETERMIN ALLOWABLE LUg BY LO TEST.

- ACE.i &PILE

UUNSUITABLE

BEARING 5t STRATUM

/TIFF CLAY STRATUM INCOMPRE2SISLE
BUTUNSUITABLE FOR POINT SEARING
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(a) Equipment compatibility: appropriate hammer size and " "
cushion."" -" -,

(b) Driving stresses: plots of stress vs. set can be made to
evaluate the potential for pile overstress.

(c) Pile capacity: plot of ultimate pile capacity vs. set can
be developed.

The soil is modeled by approximating the static resistance
(quahe), the viscous recistance (danping), and the distribution of the soil.
resistance along3 the pile. The assigned parameter for springs end dashpots
cannot be related to routinely measured soil parameters which constitutes the
major draw back of the wave equation analysis. The input for the driving
system is provided by the anticipated hammer performance, coefficient of
restitution of the cushion, and stiffness of the pile. Computer programs are -.6
available to perform the lengthy calculations.

(4) Case Method. The wave equation analysis can be used in conjunc-
tion with field measurements by using the Case Method (Reference 11, Soil
Resistance Predictions from Pile Dynamics, by Rausche, et al.). This proce-
dure electronically measures the acceleration and strain near the top of the -44
pile, and by using the wave equation analysis estimates the static soil resis-
tance for each blow of the hammer. Energy transferred to the pile is computed
by integrating the product of force and velocity. A distribution of the soil
resistance along the pile length is assumed and the wave equation nnalysis is i
performed. The assumed soil strength parameters are checked against the mea-
sured force at the p~le top and these are then adjusted to result in an im-
proved match between the analytical and measured pile force at the top.

3. BEARING CAPACITI OF PILE 7OUPS.

a. Genera]. The bearing capacity of pile groups in sotil Is normally .1
less than the sum of individual piles In the group and must be coisidered in
design. Group efficiency is a term used for the ratio of the capacity of a
pile group to the sum of the capacities of single piles at the same depth in-
the same soil deposit. In evaluating :he performance of pile groups in com-
pression, settlement is a major consideration. Expfess-os for estimating
uplift resistance of pile groups are included in thia section.

b. Group Capacity in Rock. The group capacity of piles installed to
rock is the number of members times the individual capacity of each member.
Block failure is a consideration only if foundations are on a sloping rock
formation, and sliding may occur along unfavorable dipping, weak planes. The
possibility of such an occurrence must be evaluated from the site geology and
field exploration.

c. Group Capacity in Granular Soil. Piles driven into cohesionless soil
in a group configuration act as individual piles if the spacing is greater
than 7 times the average pile diameter. They act as a group at close spac-
ings. Center to center spacing of adjacent piles in a group should be at
least two times the butt diameter. --
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Block failure of a pile group in granular soils is not a design con-
sideration provided each individual pile has an adequate factor of safety
against bearing failure and the cohesionless soil is not underlain by a weaker
deposit. In loose sand and/or gr&vel depositi, the load carrying capacity of
an individual pile may be greater in the group than single because of densifi-
cation during driving. This increased efficiency should be included in design
with caution, and only where demonstrated by field experience or tests.

The ultimate capacity of a pile group founded in dense cohesionless
soii of limited thickness underlain by a weak deposit is the smaller of: -

(1) sum of the singl" pile capacities

(2) block failure of a pier equivalent in size to the piles and
enclosed soil mass, punching through the dense deposit into the underlying
weak deposit (Reference 12, Ultimate Bearing Capacity of Footings on Sand r
Layer Overlying Clay, by Meyerhof).

d. Group Capacity in Cohesive Soil. Estimate the group capacity using
the metho in Figure 3 (upper panel, Reference 13, Experiments with Model

Piles in Groups, by Whitaker).

e. Uplift Resistance of Groups.

(1) Granular Soil. Ultimate uplift resistance of pile group is
lesser of:o c ooi (a) Sum of skin friction on the piles in the group (no reduc- r .

tion for tapered piles), use a factor of safety of 3.0.

within a (b) Effective weight of block of soil within the group and
within a 4 vertical on 1 horizontal wedge extending up from pile tips - weightof piles assumed equal to volume of soil they displace, Factor of safety

should be unity.

(2) Cohesive Soil. Ultimate uplift resistance of pile group is the
lesser of:

(a) Sum of skin friction on the piles in the group

(b) T =L (B +A)C + W

where: Tu u ultimate uplift rejistance of pile group ]
A - length of group

B - width of group

L depth of soil block below pile cap

C = average undrained strength of soil around the sides of the group

W weight of piles, pile cap, and block of soil enclosed by therp piles.
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0.9

03 x 3 PILE GROUP

0.6

3x3PILE GROUP EFCEC

FOR COHESIVE SOILS
04/

0.3
1.5 2.0 2.5 3.0 3.5 4.0 4.5

SPACING IN PILE DIAMETERS

~PERIMETER

0ý r DEFIN ITIONS,
PIL o o 0G : ULTIMATE LOAD CAPAC.TY OF PILE IN GROUP

SPACING Quit m ULTIMATE LOAD CAPACITY OF ISOLATED PILE
n z NUMBER OF PILES IN GROUP

~L < CA ~G4; FOR COHESIVE SOILS

2 R = PILE DIAMETER
QG AND Quit ARE APPLIED LOADS ONLY. WEIGHT OF

rSEAR ON SURFACE PILES AND ENCLOSED SOIL IS BALANCED BY WEIGHT
PEIETROF GROUP OF OVERBURDEN AND IS NOT CONSIDERED.

* 44 BEARING CAFACITY6
' OF PILE TIPS

B

BEARING CAPACITY OF PILE GROUP
Quit : (C NC) 7R 2 +CA 27 RL (OBTAIN CA AND NC FROM FIGURE 2)
ULTIMATE LOAD OF GROUP= n0 QG-Gen Quit j.

FIGURE 3
Bearing Capacity of Pile Groups in Cohesive Soils
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Factors of Safety: 2 for short-term loads, 3 for sustained

uplifting loading.

4. SETTLEMENTS OF PILE FOUNDATIONS r_-

a. Single Pile. The settlement at the top of pile can be broken down
into three components (after Reference 6).

(1) Settlement due to axial deformation of pile shaft; Ws

Ws (Qp + LsQs)
5 ( J A E~

where: Qp point load transmitted to the pile tip in the working stress
range.

Qs shaft friction load transmitted by the pile in the working .
stress range(in force units)

s- 0.5 for parabolic or uniform distribution of shaft friction

0.67 for triangular distribution of shaft fric~ion starting or -v
from zero friction at pile head to a maximum value at pile
"point

0.33 for triangular distribution of shaft friction
"starting from a maximum at pile head to. zero at the
"pile point. p

L = pile length

A = pile cross sectional area

Ep - modulus of elasticity of the pile

(2) Settlement of pile point caused by load transmitted at the point
Wpp "-"

C Q~C p qp•
Wpp - qo ,.

where: C empirical coefficient depending on soil type and
method of construction, see Table 5

B - pile diameter

qo - ultimate end bearing capacity

(3) Settlement of pile points caused by load transmitted along the
pile shaft, Wps;

Cs Qs
ps= Dq°
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TABLE 5
Typical* Values of Coefficient C f.,r Estimating

Settlement of a Single Pile

__ __ __ __ __ __ __ __ -r
Soil Type Driven Piles Bored Piles

Sand (dense to loose) 0.02 to 0.04 0.09 to 0.18

Clay (stiff to soft) 0.02 to 0.03 0.03 to 0.06

Silt (dense to loose) 0.03 to 0.05 0.09 to 0.1214

* Bearing stratum under pile tip assumed to extend at least 10 pile

diameters below tip and soil below tip is of comparable or higher .
stiffness.

!

gi1

* U
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whtere :Cs (0.93 + 0.16 DIB)%

D -embedded length

(4) Total settlement of a single pile, Wo: -

wor Mws + W pp + w1,s

b. Settlement of Pile Group in Granular Soils. Compute group settlement
based on (after Reference 6):

g W 0  _!B

where: B -the smallest dimension of pile group

B - diameter of individual pile

-o Settlement of a single pile estimated or determined -'

from load tests

c. Settlement of Pile Groups in Saturated Cohesive Soils. Compute the
group settlement as shown in Figure 4.

d. Limitations. The above analyses may be used to estimate settlement,
*however, settlement estimated from the results of load tests are generally

considered more accurate and reliable.

5. NEGATIVE SKIN FRICTION.]

a* Geea.Depfudto elements installed through compressible
matrias cn eperenc "dwndag"forces or negative skin friction along the

shaft which results from downward movement of adjacent soil relative to the
pile. Negative skin friction results primarily from consolidation of a soft

deposit caused by dewatering or the placement of fill. i

Negative skin friction is particularly severe onl batter pile instal-
lations because the force of suibsiding soil Is large on the outer side of the
batter pile and soil settles away from the inner side of the pile. This can
result in bending of the pile. Batter pile installations should be avoided
where negative skin friction is expected to develop.

b. Distribution of Negative Skin Friction on Single Pile. The distribu-
tion Anid magnitude of negative skin friction along a pile shaft depends on:

(1) relativc movement between compressible soil and pile shaft;

(2) relative movement between uppec fill and pile shaft;

(3) elastic compression of pile under working load;

(4) rate of consolidation of compressible soils.
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CLAY SN
WL L SAND

L L

Sa / (8) (A)

AREA OF
/H PRESSURE

j DISTRIB.10R NJ/H1  SOFT CLAY

PLAN AREA 10 OUTSIDE OF PILE GROUP S axA 2 CLAY
SETTLEMENT OF PILE GROUP •COMPRE5ID OF "d.•i',"•s I OFI""Ah'-IAN"'h"j"-A"J/,hJk t
LAYER H UNDER PRESSURE 0ISINSUTION SHOWN. SETTLEMENT OF PILE GROUPN COMPRESSION OF

LAYERS HI AND H2 UNDER PRESSURE DISTRIBUTION A
n a NUMBER OF PILES IN GROUP SHOWN. Ia QaI IS LIMITED BY EARING CAPCITY OF

CLAY LAYERS.

r FRICTION PILES IN CLAY i FRICTION PILES IN SAND UNDERLAIN BY CLAY !

1n 0" Fn3

L.L ECNTGLA Y

CLALZ Y q

.,.. ... i.....-.....T CLAY q-'.'.LAY""" "� . . . ..*�... .�'...O ) ,

:.'..:. .- '." SAN D" . ' .' .:: " (1 (A' 'x u ,•
TA

SETTLEMENT OF PILE GROUP COMPRESSION OF O : DRAG PER PILE FOR LENGTH: L3
LAYER H UNDER PRESSURE DISTRIBUTION SHOWN.

L3 'DEPTH TO TOP OF BEARING STRATUM OR
2/3(L2) FOR FRICTION PILES.

POINT SARIM PILES IN SAND UNER.LAIN SY CLAY I F•RIION PILES IN CLAY WITH RECENT FILL !

NOTES:I. PLANAREA100 OUTSIDE OF PILE GROUP a BxA.
Z FOR RELATIVELY RIGID PILE CAP, ESSLU DISTRIBUTION B ASSUMED T0 VARY WITH DEPTH AS SHOWN.-
&FOR FLEXIBLE SLAB OR GROUP OF SMALL SEPARATE CAPS,COMPUTE PRESSURES BY ELASTIC SOLUTIONS

(DM-7. I CHAPTER 4) FOR LOAD APPLIED AT LEVEL SHOWN.
4.COMiPUTE SETTLEMENTS BY METHOMS OF DM7.1 CHAPTER S.

FIGURE 4
Settlement of Pile Groups
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Negative skin friction develops along that portion of the pile shaft
where settlement of the adjacent soil exceeds the downward displacement of the
shaft. The "neutral point" is that point of no relative movement between thi.
pile and adjacent soil. Below this point, skin friction acts to support pile
loads. The ratio of the depth of the neutral point to the length of the pile -
in compressible strata may be roughly approximated as 0.75. The position of
the neutral point can be estimated by a trial and error procedure which com-
pares the settlement of the soil to the displacement of adjacent sections of
the pile. (For further guidance see Reference 14, Pile Design and Construc-
tion Practice, by Tomlinson.)

Observations indicate that a relative downward movement of 0.6 inch
is expected to be sufficient to mobilize full negative skin friction (Refer-
ence 6).

c. Nagnitude of Negative Skin Friction on Single Pile. The peak nega-
tive skin friction in granular soils and cohesive soils is determined as for I- -

positive skin friction.

The peak unit negative skin friction can also be estimated from
(after Reference 15, Prediction of Downdrag Load at the Cutler Circle Bridge,
by Garlanger): -

fn - poP

where: fn = unit negative skin friction (to be multiplied by
area of shaft in zone of subsiding soil relative to pile)

Po = effective vertical stress

(= -empirical factor from full scale tests

Soil

Clay 0.20 - 0.25 S
Silt 0.25 - 0.35
Sand 0.35 - 0.50

d. Safety Factor for Negative Skin Friction. Since negative skin fric-
tion is usually estimated on the safe side, the factor of safety associated
with this load is usually unity. Thus:

Quit
Qall Fs n

where: Qall - allowable pile load

Quit - ultimate pile load

Fs M factor of safety

Pn - ultimate negative skin friction load
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For further discussion of factnr of safety in destgn including
transient loads, see Reference 16, Downdram on Piles Due to Negative Skin
Friction, by Fellenius.

e. Negative Skin Frictiun on Pile Groups. The negative skin friction on
a pile group does not usually exceed the total weight of fill and/or com-
pressible soil enclosed by the piles in the group. For the case of recent
fill underlain by a compressible deposit over the bearing stratum:

Ptotal I W + (B)(L) (X) 1 D1 + Y 2 D2 )

where: Ptotal - total load on pile group

W - working load on pile group

B - width of pile group

L - length of pile group

j, Y = effective unit weight of fill and underlying
compressible soil respectively

D1 , D2 - depth over which fill and compressible soil
is moving downward relative to the piles

f. Reduction of Negative Skin Friction. Several methods have been
developed to reduce the expected negative skin friction on deep foundations.
These include:

(a) Use of slender piles, such as H-sections, to reduce shaft area
subject to drag.

(b) Predrilled oversized hole through compressible material prior to
insertion of pile (resulting annular space filled with bentonite slurry or 0
vermiculite)

(c) Provide casing or sleeve around pile to prevent direct contact

with settling soil.

* (d) Coat pile shaft with bitumen to allow slippage. •

Bitumen compounds which can be sprayed or poured on clean piles are
available to reduce negative skin friction. Coating3 should be applied only
to those portions of the pile anticipated to be within a zone of subsidence
and the lower portion of the pile (at least ten times the diameter) should
remain uncoated so that the full lower shaft and point resistance may be W
mobilized. Reductions of negative friction of 50% or greater have been mea-
sured for bituminous coatings on concrete and steel piling (see Reference 17,
Reducing Negative Skin Friction with Bitumen Layers, by Claessen and Horvat,
and Reference 18, Reduction of Negative Skin Friction on Steel Piles to Rock,
by Bjerrum, et al.).
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Section 4. PILE !NSTALLATION AND LOAD TESTS

le PILE INSTALLATION.

a. General Criteria. See Table 6.

b. Installation Techniques. Table 7 summarizes the more common supple-
mentary procedures and appurtenances used in driven pile installations.

c. Pile Driving Hammercs. Table 8 (Reference 6) summarizes the -

characteristics of the more common typeu of hammers in use in the U.S. Figure :
* 5 shows principal operation of pile drivers (modified from Reference 6):

(1) Drop Hammer. Generally, it Is only appropriate on small,
relatively inaccessible jobs due to their slow rate of blows.

(2) Single Action Steam or Air Hammers. Blow rate is higher than
drop hammer with maximum speeds generally ranging from about 35 to 60 blows
per minute. Single acting hammers have an advantage over double acting
hammers when driving piles in firm cohesive soils since the slower rate allows 2
the soil and pile to relax before striking the next blow; thereby giving
greater penetration per blow. In driving batter piles, single acting hammers
can lose considerable energy due to the shortening fall and increases in
friction.

(3) Double Acting Steam or Air Hammers. They provide a blow rate
nearly double that of the single acting hammers and lose loes energy driving ~
batter piles. They are generally best suited for driving piles in granular
soils or in soft clays. The energy per blow delivered by a double-acting
hammer decreases rapidly as its speed of operation drops below the rated
speed.

(4) Diesel Hammers. They have a relatively low fuel consumption,
operate without auxiliary equipment, and can operate at low temperatures and
are more efficient for driving batter piles. Maximum blow rates are about 35
to 60 blows per minute for single actiag and about 80 to 100 blows per minute
for double acting. Diesel hammers operate bear- in meditud to hard ground; in
soft ground the resistance and resulting compression may be too low to ignite
the fuel.

(5) Vibratory Hammers. They are best suited to wet soils and low
displacement. piles but occasionally have been used successfully in cohesive
soils and with high displacement. piles. They can also be effective in ex-
teacting piles. When conditions ire suitable, vibratory hammers have several
advantages over impact hammers including lower driving vibrations, reduced
noise, greater speed of penetration and virtually complete elimination of
pile damage. However, there is the possibility that the pile may not be effi-
ciently advanced, obstructions generally can not be penetrated, and there is
no generally accepted method of determining ultimate pile capacity based on
the rate of penetration.
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TABLE 6
General Criteria for Installation of Pile Foundations

GOEMETRIC REQI'IEMENTS

S\\ \" ':":" ". "BEARING STRATUM "'

/ / ,' . *

SKETCH A r--

' AINIMUM AREA SUMOFPL S

AT LEAST 2 INTERIOR ANGLES $00o

EQU!RED MIN. PILE SPACING

_ _ _ _ _ _ _ -- "__ _ _ __ _ _ _ _ _ __ _ _ _ _6

ITEM CRITERIA AND LIMITATIONS

(CENTER TO CENTER)- (1) PILES TO ROCK : TWICE THE AVERAGE PILE DIAMETER OR 1.75 TIMES THE
DIAGONAL DIMENSION OF PILE CROSS SECTION, BUT NO LESS THAN 24".

(2) ALL OTHER PILES TWICE THE AVERAGE ODAETR OF THE PILE OR 1.75 TIMES
THE DIAGONAL DIMENSION OF PILE CROSS SECTION, BUT NO LESS THAN 3O6 IN
ADDITION ,THE MINIMUM SPACING SHALL BE LIMITED BY THE REQUIPEMENT
THAT THE PILE LOAD DISTRIBUTED INTO THE BEARING STRATUM SHALL NOT
EXCEED THE NOMINAL BEARING CAPACITY OF THE STRATUM (TABLE I, S
CHAPTER 4. 1.PILES OR PILE GROUPS SHALL BE ASSUMED TO TRANSFER THEIR
')ADS TO THE UNDERLYING MATERIALS BY SPREADING THE LOAD UNIFORMLY AT

.,, ANGLE OF G0 e WITH THE HORIZOTAL, STARTING AT A POLYGON
CIRCUMSCRIBING THE PILES AT THE TOP OF THE BEARING STRATUM IN WHICH
THEY ARE EMBEDDED. THE AREA CONSIDERED AS SUPPORTING THE LOAD SHALL
NOT EXTEIYD BEYOND THE INTERSECTION OF THE 600 PLANES OFADJACENT
PILES OR PILE GROUPS. (SEE SKETCH A)

MINIMUM NUAM OF
PILES IN GROUP PILE GROUPS SUPPORTING SUPERSTRUCTURE LOADS NORMALLY CONSIST OF AT

LEAST 3 PILES (FOR ARRANGEMENT SEE SKETCH B),EXCEPT FORINOOIDLAL PILES
SUPPORTING THE FLOOR SLAB OR IN CASES WHERE LATERAL IES ARE PRVDED. -
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TABLE 7
Supplementary Procedures and Appurtenances Used in Pile Driving

Method Equipment and procedure utilixed Applicability

Means of reducing driving
resistance above bearing
stratum: °'-

Temporary casing ....... Open end pipe casing driven and a. To drive through minor obstructions. . .1
cleaned out. May be pulled later. b. To mtinimixe displacement.

c• 'To prevent cavinAor squeeaing of holes.
d. To permit concreting of pile before excavation

_ to subarade of foundation.
Precoring .............. By continuous flight auger or churm a. To drive through thick stratum of stiff to

drill, a hole is formed into which hard clay.
the pile is lowered. Pile is then b. To avoid displacement and heave of surround- -

driven to bearing below the cored ing soil.
hole. c. To avoid injury to timber and thin shell pipes.

d. To eliminate driving resistance in strata un-
_ _suitable for bearing

Spudding .............. Heavy structural sections or closed a. To drive past individual obstruction
end pipes are alternately raised b. To drive through strata of fill with large
and dropped to form a hole into boulders or rock fragments.
which pile is lowered. Pile is
then driven to bearing below the
spudded hole. a. Used to facilitate penetration, should not be

Jetting ................ .Water, air, or mixture of both forced permitted in fine grained, poorly draining soils
through pipe ot high pressures and where frictional supp>ort may be permanently
velocity, jets are sometimes built destroyed. Piles should be driven to final
ens ceg into piles. embedment after jetting.Mleans of increasi-ng driving-'-

resiscance in bearing sara-
tum:r

Upside down piles ...... Tapered piles, specifically tinmber, a. For end bearing timber piles, where it is nec-
driven with large butt downward. essary to minimize penetration into bearing

stratum.
b. To avoid driving through to incompressible

but unsu-table bearing material. -.
Lagging ............... Short timber or steel sections con- a. To increase frictional resistance along sides

nected by bolting or welding to of pile.
timber or steel pipes. b. To increase end bearing resistance when

mounted near tip.
eAns of overcoming ob-

structions:
Shoes and reinforced tips. Metal reinforcing, such as bands a. To provide protection against damage of tip.

and shoes for all types of piles. b. To provide additional cutting power.
Explosives ............ Drill and blast ahead of pile tip a. To remove obstructions to open end piles

under very severe conditions. _ __

Preexcavation ......... Hand or machine excavation ...... a. Used for removal of obstruction close to
ground surface.

Special equipment for ad-
vancing piles:

Jacking ............... Hydraulic nr mechanical screw a. To be used instead of pile hammer where
jacks are used to advance pile. access is difficult.
Pile is built up in short, conven- b. To eliminate vibrations.
ient lengths.

Vibration .............. .. High amplitude vibrators ......... a. Advantageous for drivinag in waterlogged
sands and gravel.

b. Advantageous for driving sheetpiling.
Follovwer .............. Temporary filler section between a. To drive pile top to elevation below reach of

hammer and pile top, preferably of hammer or below water.
same material as pile. I vp
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TABLE 8
Impact anco Vibratory Pile-Driver Data

1. IMPACT PILE HAMMER

** Weight
Rated Stroke Strikirg Total

Energy Make of Blows at Rated Parts Weight
Kip - ft. Hamer* Model No. TYpes* Tier min Energy Kips Kips

180.0 Vulcan 06U S-A 62 36 60.0 121.0
130.0 MKT S-40 S-A 55 39 40.0 96.0

120.0 Vulcan 040 S-A 60 36 40.0 87.5
"113.5 S-Vulcan 400C Diff. 100 16.5 40M0 83.0 ri J
97.5 M1r S-30 S-A 60 39 30.0 -86.0

' 79.6 Kobe K42 Dies. 52 98 9.2 22.0
60.0 Vulcan 020 S-A 60 36 20.0 39.0
60.0 MKr S20 S-A 60 36 20.0 38.6 . . 1

56.5 Kobe K32 Dies. 52 98 7.0 15.4 .1
50.2 S-Vulcan 200C Diff. 98 15.5 20.0 39.0 .,.
48.7 Vulcan 016 S-A 60 36 16.2 30.2
48.7 Rayirond 0000 S-A 46 39 15.0 23.0
"44.5 Fzbe Y22 Dies. 52 98 4.8 10.6
42.0 Vulcan 014 S-A 60 36 14.0 27.5
40.6 Raymndl 3,.00 S-A 50 39 12.5 21.0
39.8 Delmag D-22 Dies. 52 N/A 4.8 10.0 I
37.5 MKI' S14 S-A 60 32 14.0 31.6 r

* 36.0 S-Vulcan 14GC Diff. 103 15.5 14.0 27.9
"32.5 MKT S10 S-A 55 39 10.0 22.2
32.5 Vulcan 010 S-A 50 39 10.0 18.7
32.5 Raymond 00 S-A 50 39 10.0 18.5
32.0 MKT DE-40 Pies. 48 96 4.0 11.2
30.2 Vulcan OR S-A 50 39 9.3 16.7
26.3 Lin~k-Belt 520 Dies. 82 43.2 5.0 12.5• "--

26.0 MKT 0-8 D-A 81 20 8.0 18.7
26.0 Vulcan 08 S-A 50 39 8.0 16.7
26.0 MKT S8 S-A 55 39 8.0 18.1
24.4 S-Vulcan 80C Diff. 111 16.2 8.0 17.8
24.4 Vulcan eM Diff. ill N/A 8.0 18.4
24.3 Vulcan 0 S-A 50 39 7.5 16.2
24.0 MKT 0-826 D-A 90 1i 8.0 17.7
22.6 Delmag D-12 Dies. 51 N/A 2.7 5.4
22.4 MKT DE-30 Dies. 48 96 2.8 9.0
24.4 Kobe K13 Dies. 52 98 2.8 6.4
19.8 Union K13 D-A 110 24 3.0 14.5
19.8 MKT 11133 D-A 95 19 5.0 14.5
19.5 Vulcan 06 S-A 60 36 6.5 11.2
19.2 S-Vulcan 65C Diff. 117 15.5 6.5 14.8
18.2 LI.nk-Belt 440 Dies. 88 36.9 4.0 10.3
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TABLE 8 (continued)
Impact and Vibratory Pile-Driver Data

Weight Total
Rated** Stroke Striking Total

Energy Mak of Blows at Rated Parts Weight

Kip-ft Haimer* Model No. Types* per min Energy Kips Kips

16.2 MKT S5 S-A 60 39 5.0 12.3
16.0 MiT DE-20 Dies. 48 96 2.0 6.3
16.0 MKT C5 Comp. 110 18 5.0 11.8
15.1 S-Vulcan 50C Diff. 120 15.5 5.0 11.7 ' i
15.1 Vulcan 5M Diff. 120 15.5 5.0 12.9
15.0 Vulcan I S-A 60 36 5.0 10.1

*15.0 Link-Belt 312 Dies. 100 30.9 3.8 10.3
13.1 MT10B3 1)-A 105 19 3.0 10.6
12.7 Union 1 D-A 125 21 1.6 10.0
9.0 Delmag D5 Dies. 51 N/A 1.1 2.4 2
9.0 MKT 0-3 5)-A 130 16 3.0 8.59.0 MKT S3 S-A 65 36 3.0 8.8
8.8 MKT DE-l0 Dies. 48 96 11.0 3.5

8.7 MKr 9B3 D--A 145 17 1.6 7.0
8.2 Union 1.5A D-A 135 18 1.5 9.2
8.1 Link-Belt 180 Dies. 92 37.6 1.7 4.5
7.2 Vulcan 2 S-A 70 29.7 3.0 7.1
7.2 S-Vulcan 30C Diff. 133 12.5 3.0 7.0
7.2 Vulcan 3M Diff. 133 N/A 3.0 8.4
6.5 Link-Belt 105 Dies. 94 35.2 1.4 3.8
4.9 Vulcan DG1900 Diff. 238 10 .9 5.0
3.6 Union 3 D-A 160 14 .7 4.7
3.6 MKT 7 D-A 225 9.5 .8 5.0
.4 Union 6 D-A 340 7 .1 .9
.4 Vulcan DGH100A Diff. 303 6 .1 .8
.4 M1.KT 3 D-A 400 5.7 .06 .7
.3 Union 7A D-A 400 6 .08 .5

• Codes

MKT - McKiernan-Terry D-A - Double-Acting
S-Vulcan - Super-Vulcan Diff. - Differential
S-A - Single-Acting Dies. - Diesel *

Comp. - Compound

•* In calculations of pile capacities by dynamic formula, effective energy delivered by
hammer should be used. Hammer energy is affected by pressures used to operate the
hammer, stroke rate, etc. Double-acting, differential, and diesel hammers may
operate at less than rated energies; double-acting hammers deliver significantly less U S
than rated energy when operated at less than rated speed. Consult manufacturers.
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TABLE 8 (continued)
Impact and Vibratory Pfle-Driver Data

2. VIBRATORY DRIVERS =

Frequency Force Kips***,
Total Weight Available Range Frequency

Make ,Model Kips HP s s

Foster 2-17 6.2 34 18-21
(France) 2-35 9.1 70 14-19 62/19

2-50 li.2 100 11-17 101/17

Menck MV822-30 4.8 50 48!
(Germany) MVB65-30 2.0 7.5 14/

MVB44-30 8.6 100 97/

Muller MS-26 9.6 72
(Germany) MS-26D 16.1 145

Uraga VHD-1 &4 40 16-20 43/20
(Japan) VErD-2 11.9 80 16-20 86/20

"14W-3 15.4 120 16-20 129/20

Bodine B 22 1000 0-150 63/100- 175/1,00
(USA)

(Russia) BT-5 2.9 37 42 48/42
VPP-2 4.9 54 25 49/25

100 4.0 37 13 44/13
VP 11.0 80 6.7 35/7
VP-4 25.9 208 198/

* *** Forces given are present maximums. These can usually be raiscd or lowered by

changing weights in the oscillator.
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d. Inspection Guidelines. See Table 6 for general guidance and Refer-
ence 19, Inspectors' Manual for Pile Foundations, by the Deep Foundation
Institute.

(1) Driven Piles. The inspector should normally assess the perform- r -
ance of the driving equipment, record the driving resistances, particularly
the final set (net penetration per blow), record the driven depth and tip
elevation, and continually observe the pile for evidence of damage or erratic
driving. The criteria for termination of pile driving is normally a penetra-
tion resistance criteria or a required depth of penetration. Normally, a set *

criteria would be used for end bearing piles or piles where soil freeze is not r
a major factor while penetration criteria would be more appropriate for fric-
tion piles, piles into clay, and/or when soil freeze is a major factor.

(a) Timber Piles. (Reference 20, AWPI Technical Guidelines
for Pressure-Treated Wood, Timber Piling, and ASTI Standard D25, Round Timber
Piles.) Site Engineer/Inspector should check the following items: F

- Overstressing at the top of pile, usually visible
brooming.

- Properly fitted driving cap.

- Straightness.

-Sound wood free of decay and insect attack.

- Pressure treatment.

- Low frequency of knots.

(b) Concrete Piles. (Reference 21, Recommendations for
Design, Manufacture and Inst'llation of Concrete Piles, by the American
Concrete Institute.S Site Engineer/Inspector should check the following
items:

- That pile length, geometry, thickness, and straightness
conforms to specifications.

- Note extent, amount, and location of spalling or crack-
ing in the pile during driving and pick up, and set.

- Thickness and type of cushion - should comply with
specification.

(c) Steel Piles. Site Engineer/Inspector should check the
following items:

- Compliance with applicable codes and specifications.

- Structural damage to pile due to over-driving/
overstressing.

- ?ile orientation conforms to the plans.

7.2-223
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(2) Drilled Piers. Minimum requirements for proper inspection of
drilled shaft construction are as follows:

(a) For Dry or Casing Method of Construction;-

-A qualified inspector should record the material types
being removed from the hole as excavation proceeds.

- When the bearing soil has been encountered and
identified and/or the designated tip elevation has been
reached, the shaft walls and base should be observed for
anomalies, unexpected soft soil conditions, obstructions

or caving.

-Concrete placed freefall should not be allowed to hit2
the sidewall. of the excavation.

- Structural stability of the rebar cage should be main-
tained during the concrete pour to prevent buckling.

- The volume of concrete should be checked to ensure voids
did not result during extraction of the casing. 4

- Concrete must bc. tremied into place with an adequate
head to displace water or slurry if groundwater has
entered the bore hole.

-Pulling casing with insufficient concrete inside should S
be restricted.

-Bottom of hole should be cleaned.

(b) For Slurry Displacement Method of Construction.

- A check on the concrete volume and recordin~g the mate-
rial types and depth of shaft apply the same as above.

- The treuiie pipe should be watertight and should be
fitted with some form of valve at the lower end.

(3) Caissons on Rock. Inspection of caisson bottom is usually
accomplished by either:

(a) Probing with a 2-1/2" diameter probe hole to a minimum of 8
feet or 1.5 times the caisson shaft diameter (whichever is larger).

(b) Visual inspection by a qualified geologist at caisson bot-
tom with proper safety precautions or from the surface utilizing a borehole
camera. The purpose of the inspection is to determine the extent of seams,
cavities and fractures. The allowable cumulative seam thickness within the
probe depth varies depending on performance criteria. Values as low as 1/4"

Sof cumulative thickness can be specified for the top 1/2 diameter.Op A
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* e. Installation Guidelines.

(1) Driven Piles.

(a) For pile groups, drive interior piles first to avoid hard
* driving conditions, overstressing, and to minimize heave.

(b) Make sure pile driving caps and/or cushions are appropri-
ate.

(c) Check for compression bands around the top of concrete and

* timber piles to avoid overstressing.

(d) Check for proper alignment of the driving head.

(e) If the pile suddenly changes directions or a substantially

reduced driving resistance is noted, the pilc. is probably broken.

Table 9 summarizes some of the common installation problems and

recommended procedures. Table 10 (Reference 22, Drilled Shafts: Design and
Construction Guideline Manual, Vol 1: Construction Procedures and Design for
Axial Load, by Reese and Wright) -summarizes some of the more common installa-

(2) Performance Tolerance. It is normal practice to tailor the
specifications to particular site conditions and to structural perform~ance

criteria. In many applications the following criteria pay apply: .
(a) Allowable Deviation from Specified Location. In the

absence of another over-riding project specification criteria, use 4 inches.
Consider the technical feasibility of increasing to more than 4 inches for
caps with 4 piles or less.

(b) Allowable out-of-vertical. In the absence of the over-

riding project specification criteria, use 2% provided that the allowable

deviation is not exceeded. Values of 4%, 2% and 1/4 inch out of plumb have

(c) Allowable Heave Before Redriving. Require redriving of
4piles if heave exceeds 0.01 feet for essentially friction piles, or any

detectable heave if piles are known to be essentially end-bearing.

(d) Minimum Distance of Pile Being Driven from Fresh Concrete.
In the absence of over-riding project specification criteria, use 15 feet.
Values of 10 feet to 50 feet have been used In practice.
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TABLE 9
Treatment of Field Problems Encountered During Pile Drivinp

Description of problem Procedures to be applied -

Category:

Obstructions: Old foundations, boulders, rubble Excava:e or break up shallow obstruction if practical. For
fill, cemented lenses, and similar obstacles to deeper obstructions use spudding, jetting, or temporary cas-
driving. ings, or use drive shoes and reinforced tips where pile is

strong enough ti, be driven through obstructions.
General problems:

Vibration in Driving: May compact loose granular Select pile type with minimum displacement, and/or precore or .
materials causing settlement of existing strue- jet with temporary casing or substitute jacking for pile driv-
tures near piles. Effect most pronounced in ing.
driving displacement piles.

Dsmage to Thin Shells: Driven shells may have Each pile is inspected with light beam. If diameter at any lo-
been crimped, buckled, or torn, or be leaking at cation varies more than 15% from original diameter or if other
joints as the results of drivierg difficulties or damage to shell cannot be repaired, pile is abandoned, filled
presence of obstructions. with sand and a replacement is driven. Concrete shall be .

placed in dry shell only.
Inappropriate Use of Pile Driving Formula: Piles Unsuitable bearing strata should be determined by exploration

driven to a penetration determined solely by program. Piles should not be permitted to stop in these
driving resistance may be bearing in a compres- strata, regardless of driving resistance. For bearing in stiff
sible statnum. This may occur in thick strata of and brittle cohesive soils and in soft rock, load tests are
silty fine sand, varved silts and clays, or me- particularly important.
dium stiff cohesive soils. "

Difficulties at pile tip:
Fracturing of Bearing Materials: Fracturing of ma- For piles bearing in these miterials specify driving resistance

terial immediately below tips-of piles driven to test on selected piles after completion of driving adjacent
required resistance as a result of driving adja- piles. If damage to the bearing stratum is evidenced, require
cent piles. Brittle weathered rock, clay-shale, redriving until specified resistance is met.
shale, siltstone, and sandstone are vulnerable
materials. Swelling of stiff fissured clays or
shales at pile tip my complicate this problem.

Steeply Sloping Rock Surface: Tips of high capac- Provide special shoes or pointed tips or use open end pipe
try end bering piles may slide or move laterally pile socketed into sound rock.
on a steeply sloping surface of sound hard rock
which has " e or no overlying weathered ma-
terial.

Loss of Ground: May occur during installation of Avoid cleaning in advance of pile cutting edge, and/or retain
open end pipe piles. Materials vulnerable to sufficient material within pipe to prevent inflow of doil from
piping, particularly fine sands or silts, may flow below.

into pipe under the influence of an outside dif-
ferential head, causing settlement in surrounding
areas or loss of ground beneath tips of adjacent
piles.

Movement of piles subsequent to driving:
Heave: Completed piles rise vertically as the re- For piles of solid cross sections (timber, steel, precast con-

sult of driving adjacent piles. Particularly com- crete), survey top elevations during driving of adjacent piles
mon for disv&. -ment i in soft clays and me- to determine possible heave. For piles that have risen more
dium <'. :j ra- u •renl- .._ Heave becomes than 0.01 ft, redrive to at least the former tip elevation, and
serious in soft clay, when volume displaced by beyond that as necessary to reach required driving resistance.
piles exceeds 2%% of volume of soil enclosed Heave is minimized by driving temporary open-end casing,
within the limits of the pile foundation. precoring, or jetting so that total volume displaced by pile

driving is less than 2 or 3% of total volume enclosed within IR
limits rf pile foundation.

Lateral Movement of Piles spleted piles move Survey horizontal position of completed piles during the driving
horizontally as the rest -driving adjacent of adjacent piles. Movement is controlled by procedures used
piles. to minimize heave.
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TABLE 10
Drilled Piers: Construction Problems

Problem Solution I

Pouring concrete through water Removal of water by bailing or use of
tremie

Segregation of concrete during If free-fall is employed, exercising care
placing to see that concrete falls to final

location without striking anything, or use
of trebie

Restricted flow of concrete Designing of reoar cage with adequate
through or arounm rebar cage spacing for normal concrete (all clear -

spaces at least three times the size of
largest aggregate) or use of special mix
with small-sized coarse aggrEgate

Torsional buckling of rebar Strengthening rebar cage by use of
cage during concrete placement circumferential bands welded to lower .
with casing method portion of cage, use of concrete with

improved flow characteristics, use of
retarder in concrete allowing casing to be
pulled very slowly

Pulling casing with Always having casing extending above v
insufficient concrete inside ground surface and always having casing

filled with a aufficient head of concrete
with good flow characteristics before -

casing is pulled

Weak soil or undetected cavity Requiring exploration to a depth of a few '
beneath base of foundation diameters below the bottom of the

excava tion

Deformation or collapse of soil Such problems are readily detected by
even the minimums of inspection

V 1P
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2. PILE LOAD TEST.

a. General. The results of pile load tests are the most reliable means
of evaluating the load capacity of a deep foundation. Load tests can be per- -

formed during the design phase as a design tool and/or during construction to
verify design loads. Pile load tests should be considered for large and/ or
critical projects, for pile types and soil conditions for which there is
limited previous local experience, when proposed design loads exceed those
normally used, and for other design/site conditions such as the need to use
lower than specified factor of safety in the design.

The types of pile load tests normally performed include:

(1) Standard Loading Procedures or Slow Maintained-Lead Test Method.
For procedure, refer to ASTM Standard D3689, Individual Piles under Static
Axial Tensile Load. It is the most commor. load test currently used. It is a -A
long duration test (typically 70 hours or longer) loaded to 200 percent of the
design load, or to failure. To determine curve of plastic deformation, the
test procedure should be altered to include at least three unload-reload
cycles. This procedure is described in ASTM Standard D1143, Pile Under Axial
Compressive Load.

(2) Quick Maintained-Load Test Method. For proceditre, refer to ASTM
Standard D1143. This is a short duration test, ty'ically I Lo 4 hours, gen-
erally loaded to 300 percent of the design load or failure. It is suitable
for design load test and can be effectively used for load proof testing during
construction.

S
(3) Constant Rate of Penetration (or Uplift) Test Method. A dis-

placement-controlled method. For procedure, refer to ASTh Standard D1143 or
ASTM Standard D3689. It is a short duration test, typically 2 to 3 hours, and
may require special loading equipment as described in Reference 23, A Device
for the Constant Rate of Penetration Test for Piles, by Garneau and Samson.
This method is recommended for testing piles in cohesive soils and foT all
tests where only the ultimate capacity is to be meast . The method can
provide information regarding behavior of friction pi !s and is well suited
for load tests during design.

b. Interpretation of Results. There are numerous procedures for inter-
pretation of pile load test results including those specified by local build- S
ing codes. A deflection criteria is normally used to define failure. In the
absence of an over-riding project specification criteria, use 3/4 incn net
settlement at twice the design load. Values of 1/4 and 1 inch at twice the
design load and 1/4 inch a!: three times the design load have been used. Fig-
ure 6 presents a procedure for determining the failure load based on a perma-
nent set of 0.15 + D/120 inehes (where D is the pile diameter in inches). This
procedure can be used for either of the three test methods presented above.

Where negative skin friction (downdrag) may act on the pile, only
load carried by the pile below the compressible zone should be considered.
This may be determined by minimizing shaft resistance during the load test
(e.g., predrilling oversl.red hole, case and clean, using bentoite slurry, w
etc.) or by measuring movewent of tip directly by extension r,-ds attached to
the pile tip and analyzing test results in accordance with Figure 7.
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c. Pullout Tests. Methods of determining failure load for tension load
tests var depend iion the tolerable movement of the structure. In general,
failure load is more easily defined than for compression load tLsts since
available resistance generally decrea3es more distinctly after reaching fail-
ure. Failu-e load may be taken as that value at uhich upward movement sudden-
ly increases disproportionately to load applied, i.e. the point of sharpest
curvature on the load-displacement curve.

d. Lateral Load Tests. Lateral load tests are utually performed by
jacking apart two adjacent pile and recording deflections of the piles for ...

each load increment, 3ee Reference 24, Model Study of Laterally Loaded Pile,
by Davisso, -nd Salley, for further guidance. In some applications testing of
a pile group may be required.

e. Other Comments. A response of a driven pile in a load test can be
greatly affected by the time elapsed bettwen driving and testing. In most
cases, a gain in pile bearing capacity is experienced with time and is gov-
erned by the rate of dissipation of excess pore water pressures generated by
driving the pile throughout the surrounding soil mass. This is frequently
termed "freering." The time required ior thos soil to regain its maximum shear
strength can range from a minimum of 3 to 30 days or longer. The actual re-
quired waiting period may be determined by redriving piles or frcm previous

experience. Generally, however, early testing will result in an underestimate
of ,'he actual pile capacity especially for piles deriving their capacity from
saturated cohesive soils. 1

Piles driven through saturated dense fine sands and silts may experi-
euce loss of driving resistance after periods of rest. When redriven after • "
periods of rest the driving resistance (and bearing capacity) will, be less
compared to the initial driving re.sistance (and capacity). This phenomenon is
commonly referred to as relaxation.

Section 5. DISTRIBUTION OF LOADS ON PILE GROUPS

1. VERTICAL PILE GROUPS.

a. Eccentric Vertical Loading. Distribution of design load on piles in
groups is analyzed by routine procedures as follows:

(1) For distribution of applied load eccentric about one or two
axes, see Reference 6.

(2) Overload from eccentricity between applied load and center of
gravity of pile group shall ba permitted up to 10 percent of allowable working
load when a safety factor of 2-1/2 to 3 is available for the working load.

(3) Overload from wind plus other temporary live loads up to 33 per-
cent of the allowable working load is permitted, when a safety factor of 2-1/2
to 3 is available for the working load.

(4) Except in unusual circumstances, all bearing piles in a group
shall be of the same type, and of equal load capacity.
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2. GROUPS WITH VERTICAL AND BATTER PILES. Analyze distribution of pile
loads according to criteria in Reference 25, Pile Foundations, by Chellis.
The following limitations apply:

(1) Assume inclination of hatter piles no flatter the' 1 horizontal
* ~to 3 vertical unless special driving equipment is spe~cified.

(2) When batter piles are included in a group, no allowance is made
* for possible resistance of vertical. piles to horizontal forces~,

(3) For analysis of loads on piles in relieving platforms, see
Reference 26, American Civil Engineering Practice, Vol. 1, by Abbett. :

(4) For analysis of batter pile anchorage for tower guys, see Figure
8.

Section 6. DEE? FOUNDATIONS ON ROCK

*1. GENFRAL. For ordinary structures, most rock formations provide an ideal
foundation capable of supporting large loads with negligible settlement. Nor-
mally. the allowable loads on piles driven into rock are based on pile struc-
tural capacity while the allowable bearing pressures for footings/piers on
rock are based on a nominal values of allowabl~e bearing capacity (see Chapter
4).

There are however certain unfavorable rock conditions (esg., cavernous
limestone, see DM-7.1, Chapter 1) which can result in excessive settlement
and/or failure. These potential hazards must be considered in the design and
construction of foundations on rock.

2. PILES DRIVEN INTO ROCK. Piles driven into rock normally meet refusal at
a nominal depth below the weathered zone and can be designed based on the
structural capacity of the pile imposed by both the dynamic driving stresses
and the static stresses. Highly weathered rocks such as decomposed granite or
limestone and weakly cemented rocks such as soft clay-shales can be treated as *

soils.

The possibility of buckling below the mudline should be evaluated for
high capacity pile driven through soft soils into bedrock (see Reference 27,
The Design of Foundations for Buildings, by Johnson and Kavanaugh).

3. ALLOWABLE LOADS ON PIERS IN ROCK. Piers drilled through soil and a
nominal depth into bedrock should be designed on the basis of an allowable

kg bearing pressure given in Chapter 4 or other criteria (see Reference 28,
Foundation Engineering, by Peck, et al.). Piers are normally drilled a
nominal depth into the rock to ensure bearing entirely on rock and to extend
the pier through the upper, more fractured zones of the rock. Increase in
allowable bearing with embedment depth should be based on encountering more
competent rock with depth.
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fRock-socketed drilled piers extending more than a nominal depth into rock
derive capacity from both shaft resistance and end bearing. The proportion
of the load transferred to end bearing depends on the relative stiffness of
the rock to concrete and the shaft geometry. Generally, the proportion trans-
ferred to end bearing decreases for increasing depth of embedment and for in-
creasing rock stiffness. This proportion increases with increased loading.
Field tests indicate that the ultimate shaft resistance is developed with very
little deformation (usually less than 0.25 inches) and that the peak resis-

* tance developed tends to remain constant with further movement. Based on load
7 test data, the ultimate shaft resistance can be estimated approximately from:

.Sr - (2.3 to 3)(fw')/2 (pier diameter >16 inches)I
Sr - (3 to 4)(fw')I72  (pier diameter <16 inches)

* where: Sr - ultimate shaft resistance in force per shaft contact area

fw' - unconfined compressive strength of either the rock or the
concrete, whichever is weakest.

See Reference 29, Shaft Resistance of Rock Socketed Drilled Piers, by Horvath
and Kenney.

0 4. SETTLEMENT OF DEEP FOUNDATIONS IN ROCK. Settlement is normally negligi-
ble and need not be evaluated for foundations on rock designed for an appro--
priate allowable bearing pressure.

For very heavy or for extremely settlement sensitive structures, the set-
tlement can be computed based on the solution for elastic settlement presented
in Chapter 5 of DM-7.1. The choice of the elastic modulus, E, to use in the
analysis should be based on the rock mass modulus which requires field inves-
tigation. For guidance see Reference 9 and Reference 30, Rock Mechanics in
Engineering Practice, by Stagg and Zienkiewicz, eds. In cases where the
seismic Young's modulus is known, the static modulus can be conservatively
assumed to be 1/10th the seismic modulus.

Section 7. LATERAL LOAD CAPACITY

1. DESIGN CONCEPTS. A pile loaded by lateral thrust and/or moment at its
• top, resists the load by deflecting to mobilize the reaction of the surround-

ing soil. The magnitude and distribution of the resisting pressures are a
function of the relative stiffness of pile and soil.

Design criteria is based on maximum combined stress in the piling, allow-
able deflection at the top or permissible bearing on the surrounding soil.

40 Although 1/4-inch at the pile top is often used as a limit, the allowable
lateral deflection should be based on the specific requirements of the
structure.

7
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2. MEFORMATION ANALYSIS - SINGLE PILE.

a. General. Methods are available (e.g., Reference 9 and Reference 31,
Non-Diiuensional Solutions for Laterally Loaded Piles, with Soil Modulus
Assumed Proportional to Depth, by Reese and Matlock) for computing lateral
pile load-deformation based on complex soil conditions and/or non-linear soil
stress-strain relationships. The COM 622 computer program (Reference 32,
Laterally Loaded Piles: Program Documentation, by Reese) has been documented
and is widely used. Use of these methods should only be considered when the
soil stress-strain properties are well understood. V

Pile deformation and stress can be approximated through application
of several simplified procedures based on idealized assumptions. The two 2
basic approaches presented below depend on utilizing the concept of coeffi-
cient of Iadtral 8ubgrade reaction. It is assumed that the lateral load does
not exceed 1-6ut 1/3 of the ultimate lateral load capacity.

b. Granular Soil and Normally to Slightly Overconsolidated Cohesive
Soils. Pile deformation can be estimated assuming that the coefficient of
subgrade reaction, Kh, increases linearly with depth in accordance with:

fz

where: Kh - coefficienti of lateral subgrade reaction (tons/ft 3 )

"coefficien of variation of lateral subgrade reaction
(tons/ft 3 ) r *

z depth (feet)

D = width/diameter of loaded area (feet)

Guidance for selection of f is given in Figure 9 for fine-grained and
coarse-grained soils.

c. Heavily Overconsolidated Cohesive Soils. Por heavily overconsoli-
dated hard cohesive soils, the coefficient of laceral subgrade reaction can
be assumed to be constant with depth. The methods presented in Chapter 4
can be used for the analysis; K varies between 35c and 70c (units of
force/length 3 ) where c is the undrained shear strength.

d. Loading Conditions. Three principal loading conditions are illus-
trated with the design procedures in Figure 10, using the influence diagrams
of Figure 11, 12 and 13 (all from Reference 31). Loading way be limited by
allowable deflection of pile top or by pile stresses. V

Case I. Pile with flexible cap or hinged end condition. Thrust and
moment are applied at the top, which is free to rotate. Obtain total deflec-
tion, moment, and shear in the pile by algebraic sum of the effects of thrust
and moment, given in Figure 11.
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CASE 1, FLEXIBLE CAP, ELEVArED POSITION
CONDITION LOAD AT

-- _______________GROUND LINE DESIGN PROCEDURE
P1 FOR EACH PILE' FOR DEFINITION OF PARAMETERS SEE FIGURE 12

IP a I1. OCOMPUTE RELATIVE STIFFNESS FACTOR,T ( E1)1/5 "

N:P2. SELECT CURVE FOR PROPER-IN FIGURE 11.
M 3. OBTAIN COEFFICIENTS FB,FM,FV ATDEPTHS DESRED.

7I', 7777 , l ,, • 4. MOMPUTE DEFLECTION, MOMENT AND SHEAR AT
D DERED DEPTHS USING FORMULAS OF FIGURE 11.

L
NOTE: f VALUJES FOM FIGURE 9 AND CONVERT

TO LB/IN3

n a NUMBER OF PILES DEFLECITE
_____ ____ _____ ____ PO$ITION _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _

CASE X. PILES WITH RIG'D CAP AT GROUND SURN&E

T P I. PV0CEED ASIN STEP I,CASEI.
1/1 r7l777. 2rrr, I-If Z. COMPUTE DEFI=1014 AND MOMENT AT DESWIEDJ I DEPTHS USING COEFFICIENTS F8 , FM AND

I I FORMULAS OF FIGURE 12.
I 3. MAXIMUM SHEAR OCCURS AT TOP OF PILET AND EQUALS P= PT IN EACH PILE.

L P- iiip I

CASE 3M. RIGID CAP, ELEVATED POSITION

DEFLECTED
- - POSITIOV 1. ASSUME A HINGE AT POINT A WITH A BALANCING

I MOMENT M APPUED AT POINT A.
2 COMPUTE SLOPE 82 ABOVE GROUND AS A FUNCTIONOF M FROM CHARACTERISTICS OF SUPERSTRUCTURE.
3. COMPUTE SLOPE 9I FROM SLOPE COEFFICIENTS

H OF FIGURE 13 AS FOLLOWS:

T I

P M- 5. KNOWING VALUES OF P AND M, SOLVE FOR DEFL.ECTION,

""' m • SHEARAND MOMENT AS IN CASE I.
L NOTE : IF GROUND SURFACE AT PILE LOCATION IS p 3

INCLINED, LOAD P TAKEN BY EACH PILE IS
PROPORTIONAL TO I/Ho3 .

FIGURE 10
Design Procedure for Laterally Loaded Piles
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Case II. Pile with rigid cap fixed against rntation at ground sur-
face. Thrust is applied at the top, which must maintain a vertical tangent.
Obtain deflection and moment from influence values of Figure 12.

Case III. Pile with rigid cap above grount surface. Rotation of
pile top depends on combined effect of superstructuce and resistance below
ground. Express rotation as a function of the influence values of Figure 13
and determine moment at pile top. Knowing thrust and moment applied at pile
top, obtain total deflection, moment and shear in the pile by algebraic sum of
the separate effects from Figure 11.

3. CYCLIC LOADS.

Lateral subgrade coefficient values decrease to about 25% the initial value
due to cyclic loading for soft/loose soils and to about 50% the initial value
for stiff/dense soils.

4. LONG-TERM LOADING. Long-term loading will increase pile deflection cor-
responding to a decrease in lateral subgrade reaction. To approximate this
condition reduce the subgrade reaction values to 25% to 50% of their initial
value for stiff clays, to 20% to 30% for soft clays, and to 80% to 90% for
sand•a.

5. ULTIMATE LOAD CAPACITY - SINGLE PILES. A laterally loaded pile can fail
by exceeding the strength of the surrounding soil or by exceeding the bending
moment capacity of the pile resulting in a structural failure. Several met-
hods are available for estimating the ultimate load capacity.

The method presented in Reference 33, Lateral Resistance of Piles in Cohesive .

Soils, by Broms, provides a simple procedure for estimating ultimate lateral
capacity of piles. "'

6. GROUP ACTION. Croup action should be considered when the pile spacing in
the direction of loading is less than 6 to 8 pile diameters. Group action can
be evaluated by reducing the effective coefficient of laceral subgrade reac-
tion in the direction of loading by a reduction factor R (Reference 9) as fol-
lows:

Pile Spacing in Subgrade Reaction
Direction of Loading Reduction Factor * ,

D -Pile Diameter R
8D 1.00
6D 0.70
4D 0.40
3D 0.25

* V

- W
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GLOSSARY

Downdrag. Force induced on deep foundation resulting f~rom downward movement
of adjacent soil relative to foundation element. Also referred to as nega-
tive skin friction.

-: Homogeneous Earth Dam. An earth dam whose embankment is formed of one soil
type without a systematic zoving of fill materials.

Modulus of Subgrade Reaction. The ratio between the bearing pressure of a
foundation and the corresponding settlement at a given point.

Nominal Bearing Pressures. Allowable bearing pressures for spread foundation
on various soil types, derived from experience and general usage, whiChK ~provide safety against shear failure or excessive settlement.,

Optimum Moisture Content. The moisture content, determined from a laboratory
compaction test, at which the maximum dry density of a soil is obtained using

V a specific effort of compaction.

Piping. The movement of soil particles as the result of unbalanced seepage
forces produced by percolating water, leading to the development of boils or
erosion channels.

Swell. Increase in soil volume, typically referring to volumetric expansion
of particular soils due to changes in water content. 40

Zoned Earth Dam. An earth dam embankment zoned by the systematic 1
distribution of soil types according to, their strength and permeability
characteristics, usually with a central impervious core and shells of coarser
materials.
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SYMBOLS

Symbol Designation

* A Cross-sectional area.
Ap Anchor pull in tieback system for flexible wall.
B b Width in general, or narrow dimension of a foundation unit.
ca Unit adhesion between soil and pile surface or surface of some "-

other foundation material.
Call Allowable cohesion that can be mobilized to resist shear

stresses.
C8  Shape factor coefficient for computation of immediate

settlement.
c Cohesion intercept for Mohr's envelope of shear strength based on

total stresses.
c Cohesion intercept for Mohr's envelope of shear strength based on

effective stresses.
cv Coefficient of consolidation.
D,d Depth, diameter, or distance.
Dr Relative density. NW:"

1D5, D60 Grain size division of a soil sample, percent of dry weight
D8 5  smaller than this grain size is indicated by subscript.

E Modulus of elasticity of structural material.
Es Modulus of elasticity or "modulus of deformation" of soil.
e Void ratio.
Fs Safety factor in stability or shear strength analysis. S
f Coefficient of variation of soil modulus of elasticity with depth

for analysis of laterally loaded piles.
G Specific gravity of solid particles in soil sample, or shear

modulus of soil.
H,h In general, height or thickness.
Hw Height of groundwater or of open water above a base level.
I Influence value for vertical stress produced by superimposed

load, equals ratio of stresses at a point In the foundation
to intensity of applied load.

i Gradient of groundwater pressures in underseepage analysis.
KA Coefficient of active earth pressures.
KM Ratio of horizontal to vertical earth pressures on side of'pile 6 S

or other foundation. .
kh Coefficient of lateral subgrade reaction.
Kp Coefficient of passive earth pressures.
Kb Modulus of subgrade reaction for bearing plate or foundation of

width b.
Kw Modulus of subgrade reaction for 1 ft square bearing plate at V

ground surface.
k Coefficient of permeability.
ksf Kips per sq ft pressure intensity.
ksi Kips per sq in pressure intensity.
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Symbol Designation

L,i Length in general or longest dimeneion of foundation unit.
Nc,Ncs, Bearing capacity factors.
NqNys

No Stability number for slope stability,
n Porosity of soil sample.
-nc Effective porosity.
0IC Optimum moisture content of compacted soil.

SPA Resultant active earth force.
SPAR Component of resultant active force in horizontal direction.
pcf Density in pounds per cubic foot.
SPh Resultant horizontal earth force.
Pp Resultant passive earth force. -- i
"?PH Component of resultant passive earth force in horizontal

direction.
",Pv Resultant vertical earth force.

*-'PW Resultant force of water pressure. " "
p Intensity of applied load.
Po Existing effective overburden pressure acting at a specific

height in the soil profile. 4
PC Preconsolidation pressure.
Qall Allowable load capacity of deep foundation element.
Quit Ultimate load that causes shear failure of foundation unit.
q Intensity of vertical load applied to foundation unit.
qall Allowable bearing capacity of shallow foundation unit.
.qu Unconfined compressive strength of soil sample.
quit Ultimate bearing pressure that causes shear failure of

foundation unit.
R,r Radius of well or other right circular cylinder.
s Shear strength of soil for a specific stress or condition in situ,

used instead of strength parameters c and 0.
T Thickness of soil stratum, or relative stiffness factor of. soil

and pile in analysis of laterally loaded piles.
Z Depth.

YD Dry unit weight of soil.
SYE Effective unit weight of coil.

)MAX Maximum dry unit weight of soil determined from moisture content
dry unit weight curve; or, for cohesionless soil, by vibratory
compact ion.

.MIN Minimum dry unit. weight.
I m.SLB Submerged (buoyant) unit weight of soil mass.

YTT Wet unit weight of soil above the groundwater table.

YW Unit weight of water, varying from 62.4 pcf for fresh water to 64
pcf for sea water.

P Magnitude of settlement for various conditions.
SAngle of internal friction or "angle of shearing resistance,"

po 0 obtained from Mchr's failure envelope for shear strength.
Poisson's Ratio.
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